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stratification test as long as an ade-
quate sample volume is collected; how-
ever, both sampling trains are to be op-
erated similarly. For the location to be 
adequate for Method 6B of appendix A 
of this part 24-hour tests, the mean of 
the absolute difference between the 
three paired runs must be less than 10 
percent (0.10). 

(e) The monitoring requirements of 
paragraphs (a) and (d) of this section 
shall not apply to affected facilities 
subject to § 60.42c(h) (1), (2), or (3) where 
the owner or operator of the affected 
facility seeks to demonstrate compli-
ance with the SO2 standards based on 
fuel supplier certification, as described 
under § 60.48c(f), as applicable. 

(f) The owner or operator of an af-
fected facility operating a CEMS pur-
suant to paragraph (a) of this section, 
or conducting as-fired fuel sampling 
pursuant to paragraph (d)(1) of this sec-
tion, shall obtain emission data for at 
least 75 percent of the operating hours 
in at least 22 out of 30 successive steam 
generating unit operating days. If this 
minimum data requirement is not met 
with a single monitoring system, the 
owner or operator of the affected facil-
ity shall supplement the emission data 
with data collected with other moni-
toring systems as approved by the Ad-
ministrator. 

§ 60.47c Emission monitoring for par-
ticulate matter. 

(a) Except as provided in paragraphs 
(c), (d), (e), and (f) of this section, the 
owner or operator of an affected facil-
ity combusting coal, oil, or wood that 
is subject to the opacity standards 
under § 60.43c shall install, calibrate, 
maintain, and operate a continuous 
opacity monitoring system (COMS) for 
measuring the opacity of the emissions 
discharged to the atmosphere and 
record the output of the system. The 
owner or operator of an affected facil-
ity subject to an opacity standard in 
§ 60.43c(c) that is not required to use a 
COMS due to paragraphs (c), (d), (e), or 
(f) of this section that elects not to use 
a COMS shall conduct a performance 
test using Method 9 of appendix A–4 of 
this part and the procedures in § 60.11 
to demonstrate compliance with the 
applicable limit in § 60.43c by April 29, 
2011, within 45 days of stopping use of 

an existing COMS, or within 180 days 
after initial startup of the facility, 
whichever is later, and shall comply 
with either paragraphs (a)(1), (a)(2), or 
(a)(3) of this section. The observation 
period for Method 9 of appendix A–4 of 
this part performance tests may be re-
duced from 3 hours to 60 minutes if all 
6-minute averages are less than 10 per-
cent and all individual 15-second obser-
vations are less than or equal to 20 per-
cent during the initial 60 minutes of 
observation. 

(1) Except as provided in paragraph 
(a)(2) and (a)(3) of this section, the 
owner or operator shall conduct subse-
quent Method 9 of appendix A–4 of this 
part performance tests using the proce-
dures in paragraph (a) of this section 
according to the applicable schedule in 
paragraphs (a)(1)(i) through (a)(1)(iv) of 
this section, as determined by the most 
recent Method 9 of appendix A–4 of this 
part performance test results. 

(i) If no visible emissions are ob-
served, a subsequent Method 9 of ap-
pendix A–4 of this part performance 
test must be completed within 12 cal-
endar months from the date that the 
most recent performance test was con-
ducted or within 45 days of the next 
day that fuel with an opacity standard 
is combusted, whichever is later; 

(ii) If visible emissions are observed 
but the maximum 6-minute average 
opacity is less than or equal to 5 per-
cent, a subsequent Method 9 of appen-
dix A–4 of this part performance test 
must be completed within 6 calendar 
months from the date that the most re-
cent performance test was conducted 
or within 45 days of the next day that 
fuel with an opacity standard is com-
busted, whichever is later; 

(iii) If the maximum 6-minute aver-
age opacity is greater than 5 percent 
but less than or equal to 10 percent, a 
subsequent Method 9 of appendix A–4 of 
this part performance test must be 
completed within 3 calendar months 
from the date that the most recent per-
formance test was conducted or within 
45 days of the next day that fuel with 
an opacity standard is combusted, 
whichever is later; or 

(iv) If the maximum 6-minute aver-
age opacity is greater than 10 percent, 
a subsequent Method 9 of appendix A–4 
of this part performance test must be 
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completed within 45 calendar days from 
the date that the most recent perform-
ance test was conducted. 

(2) If the maximum 6-minute opacity 
is less than 10 percent during the most 
recent Method 9 of appendix A–4 of this 
part performance test, the owner or op-
erator may, as an alternative to per-
forming subsequent Method 9 of appen-
dix A–4 of this part performance tests, 
elect to perform subsequent moni-
toring using Method 22 of appendix A– 
7 of this part according to the proce-
dures specified in paragraphs (a)(2)(i) 
and (ii) of this section. 

(i) The owner or operator shall con-
duct 10 minute observations (during 
normal operation) each operating day 
the affected facility fires fuel for which 
an opacity standard is applicable using 
Method 22 of appendix A–7 of this part 
and demonstrate that the sum of the 
occurrences of any visible emissions is 
not in excess of 5 percent of the obser-
vation period (i.e. , 30 seconds per 10 
minute period). If the sum of the occur-
rence of any visible emissions is great-
er than 30 seconds during the initial 10 
minute observation, immediately con-
duct a 30 minute observation. If the 
sum of the occurrence of visible emis-
sions is greater than 5 percent of the 
observation period (i.e., 90 seconds per 
30 minute period), the owner or oper-
ator shall either document and adjust 
the operation of the facility and dem-
onstrate within 24 hours that the sum 
of the occurrence of visible emissions 
is equal to or less than 5 percent during 
a 30 minute observation (i.e., 90 sec-
onds) or conduct a new Method 9 of ap-
pendix A–4 of this part performance 
test using the procedures in paragraph 
(a) of this section within 45 calendar 
days according to the requirements in 
§ 60.45c(a)(8). 

(ii) If no visible emissions are ob-
served for 10 operating days during 
which an opacity standard is applica-
ble, observations can be reduced to 
once every 7 operating days during 
which an opacity standard is applica-
ble. If any visible emissions are ob-
served, daily observations shall be re-
sumed. 

(3) If the maximum 6-minute opacity 
is less than 10 percent during the most 
recent Method 9 of appendix A–4 of this 
part performance test, the owner or op-

erator may, as an alternative to per-
forming subsequent Method 9 of appen-
dix A–4 performance tests, elect to per-
form subsequent monitoring using a 
digital opacity compliance system ac-
cording to a site-specific monitoring 
plan approved by the Administrator. 
The observations shall be similar, but 
not necessarily identical, to the re-
quirements in paragraph (a)(2) of this 
section. For reference purposes in pre-
paring the monitoring plan, see OAQPS 
‘‘Determination of Visible Emission 
Opacity from Stationary Sources Using 
Computer-Based Photographic Anal-
ysis Systems.’’ This document is avail-
able from the U.S. Environmental Pro-
tection Agency (U.S. EPA); Office of 
Air Quality and Planning Standards; 
Sector Policies and Programs Division; 
Measurement Policy Group (D243–02), 
Research Triangle Park, NC 27711. This 
document is also available on the 
Technology Transfer Network (TTN) 
under Emission Measurement Center 
Preliminary Methods. 

(b) All COMS shall be operated in ac-
cordance with the applicable proce-
dures under Performance Specification 
1 of appendix B of this part. The span 
value of the opacity COMS shall be be-
tween 60 and 80 percent. 

(c) Owners and operators of an af-
fected facilities that burn only dis-
tillate oil that contains no more than 
0.5 weight percent sulfur and/or liquid 
or gaseous fuels with potential sulfur 
dioxide emission rates of 26 ng/J (0.060 
lb/MMBtu) heat input or less and that 
do not use a post-combustion tech-
nology to reduce SO2 or PM emissions 
and that are subject to an opacity 
standard in § 60.43c(c) are not required 
to operate a COMS if they follow the 
applicable procedures in § 60.48c(f). 

(d) Owners or operators complying 
with the PM emission limit by using a 
PM CEMS must calibrate, maintain, 
operate, and record the output of the 
system for PM emissions discharged to 
the atmosphere as specified in 
§ 60.45c(c). The CEMS specified in para-
graph § 60.45c(c) shall be operated and 
data recorded during all periods of op-
eration of the affected facility except 
for CEMS breakdowns and repairs. 
Data is recorded during calibration 
checks, and zero and span adjustments. 
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(e) Owners and operators of an af-
fected facility that is subject to an 
opacity standard in § 60.43c(c) and that 
does not use post-combustion tech-
nology (except a wet scrubber) for re-
ducing PM, SO2, or carbon monoxide 
(CO) emissions, burns only gaseous 
fuels or fuel oils that contain less than 
or equal to 0.5 weight percent sulfur, 
and is operated such that emissions of 
CO discharged to the atmosphere from 
the affected facility are maintained at 
levels less than or equal to 0.15 lb/ 
MMBtu on a boiler operating day aver-
age basis is not required to operate a 
COMS. Owners and operators of af-
fected facilities electing to comply 
with this paragraph must demonstrate 
compliance according to the proce-
dures specified in paragraphs (e)(1) 
through (4) of this section; or 

(1) You must monitor CO emissions 
using a CEMS according to the proce-
dures specified in paragraphs (e)(1)(i) 
through (iv) of this section. 

(i) The CO CEMS must be installed, 
certified, maintained, and operated ac-
cording to the provisions in § 60.58b(i)(3) 
of subpart Eb of this part. 

(ii) Each 1-hour CO emissions average 
is calculated using the data points gen-
erated by the CO CEMS expressed in 
parts per million by volume corrected 
to 3 percent oxygen (dry basis). 

(iii) At a minimum, valid 1-hour CO 
emissions averages must be obtained 
for at least 90 percent of the operating 
hours on a 30-day rolling average basis. 
The 1-hour averages are calculated 
using the data points required in 
§ 60.13(h)(2). 

(iv) Quarterly accuracy determina-
tions and daily calibration drift tests 
for the CO CEMS must be performed in 
accordance with procedure 1 in appen-
dix F of this part. 

(2) You must calculate the 1-hour av-
erage CO emissions levels for each 
steam generating unit operating day 
by multiplying the average hourly CO 
output concentration measured by the 
CO CEMS times the corresponding av-
erage hourly flue gas flow rate and di-
vided by the corresponding average 
hourly heat input to the affected 
source. The 24-hour average CO emis-
sion level is determined by calculating 
the arithmetic average of the hourly 

CO emission levels computed for each 
steam generating unit operating day. 

(3) You must evaluate the preceding 
24-hour average CO emission level each 
steam generating unit operating day 
excluding periods of affected source 
startup, shutdown, or malfunction. If 
the 24-hour average CO emission level 
is greater than 0.15 lb/MMBtu, you 
must initiate investigation of the rel-
evant equipment and control systems 
within 24 hours of the first discovery of 
the high emission incident and, take 
the appropriate corrective action as 
soon as practicable to adjust control 
settings or repair equipment to reduce 
the 24-hour average CO emission level 
to 0.15 lb/MMBtu or less. 

(4) You must record the CO measure-
ments and calculations performed ac-
cording to paragraph (e) of this section 
and any corrective actions taken. The 
record of corrective action taken must 
include the date and time during which 
the 24-hour average CO emission level 
was greater than 0.15 lb/MMBtu, and 
the date, time, and description of the 
corrective action. 

(f) An owner or operator of an af-
fected facility that is subject to an 
opacity standard in § 60.43c(c) is not re-
quired to operate a COMS provided 
that the affected facility meets the 
conditions in either paragraphs (f)(1), 
(2), or (3) of this section. 

(1) The affected facility uses a fabric 
filter (baghouse) as the primary PM 
control device and, the owner or oper-
ator operates a bag leak detection sys-
tem to monitor the performance of the 
fabric filter according to the require-
ments in section § 60.48Da of this part. 

(2) The affected facility uses an ESP 
as the primary PM control device, and 
the owner or operator uses an ESP pre-
dictive model to monitor the perform-
ance of the ESP developed in accord-
ance and operated according to the re-
quirements in section § 60.48Da of this 
part. 

(3) The affected facility burns only 
gaseous fuels and/or fuel oils that con-
tain no greater than 0.5 weight percent 
sulfur, and the owner or operator oper-
ates the unit according to a written 
site-specific monitoring plan approved 
by the permitting authority. This mon-
itoring plan must include procedures 
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and criteria for establishing and moni-
toring specific parameters for the af-
fected facility indicative of compliance 
with the opacity standard. For testing 
performed as part of this site-specific 
monitoring plan, the permitting au-
thority may require as an alternative 
to the notification and reporting re-
quirements specified in §§ 60.8 and 60.11 
that the owner or operator submit any 
deviations with the excess emissions 
report required under § 60.48c(c). 

[72 FR 32759, June 13, 2007, as amended at 74 
FR 5091, Jan. 28, 2009; 76 FR 3523, Jan. 20, 
2011; 77 FR 9463, Feb. 16, 2012] 

§ 60.48c Reporting and recordkeeping 
requirements. 

(a) The owner or operator of each af-
fected facility shall submit notifica-
tion of the date of construction or re-
construction and actual startup, as 
provided by § 60.7 of this part. This no-
tification shall include: 

(1) The design heat input capacity of 
the affected facility and identification 
of fuels to be combusted in the affected 
facility. 

(2) If applicable, a copy of any feder-
ally enforceable requirement that lim-
its the annual capacity factor for any 
fuel or mixture of fuels under § 60.42c, 
or § 60.43c. 

(3) The annual capacity factor at 
which the owner or operator antici-
pates operating the affected facility 
based on all fuels fired and based on 
each individual fuel fired. 

(4) Notification if an emerging tech-
nology will be used for controlling SO2 
emissions. The Administrator will ex-
amine the description of the control 
device and will determine whether the 
technology qualifies as an emerging 
technology. In making this determina-
tion, the Administrator may require 
the owner or operator of the affected 
facility to submit additional informa-
tion concerning the control device. The 
affected facility is subject to the provi-
sions of § 60.42c(a) or (b)(1), unless and 
until this determination is made by the 
Administrator. 

(b) The owner or operator of each af-
fected facility subject to the SO2 emis-
sion limits of § 60.42c, or the PM or 
opacity limits of § 60.43c, shall submit 
to the Administrator the performance 
test data from the initial and any sub-

sequent performance tests and, if appli-
cable, the performance evaluation of 
the CEMS and/or COMS using the ap-
plicable performance specifications in 
appendix B of this part. 

(c) In addition to the applicable re-
quirements in § 60.7, the owner or oper-
ator of an affected facility subject to 
the opacity limits in § 60.43c(c) shall 
submit excess emission reports for any 
excess emissions from the affected fa-
cility that occur during the reporting 
period and maintain records according 
to the requirements specified in para-
graphs (c)(1) through (3) of this section, 
as applicable to the visible emissions 
monitoring method used. 

(1) For each performance test con-
ducted using Method 9 of appendix A–4 
of this part, the owner or operator 
shall keep the records including the in-
formation specified in paragraphs 
(c)(1)(i) through (iii) of this section. 

(i) Dates and time intervals of all 
opacity observation periods; 

(ii) Name, affiliation, and copy of 
current visible emission reading cer-
tification for each visible emission ob-
server participating in the performance 
test; and 

(iii) Copies of all visible emission ob-
server opacity field data sheets; 

(2) For each performance test con-
ducted using Method 22 of appendix A– 
4 of this part, the owner or operator 
shall keep the records including the in-
formation specified in paragraphs 
(c)(2)(i) through (iv) of this section. 

(i) Dates and time intervals of all 
visible emissions observation periods; 

(ii) Name and affiliation for each 
visible emission observer participating 
in the performance test; 

(iii) Copies of all visible emission ob-
server opacity field data sheets; and 

(iv) Documentation of any adjust-
ments made and the time the adjust-
ments were completed to the affected 
facility operation by the owner or oper-
ator to demonstrate compliance with 
the applicable monitoring require-
ments. 

(3) For each digital opacity compli-
ance system, the owner or operator 
shall maintain records and submit re-
ports according to the requirements 
specified in the site-specific moni-
toring plan approved by the Adminis-
trator 

VerDate Mar<15>2010 14:35 Aug 28, 2014 Jkt 232155 PO 00000 Frm 00244 Fmt 8010 Sfmt 8002 Q:\40\40V7.TXT 31


		Superintendent of Documents
	2020-01-28T09:02:15-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




