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and re-establish your operating limits 
as specified in paragraph (d) of this sec-
tion. 

(a) You must continuously monitor 
the operating parameters specified in 
paragraphs (a)(1) and (a)(2) of this sec-
tion using the continuous monitoring 
equipment and according to the proce-
dures specified in § 60.4905 or estab-
lished in § 60.4855. To determine compli-
ance, you must use the data averaging 
period specified in Table 3 to this sub-
part (except for alarm time of the 
baghouse leak detection system) unless 
a different averaging period is estab-
lished under § 60.4855. 

(1) You must demonstrate that the 
SSI unit meets the operating limits es-
tablished according to §§ 60.4855 and 
60.4870 and paragraph (d) of this section 
for each applicable operating param-
eter. 

(2) You must demonstrate that the 
SSI unit meets the operating limit for 
bag leak detection systems as follows: 

(i) For a bag leak detection system, 
you must calculate the alarm time as 
follows: 

(A) If inspection of the fabric filter 
demonstrates that no corrective action 
is required, no alarm time is counted. 

(B) If corrective action is required, 
each alarm time shall be counted as a 
minimum of 1 hour. 

(C) If you take longer than 1 hour to 
initiate corrective action, each alarm 
time (i.e., time that the alarm sounds) 
is counted as the actual amount of 
time taken by you to initiate correc-
tive action. 

(ii) Your maximum alarm time is 
equal to 5 percent of the operating 
time during a 6-month period, as speci-
fied in § 60.4850(c). 

(b) Operation above the established 
maximum, below the established min-
imum, or outside the allowable range 
of the operating limits specified in 
paragraph (a) of this section con-
stitutes a deviation from your oper-
ating limits established under this sub-
part, except during performance tests 
conducted to determine compliance 
with the emission and operating limits 
or to establish new operating limits. 
You must submit the deviation report 
specified in § 60.4915(e) for each in-
stance that you did not meet one of 

your operating limits established under 
this subpart. 

(c) You must submit the annual com-
pliance report specified in § 60.4915(d) to 
demonstrate continuous compliance. 

(d) You must confirm your operating 
limits according to paragraph (d)(1) of 
this section or re-establish operating 
limits according to paragraph (d)(2) of 
this section. Your operating limits 
must be established so as to assure on-
going compliance with the emission 
limits. These requirements also apply 
to your operating requirements in your 
fugitive emissions monitoring plan 
specified in § 60.4850(d). 

(1) Your operating limits must be 
based on operating data recorded dur-
ing any performance test required in 
§ 60.4885(a) or any performance evalua-
tion required in § 60.4885(b)(5). 

(2) You may conduct a repeat per-
formance test at any time to establish 
new values for the operating limits to 
apply from that point forward. 

§ 60.4895 By what date must I conduct 
annual air pollution control device 
inspections and make any nec-
essary repairs? 

(a) You must conduct an annual in-
spection of each air pollution control 
device used to comply with the emis-
sion limits, according to § 60.4900(c), no 
later than 12 months following the pre-
vious annual air pollution control de-
vice inspection. 

(b) Within 10 operating days fol-
lowing an air pollution control device 
inspection, all necessary repairs must 
be completed unless you obtain written 
approval from the Administrator estab-
lishing a date whereby all necessary re-
pairs of the affected SSI unit must be 
completed. 

PERFORMANCE TESTING, MONITORING, 
AND CALIBRATION REQUIREMENTS 

§ 60.4900 What are the performance 
testing, monitoring, and calibration 
requirements for compliance with 
the emission limits and standards? 

You must meet, as applicable, the 
performance testing requirements 
specified in paragraph (a) of this sec-
tion, the monitoring requirements 
specified in paragraph (b) of this sec-
tion, the air pollution control device 
inspections requirements specified in 
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