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pneumatic controller as required in 
§ 60.5420(c)(4)(iv). 

(c)(1) Each pneumatic controller af-
fected facility constructed, modified or 
reconstructed on or after October 15, 
2013, at a location between the well-
head and a natural gas processing plant 
or the point of custody transfer to an 
oil pipeline must have a bleed rate less 
than or equal to 6 standard cubic feet 
per hour. 

(2) Each pneumatic controller af-
fected facility at a location between 
the wellhead and a natural gas proc-
essing plant or the point of custody 
transfer to an oil pipeline must be 
tagged with the month and year of in-
stallation, reconstruction or modifica-
tion, and identification information 
that allows traceability to the records 
for that controller as required in 
§ 60.5420(c)(4)(iii). 

(d) You must demonstrate initial 
compliance with standards that apply 
to pneumatic controller affected facili-
ties as required by § 60.5410. 

(e) You must demonstrate continuous 
compliance with standards that apply 
to pneumatic controller affected facili-
ties as required by § 60.5415. 

(f) You must perform the required no-
tification, recordkeeping, and report-
ing as required by § 60.5420, except that 
you are not required to submit the no-
tifications specified in § 60.5420(a). 

[77 FR 49542, Aug. 16, 2012, as amended at 78 
FR 58436, Sept. 23, 2013] 

§ 60.5395 What standards apply to stor-
age vessel affected facilities? 

Except as provided in paragraph (h) 
of this section, you must comply with 
the standards in this section for each 
storage vessel affected facility. 

(a)(1) If you are the owner or oper-
ator of a Group 1 storage vessel af-
fected facility, you must comply with 
paragraph (b) of this section. 

(2) If you are the owner or operator of 
a Group 2 storage vessel affected facil-
ity, you must comply with paragraph 
(c) of this section. 

(b) Requirements for Group 1 storage 
vessel affected facilities. If you are the 
owner or operator of a Group 1 storage 
vessel affected facility, you must com-
ply with paragraphs (b)(1) and (2) of 
this section. 

(1) You must submit a notification 
identifying each Group 1 storage vessel 
affected facility, including its location, 
with your initial annual report as spec-
ified in § 60.5420(b)(6)(iv). 

(2) You must comply with paragraphs 
(d) through (g) of this section. 

(c) Requirements for Group 2 storage 
vessel affected facilities. If you are the 
owner or operator of a Group 2 storage 
vessel affected facility, you must com-
ply with paragraphs (d) through (g) of 
this section. 

(d) You must comply with the con-
trol requirements of paragraph (d)(1) of 
this section unless you meet the condi-
tions specified in paragraph (d)(2) of 
this section. 

(1) Reduce VOC emissions by 95.0 per-
cent according to the schedule speci-
fied in (d)(1)(i) and (ii) of this section. 

(i) For each Group 2 storage vessel af-
fected facility, you must achieve the 
required emissions reductions by April 
15, 2014, or within 60 days after startup, 
whichever is later. 

(ii) For each Group 1 storage vessel 
affected facility, you must achieve the 
required emissions reductions by April 
15, 2015. 

(2) Maintain the uncontrolled actual 
VOC emissions from the storage vessel 
affected facility at less than 4 tpy 
without considering control. Prior to 
using the uncontrolled actual VOC 
emission rate for compliance purposes, 
you must demonstrate that the uncon-
trolled actual VOC emissions have re-
mained less than 4 tpy as determined 
monthly for 12 consecutive months. 
After such demonstration, you must 
determine the uncontrolled actual VOC 
emission rate each month. The uncon-
trolled actual VOC emissions must be 
calculated using a generally accepted 
model or calculation methodology. 
Monthly calculations must be based on 
the average throughput for the month. 
Monthly calculations must be sepa-
rated by at least 14 days. You must 
comply with paragraph (d)(1) of this 
section if your storage vessel affected 
facility meets the conditions specified 
in paragraphs (d)(2)(i) or (ii) of this sec-
tion. 

(i) If a well feeding the storage vessel 
affected facility undergoes fracturing 
or refracturing, you must comply with 
paragraph (d)(1) of this section as soon 
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as liquids from the well following frac-
turing or refracturing are routed to the 
storage vessel affected facility. 

(ii) If the monthly emissions deter-
mination required in this section indi-
cates that VOC emissions from your 
storage vessel affected facility increase 
to 4 tpy or greater and the increase is 
not associated with fracturing or re-
fracturing of a well feeding the storage 
vessel affected facility, you must com-
ply with paragraph (d)(1) of this section 
within 30 days of the monthly calcula-
tion. 

(e) Control requirements. (1) Except as 
required in paragraph (e)(2) of this sec-
tion, if you use a control device to re-
duce emissions from your storage ves-
sel affected facility, you must equip 
the storage vessel with a cover that 
meets the requirements of § 60.5411(b) 
and is connected through a closed vent 
system that meets the requirements of 
§ 60.5411(c), and you must route emis-
sions to a control device that meets 
the conditions specified in § 60.5412(c) 
and (d). As an alternative to routing 
the closed vent system to a control de-
vice, you may route the closed vent 
system to a process. 

(2) If you use a floating roof to reduce 
emissions, you must meet the require-
ments of § 60.112b(a)(1) or (2) and the 
relevant monitoring, inspection, rec-
ordkeeping, and reporting require-
ments in 40 CFR part 60, subpart Kb. 

(f) Requirements for storage vessel af-
fected facilities that are removed from 
service. If you are the owner or operator 
of a storage vessel affected facility 
that is removed from service, you must 
comply with paragraphs (f)(1) and (2) of 
this section. 

(1) You must submit a notification in 
your next annual report, identifying all 
storage vessel affected facilities re-
moved from service during the report-
ing period. 

(2) If the storage vessel affected facil-
ity identified in paragraph (f)(1) of this 
section is returned to service, you 
must comply with paragraphs (f)(2)(i) 
through (iii) of this section. 

(i) If returning your storage vessel af-
fected facility to service is associated 
with fracturing or refracturing of a 
well feeding the storage vessel affected 
facility, you must comply with para-
graph (d) of this section immediately 

upon returning the storage vessel to 
service. 

(ii) If returning your storage vessel 
affected facility to service is not asso-
ciated with a well that was fractured 
or refractured, you must comply with 
paragraphs (f)(2)(ii)(A) and (B) of this 
section. 

(A) You must determine emissions as 
specified in § 60.5365(e) within 30 days of 
returning your storage vessel affected 
facility to service. 

(B) If the uncontrolled VOC emis-
sions without considering control from 
your storage vessel affected facility are 
4 tpy or greater, you must comply with 
paragraph (d) of this section within 60 
days of returning to service. 

(iii) You must submit a notification 
in your next annual report identifying 
each storage vessel affected facility 
that has been returned to service. 

(g) Compliance, notification, record-
keeping, and reporting. You must com-
ply with paragraphs (g)(1) through (3) 
of this section. 

(1) You must demonstrate initial 
compliance with standards as required 
by § 60.5410(h) and (i). 

(2) You must demonstrate continuous 
compliance with standards as required 
by § 60.5415(e)(3). 

(3) You must perform the required 
notification, recordkeeping and report-
ing as required by § 60.5420. 

(h) Exemptions. This subpart does not 
apply to storage vessels subject to and 
controlled in accordance with the re-
quirements for storage vessels in 40 
CFR part 60, subpart Kb, 40 CFR part 
63, subparts G, CC, HH, or WW. 

[78 FR 58436, Sept. 23, 2013] 

§ 60.5400 What equipment leak stand-
ards apply to affected facilities at 
an onshore natural gas processing 
plant? 

This section applies to the group of 
all equipment, except compressors, 
within a process unit. 

(a) You must comply with the re-
quirements of §§ 60.482–1a(a), (b), and 
(d), 60.482–2a, and 60.482–4a through 
60.482–11a, except as provided in 
§ 60.5401. 

(b) You may elect to comply with the 
requirements of §§ 60.483–1a and 60.483– 
2a, as an alternative. 
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