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§ 60.664(g) and paragraphs (i), (l)(5), and 
(o) of § 60.665. 

(d) Alternative means of compliance— 
(1) Option to comply with part 65. Owners 
or operators of process vents that are 
subject to this subpart may choose to 
comply with the provisions of 40 CFR 
part 65, subpart D, to satisfy the re-
quirements of §§ 60.662 through 60.665 
and 60.668. The provisions of 40 CFR 
part 65 also satisfy the criteria of para-
graphs (c)(4) and (6) of this section. 
Other provisions applying to an owner 
or operator who chooses to comply 
with 40 CFR part 65 are provided in 40 
CFR 65.1. 

(2) Part 60, subpart A. Owners or oper-
ators who choose to comply with 40 
CFR part 65, subpart D, must also com-
ply with §§ 60.1, 60.2, 60.5, 60.6, 60.7(a)(1) 
and (4), 60.14, 60.15, and 60.16 for those 
process vents. All sections and para-
graphs of subpart A of this part that 
are not mentioned in this paragraph 
(d)(2) do not apply to owners or opera-
tors of process vents complying with 40 
CFR part 65, subpart D, except that 
provisions required to be met prior to 
implementing 40 CFR part 65 still 
apply. Owners and operators who 
choose to comply with 40 CFR part 65, 
subpart D, must comply with 40 CFR 
part 65, subpart A. 

(3) Compliance date. Owners or opera-
tors who choose to comply with 40 CFR 
part 65, subpart D, at initial startup 
shall comply with paragraphs (d)(1) and 
(2) of this section for each vent stream 
on and after the date on which the ini-
tial performance test is completed, but 
not later than 60 days after achieving 
the maximum production rate at which 
the affected facility will be operated, 
or 180 days after the initial startup, 
whichever date comes first. 

(4) Initial startup notification. Each 
owner or operator subject to the provi-
sions of this subpart that chooses to 
comply with 40 CFR part 65, subpart D, 
at initial startup shall notify the Ad-
ministrator of the specific provisions 
of 40 CFR 65.63(a)(1), (2), or (3), with 
which the owner or operator has elect-
ed to comply. Notification shall be sub-
mitted with the notifications of initial 
startup required by 40 CFR 65.5(b). 

[NOTE: The intent of these standards is to 
minimize the emissions of VOC through the 
application of best demonstrated technology 

(BDT). The numerical emission limits in 
these standards are expressed in terms of 
total organic compounds (TOC), measured as 
TOC less methane and ethane. This emission 
limit reflects the performance of BDT.] 

[55 FR 26942, June 29, 2000, as amended at 65 
FR 78279, Dec. 14, 2000; 79 FR 11251, Feb. 27, 
2014] 

§ 60.661 Definitions. 
As used in this subpart, all terms not 

defined here shall have the meaning 
given them in the Act and in subpart A 
of part 60, and the following terms 
shall have the specific meanings given 
them. 

Batch distillation operation means a 
noncontinuous distillation operation in 
which a discrete quantity or batch of 
liquid feed is charged into a distilla-
tion unit and distilled at one time. 
After the initial charging of the liquid 
feed, no additional liquid is added dur-
ing the distillation operation. 

Boiler means any enclosed combus-
tion device that extracts useful energy 
in the form of steam. 

By compound means by individual 
stream components, not carbon equiva-
lents. 

Continuous recorder means a data re-
cording device recording an instanta-
neous data value at least once every 15 
minutes. 

Distillation operation means an oper-
ation separating one or more feed 
stream(s) into two or more exit 
stream(s), each exit stream having 
component concentrations different 
from those in the feed stream(s). The 
separation is achieved by the redis-
tribution of the components between 
the liquid and vapor-phase as they ap-
proach equilibrium within the distilla-
tion unit. 

Distillation unit means a device or 
vessel in which distillation operations 
occur, including all associated 
internals (such as trays or packing) 
and accessories (such as reboiler, con-
denser, vacuum pump, steam jet, etc.), 
plus any associated recovery system. 

Flame zone means the portion of the 
combustion chamber in a boiler occu-
pied by the flame envelope. 

Flow indicator means a device which 
indicates whether gas flow is present in 
a vent stream. 

Halogenated vent stream means any 
vent stream determined to have a total 
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concentration (by volume) of com-
pounds containing halogens of 20 ppmv 
(by compound) or greater. 

Incinerator means any enclosed com-
bustion device that is used for destroy-
ing organic compounds and does not 
extract energy in the form of steam or 
process heat. 

Process heater means a device that 
transfers heat liberated by burning fuel 
to fluids contained in tubes, including 
all fluids except water that is heated to 
produce steam. 

Process unit means equipment assem-
bled and connected by pipes or ducts to 
produce, as intermediates or final prod-
ucts, one or more of the chemicals in 
§ 60.667. A process unit can operate 
independently if supplied with suffi-
cient fuel or raw materials and suffi-
cient product storage facilities. 

Product means any compound or 
chemical listed in § 60.667 that is pro-
duced for sale as a final product as that 
chemical, or for use in the production 
of other chemicals or compounds. By- 
products, co-products, and intermedi-
ates are considered to be products. 

Recovery device means an individual 
unit of equipment, such as an absorber, 
carbon adsorber, or condenser, capable 
of and used for the purpose of recov-
ering chemicals for use, reuse, or sale. 

Recovery system means an individual 
recovery device or series of such de-
vices applied to the same vent stream. 

Total organic compounds (TOC) means 
those compounds measured according 
to the procedures in § 60.664(b)(4). For 
the purposes of measuring molar com-
position as required in § 60.664(d)(2)(i); 
hourly emissions rate as required in 
§ 60.664(d)(5) and § 60.664(e); and TOC 
concentration as required in 
§ 60.665(b)(4) and § 60.665(g)(4), those 
compounds which the Administrator 
has determined do not contribute ap-
preciably to the formation of ozone are 
to be excluded. The compounds to be 
excluded are identified in Environ-
mental Protection Agency’s state-
ments on ozone abatement policy for 
State Implementation Plans (SIP) revi-
sions (42 FR 35314; 44 FR 32042; 45 FR 
32424; 45 FR 48942). 

TRE index value means a measure of 
the supplemental total resource re-
quirement per unit reduction of TOC 
associated with an individual distilla-

tion vent stream, based on vent stream 
flow rate, emission rate of TOC net 
heating value, and corrosion properties 
(whether or not the vent stream is hal-
ogenated), as quantified by the equa-
tion given under § 60.664(e). 

Vent stream means any gas stream 
discharged directly from a distillation 
facility to the atmosphere or indirectly 
to the atmosphere after diversion 
through other process equipment. The 
vent stream excludes relief valve dis-
charges and equipment leaks including, 
but not limited to, pumps, compres-
sors, and valves. 

§ 60.662 Standards. 
Each owner or operator of any af-

fected facility shall comply with para-
graph (a), (b), or (c) of this section for 
each vent stream on and after the date 
on which the initial performance test 
required by § 60.8 and § 60.664 is com-
pleted, but not later than 60 days after 
achieving the maximum production 
rate at which the affected facility will 
be operated, or 180 days after the ini-
tial start-up, whichever date comes 
first. Each owner or operator shall ei-
ther: 

(a) Reduce emissions of TOC (less 
methane and ethane) by 98 weight-per-
cent, or to a TOC (less methane and 
ethane) concentration of 20 ppmv, on a 
dry basis corrected to 3 percent oxy-
gen, whichever is less stringent. If a 
boiler or process heater is used to com-
ply with this paragraph, then the vent 
stream shall be introduced into the 
flame zone of the boiler or process 
heater; or 

(b) Combust the emissions in a flare 
that meets the requirements of § 60.18; 
or 

(c) Maintain a TRE index value 
greater than 1.0 without use of VOC 
emission control devices. 

§ 60.663 Monitoring of emissions and 
operations. 

(a) The owner or operator of an af-
fected facility that uses an incinerator 
to seek to comply with the TOC emis-
sion limit specified under § 60.662(a) 
shall install, calibrate, maintain, and 
operate according to manufacturer’s 
specifications the following equipment: 

(1) A temperature monitoring device 
equipped with a continuous recorder 
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