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they are so arranged that the piping 
immediately inboard of the valve can 
be removed without affecting the wa-
tertight integrity of the shell connec-
tion. Refer also to § 56.20–15(b)(2)(iii) of 
this part. Large fabricated ballast 
manifold connecting lines exceeding 8 
inches nominal pipe size must be de-
signed for a pressure of not less than 25 
pounds per square inch gage. 

(d) Disks or disk faces, seats, stems 
and other wearing parts of valves shall 
be made of material possessing corro-
sion and heat-resisting qualities suit-
able for the service conditions to which 
they may be subjected. 

(e) Plug cocks shall be constructed 
with satisfactory and positive means of 
preventing the plug from becoming 
loosened or removed from the body 
when the plug is operated. Cocks hav-
ing plug locking arrangements depend-
ing on cotter pins are prohibited. 

(f) Cocks shall be marked in a 
straight line with the body to indicate 
whether they are open or closed. 

(g) Materials forming a portion of the 
pressure barrier shall comply with the 
applicable provisions of this part. 

[CGFR 68–82, 33 FR 18843, Dec. 18, 1968, as 
amended by CGD 77–140, 54 FR 40604, Oct. 2, 
1989; CGD 95–012, 60 FR 48050, Sept. 18, 1995; 
USCG–2004–18884, 69 FR 58346, Sept. 30, 2004; 
USCG–2003–16630, 73 FR 65176, Oct. 31, 2008] 

§ 56.20–15 Valves employing resilient 
material. 

(a) A valve in which the closure is ac-
complished by resilient nonmetallic 
material instead of a metal to metal 
seat shall comply with the design, ma-
terial, construction and testing for 
valves specified in this part. 

(b) Valves employing resilient mate-
rial shall be divided into three cat-
egories, Positive shutoff, Category A, 
and Category B, and shall be tested and 
used as follows: 

(1) Positive shutoff valves. The closed 
valve must pass less than 10 ml/hr (0.34 
fluid oz/hr) of liquid or less than 3 l/hr 
(0.11 cubic ft/hr) of gas per inch nomi-
nal pipe size through the line after re-
moval of all resilient material and 
testing at full rated pressure. Packing 
material must be fire resistant. Piping 
subject to internal head pressure from 
a tank containing oil must be fitted 
with positive shutoff valves located at 

the tank in accordance with § 56.50– 
60(d). Otherwise positive shutoff valves 
may be used in any location in lieu of 
a required Category A or Category B 
valve. 

(2) Category A valves. The closed valve 
must pass less than the greater of 5 
percent of its fully open flow rate or 15 
percent divided by the square root of 
the nominal pipe size (NPS) of its fully 
open flow rate through the line after 
complete removal of all resilient seat-
ing material and testing at full rated 
pressure; as represented by the for-
mula: (15% / SQRT × (NPS)) (Fully open 
flow rate). Category A valves may be 
used in any location except where posi-
tive shutoff valves are required by 
§ 56.50–60(d). Category A valves are re-
quired in the following locations: 

(i) Valves at vital piping system 
manifolds; 

(ii) Isolation valves in cross-connects 
between two piping systems, at least 
one of which is a vital system, where 
failure of the valve in a fire would pre-
vent the vital system(s) from func-
tioning as designed. 

(iii) Valves providing closure for any 
opening in the shell of the vessel. 

(3) Category B valves. The closed valve 
will not provide effective closure of the 
line or will permit appreciable leakage 
from the valve after the resilient mate-
rial is damaged or destroyed. Category 
B valves are not required to be tested 
and may be used in any location except 
where a Category A or positive shutoff 
valve is required. 

(c) If a valve designer elects to use ei-
ther a calculation or actual fire testing 
instead of material removal and pres-
sure testing, the calculation must em-
ploy ISA–S75.02 (incorporated by ref-
erence; see 46 CFR 56.01–2) to determine 
the flow coefficient (Cv), or the fire 
testing must be conducted in accord-
ance with API 607 (incorporated by ref-
erence; see 46 CFR 56.01–2). 

[CGD 95–028, 62 FR 51200, Sept. 30, 1997, as 
amended by USCG–2003–16630, 73 FR 65176, 
Oct. 31, 2008] 

§ 56.20–20 Valve bypasses. 

(a) Sizes of bypasses shall be in ac-
cordance with MSS SP–45 (incor-
porated by reference; see 46 CFR 56.01– 
2). 
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