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Coast Guard, Dept. of Homeland Security § 64.11 

(‘‘ASME Code’’).........64.5, 64.7, 64.11, 64.13, 
64.21, 64.25, 64.31 

[CGD 84–043, 55 FR 37409, Sept. 11, 1990; 55 FR 
47477, Nov. 14, 1990, as amended by CGD 96– 
041, 61 FR 50728, Sept. 27, 1996; CGD 97–057, 62 
FR 51044, Sept. 30, 1997; USCG–1999–6216, 64 
FR 53225, Oct. 1, 1999; USCG–2012–0832, 77 FR 
59778, Oct. 1, 2012; USCG 2013–0671, 78 FR 
60149, Sept. 30, 2013] 

§ 64.3 Applicability. 
(a) This part applies to each MPT for 

which the Commanding Officer, U.S. 
Coast Guard Marine Safety Center, re-
ceives an application for approval on or 
before May 1, 1991. 

(b) Subpart F of this part also applies 
to portable tanks and to cargo-han-
dling systems for portable tanks au-
thorized under subparts 98.30 and 98.33 
of this chapter. 

[CGD 84–043, 55 FR 37409, Sept. 11, 1990] 

§ 64.5 Definitions. 
As used in this part: 
(a) Marine portable tank or MPT 

means a liquid-carrying tank that— 
(1) Has a capacity of 110 gallons or 

more; 
(2) Is designed to be carried on a ves-

sel; 
(3) Can be lifted full or empty onto 

and off a vessel, and can be filled and 
discharged while on a vessel; 

(4) Is not permanently attached to 
the vessel; and 

(5) Was inspected and stamped by the 
Coast Guard on or before September 30, 
1992. 

(b) Tank means the pressure vessel 
and the associated fittings of an MPT 
that come in contact with the product 
being carried. 

(c) Total containment pressure means 
the minimum pressure for total prod-
uct containment under normal oper-
ating conditions at a gauge pressure 
consisting of the absolute vapor pres-
sure of the product at 122 °F added to 
the dynamic pressure, based on the 
tank dimensions and the location of 
the relief devices, of not less than 5 
pounds per square inch gauge (psig) at 
the top of the tank in the operating po-
sition. 

(d) Maximum allowable working pres-
sure means the maximum gauge pres-
sure at the top of the tank in the oper-
ating position at 122 °F, equal to or 

greater than the total containment 
pressure as defined in paragraph (c) of 
this section. The maximum allowable 
working pressure is used in the calcula-
tion of the minimum thickness of each 
element of the tank, excluding the al-
lowance for corrosion and the thick-
ness for loadings other than pressure, 
as provided for in the ASME Code. 

(e) Test pressure means a hydrostatic 
pressure of at least one and one-half 
times the maximum allowable working 
pressure. 

(f) Dynamic loading conditions means 
the following: 

(1) A loading in the vertical down di-
rection equal to 2 times the weight of 
the tank and the heaviest product car-
ried. 

(2) A loading in the transverse direc-
tion equal to the weight of the tank 
and the heaviest product carried. 

(3) A loading in the longitudinal di-
rection equal to the weight of the tank 
and the heaviest product carried. 

(g) Owner means the person, corpora-
tion, company, partnership, or organi-
zation in which is vested the owner-
ship, dominion, or title of a portable 
tank. 

[CGD 73–172, 39 FR 22950, June 25, 1974, as 
amended by CGD 84–043, 55 FR 37409, Sept. 11, 
1990] 

§ 64.9 Maintenance, repair, and alter-
ation of MPTs. 

(a) Each MPT must be maintained in 
accordance with the approved plans, 
this part, and subpart 98.30 of this 
chapter. 

(b) Repair of an MPT is authorized, 
provided that each repair is in accord-
ance with the approved plans. 

(c) No MPT may be altered, except 
with the written approval of the Com-
manding Officer, U.S. Coast Guard Ma-
rine Safety Center. 

(d) After each welded repair or alter-
ation, an MPT must be hydrostatically 
pressure-tested in accordance with 
paragraph (a) of § 64.83 of this part. 

[CGD 84–043, 55 FR 37409, Sept. 11, 1990] 

Subpart B—Standards for an MPT 

§ 64.11 Design of MPTs. 

An MPT must be designed— 
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