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(o) Detailed analysis showing compli-
ance with the MC cable requirements 
in § 111.60–23(b) of this chapter. 

(p) For an OSV with hazardous loca-
tions to which subpart 111.106 of this 
part applies, plans showing the extent 
and classification of all hazardous loca-
tions, including information on— 

(1) Equipment identification by man-
ufacturer’s name and model number; 

(2) Equipment use within the system; 
(3) Parameters of intrinsically safe 

systems, including cables; 
(4) Equipment locations; 
(5) Installation details and/or ap-

proved control drawings; and 
(6) A certificate of testing, and list-

ing or certification, by an independent 
laboratory, as defined by 46 CFR 
159.001–3, or an IECEx Certificate of 
Conformity under the IECEx System, 
where required by the respective stand-
ard in § 111.106–3(b)(1), (2), or (3) of this 
subchapter. 

[CGD 74–125A, 47 FR 15232, Apr. 8, 1982, as 
amended by CGD 81–030, 53 FR 17846, May 18, 
1988; CGD 94–108, 61 FR 28275, June 4, 1996; 62 
FR 23907, May 1, 1997; USCG–2012–0208, 79 FR 
48929, Aug. 18, 2014] 

§ 110.25–3 Procedure for submitting 
plans. 

(a) The plans required by § 110.25–1 
must be submitted to one of the fol-
lowing Coast Guard offices: 

(1) By visitors to the Commanding 
Officer, Marine Safety Center, U.S. 
Coast Guard, 4200 Wilson Boulevard 
Suite 400, Arlington, VA 22203, or by 
mail to: Commanding Officer (MSC), 
Attn: Marine Safety Center, U.S. Coast 
Guard Stop 7410, 4200 Wilson Boulevard 
Suite 400, Arlington, VA 20598–7410, in a 
written or electronic format. Informa-
tion for submitting the VSP electroni-
cally can be found at http:// 
www.uscg.mil/HQ/MSC. 

(2) The Officer in Charge, Marine In-
spection at or nearest the place where 
the vessel is to be built. 

(b) [Reserved] 
(c) Three copies of each plan are re-

quired so that one can be returned to 
the submitter. If the submitter desires 
additional copies of approved plans, he 
should submit enough for the necessary 
distribution. 

NOTE: The Coast Guard and the American 
Bureau of Shipping (ABS) coordinate plan 
review for vessels classed by the ABS in 

order to eliminate duplication of effort. An 
applicant for plan review of a vessel that is 
classed by the ABS should consult Com-
manding Officer, Marine Safety Center, to 
determine applicable procedures for submit-
ting plans. 

[CGD 74–125A, 47 FR 15232, Apr. 8, 1982] 

EDITORIAL NOTE: For FEDERAL REGISTER ci-
tations affecting § 110.25–3, see the List of 
CFR Sections Affected, which appears in the 
Finding Aids section of the printed volume 
and at www.fdsys.gov. 

EDITORIAL NOTE: By CGD 96–041, 61 FR 
50730, Sept. 27, 1996, paragraph (a)(1) of 
§ 110.25–3 was amended by removing the word 
‘‘(G-MSC)’’. However, by CGD 94–108, 61 FR 
28275, June 4, 1996, the word ‘‘(G-MSC)’’ was 
removed and the word ‘‘(MSC)’’ was added in 
its place. 

Subpart 110.30—Testing and 
Inspection 

§ 110.30–1 General. 
(a) This section supplements the gen-

eral requirements for testing and in-
specting vessels in other parts of this 
chapter. 

(b) In the inspection of electric 
equipment and installations, the rules 
of the American Bureau of Shipping for 
materials and construction, and the 
certificate of classification that refers 
to them, except as otherwise provided 
by this subchapter, are accepted as 
standard. 

(c) This subpart must not be con-
strued to imply that shop tests or fac-
tory inspections of electric apparatus 
or equipment of the types conducted by 
the American Bureau of Shipping are 
conducted by the Coast Guard. Shop 
tests of electric apparatus or equip-
ment are conducted by the Coast Guard 
only when required by this chapter or 
when requested, either by the manufac-
turer, shipbuilder, owner, or the Coast 
Guard, and agreed to by all. 

[CGD 74–125A, 47 FR 15232, Apr. 8, 1982, as 
amended by CGD 94–108, 61 FR 28275, June 4, 
1996] 

§ 110.30–3 Initial inspection. 
The initial inspection, which may be 

a series of inspections during the con-
struction of the vessel, includes a com-
plete inspection of the electric instal-
lation and electric equipment or appa-
ratus. The inspection is to determine 
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that the arrangement, materials, and 
their installations meet this chapter 
and the approved plans. The inspection 
also is to determine that the workman-
ship of all equipment and apparatus 
and the installation is satisfactory. 

§ 110.30–5 Inspection for certification. 
Electric installations and electric 

equipment must be inspected at the in-
spection for certification and periodic 
inspection to determine mechanical 
and electrical condition and perform-
ance. Particular note must be made of 
circuits added or modified after the 
original issuance of the Certificate of 
Inspection. 

[USCG 1999–4976, 65 FR 6504, Feb. 9, 2000] 

§ 110.30–7 Repairs or alterations. 
The Officer in Charge, Marine Inspec-

tion must be notified before— 
(a) Alterations or modifications that 

deviate from approved plans; or 
(b) Repairs, alterations, or modifica-

tions that affect the safety of the ves-
sel. 

[CGD 94–108, 61 FR 28275, June 4, 1996] 

PART 111—ELECTRIC SYSTEMS— 
GENERAL REQUIREMENTS 

Subpart 111.01—General 

Sec. 
111.01–1 General. 
111.01–3 Placement of equipment. 
111.01–5 Protection from bilge water. 
111.01–7 Accessibility and spacing. 
111.01–9 Degrees of protection. 
111.01–11 Corrosion-resistant parts. 
111.01–13 Limitations on porcelain use. 
111.01–15 Temperature ratings. 
111.01–17 Voltage and frequency variations. 
111.01–19 Inclination of the vessel. 

Subpart 111.05—Equipment Ground, 
Ground Detection, and Grounded Systems 

111.05–1 Purpose. 

EQUIPMENT GROUND 

111.05–3 Design, construction, and installa-
tion; general. 

111.05–7 Armored and metallic-sheathed 
cable. 

111.05–9 Masts. 

SYSTEM GROUNDING 

111.05–11 Hull return. 
111.05–13 Grounding connection. 

111.05–15 Neutral grounding. 
111.05–17 Generation and distribution sys-

tem grounding. 
111.05–19 Tank vessels; grounded distribu-

tion systems. 

GROUND DETECTION 

111.05–20 Grounded distribution systems on 
OSVs designed to carry flammable or 
combustible liquids with closed-cup 
flashpoints not exceeding 60 °C (140 °F). 

111.05–21 Ground detection. 
111.05–23 Location of ground indicators. 
111.05–25 Ungrounded systems. 
111.05–27 Grounded neutral alternating cur-

rent systems. 
111.05–29 Dual voltage direct current sys-

tems. 

GROUNDED CONDUCTORS 

111.05–31 Grounding conductors for systems. 
111.05–33 Equipment safety grounding 

(bonding) conductors. 
111.05–37 Overcurrent devices. 

Subpart 111.10—Power Supply 

111.10–1 Definitions. 
111.10–3 Two generating sources. 
111.10–4 Power requirements, generating 

sources. 
111.10–5 Multiple energy sources. 
111.10–7 Dead ship. 
111.10–9 Ship’s service supply transformers; 

two required. 

Subpart 111.12—Generator Construction 
and Circuits 

111.12–1 Prime movers. 
111.12–3 Excitation. 
111.12–5 Construction and testing of genera-

tors. 
111.12–7 Voltage regulation and parallel op-

eration. 
111.12–9 Generator cables. 
111.12–11 Generator protection. 
111.12–13 Propulsion generator protection. 

Subpart 111.15—Storage Batteries and Bat-
tery Chargers: Contruction and Instal-
lation 

111.15–1 General. 
111.15–2 Battery construction. 
111.15–3 Battery categories. 
111.15–5 Battery installation. 
111.15–10 Ventilation. 
111.15–20 Conductors. 
111.15–25 Overload and reverse current pro-

tection. 
111.15–30 Battery chargers. 

Subpart 111.20—Transformer Construction, 
Installation, and Protection 

111.20–1 General requirements. 
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