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TABLE 132.220—CARRIAGE OF PORTABLE AND SEMIPORTABLE FIRE EXTINGUISHERS 

Space Classification (see 
§ 132.210) Number and placement 

.
Safety areas: Communicating passage-

ways 
A-II ....................................... 1. In each main passageway, not more than 45.7 me-

ters (150 feet) apart (permissible in stairways). 
Pilothouse ............................................... C-I ........................................ 2. In vicinity of exit. 
Service spaces: Galleys ......................... B-II or C–11 ......................... 1. For each 230 square meters (2,500 feet2) or fraction 

thereof, suitable for hazards involved. 
Paint lockers ........................................... B-II ....................................... 1. Outside space, in vicinity of exit. 
Accessible baggage and storerooms ..... A-II ....................................... 1. For each 230 square meters (2,500 feet2) or fraction 

thereof, located in vicinity of exits, either inside or 
outside spaces. 

Work shops and similar spaces ............. A-II ....................................... 1. Outside space in vicinity of exit. 
Machinery spaces: Internal-combustion 

propulsion-machinery.
B-II ....................................... 1. For each 1,000 brake horsepower, but not fewer 

than 2 nor more than 6. 
B-III ...................................... 1. Required. (1), (2) 

Electric propulsion motors or generators 
of open type.

C-II ....................................... 1. For each propulsion motor or generator unit. 

Auxiliary spaces: Internal combustion .... B-II ....................................... 1. Outside space in vicinity of exit. (2) 
Electric motors and emergency genera-

tors.
C-II ....................................... 1. Outside space in vicinity of exit. (2) 

(1) Not required where a fixed gaseous fire-extinguishing system is installed. 
(2) Not required on vessels of less than 300 gross tons. 

(b) Each semiportable fire extin-
guisher must be mounted or otherwise 
placed in the open so as to be readily 
visible. 

(c) Except as provided by paragraph 
(d) of this section, each portable fire 
extinguisher must be mounted or oth-
erwise placed in the open or behind 
glass so as to be readily visible. 

(d) A portable fire extinguisher may 
be mounted or otherwise placed in an 
enclosure together with the fire hose, if 
the enclosure is marked in compliance 
with § 131.830 of this subchapter. 

(e) Each portable fire extinguisher 
and its station must be numbered to 
comply with § 131.835 of this sub-
chapter. 

(f) No portable or semiportable fire 
extinguisher with a nameplate indi-
cating that it needs protection from 
freezing may be mounted or otherwise 
placed where freezing temperatures are 
foreseeable. 

§ 132.230 Spare charges. 

(a) Except as provided by paragraph 
(b) or (c) of this section, each vessel 
must carry spare charges for 50 percent 
of the portable fire extinguishers re-
quired by § 132.220 of this subpart. 

(b) Rather than comply with para-
graph (a) of this section, a vessel may 
carry one extra portable extinguisher 
of the same classification. 

(c) If extinguishers of a particular 
classification cannot be readily re-
charged by crew members, a vessel 
must—rather than comply with para-
graph (a) of this section—carry one 
more extinguisher of that classifica-
tion. 

(d) Each spare charge must be pack-
aged so as to minimize the hazards to 
personnel recharging the extinguishers. 

§ 132.240 Stowage of semiportable fire 
extinguishers. 

The frame or support of each 
semiportable fire extinguisher of size 
III, IV, or V must be secured to prevent 
the extinguisher from shifting in heavy 
weather. 

Subpart C—Miscellaneous 

§ 132.310 Fixed fire-extinguishing sys-
tems for paint lockers. 

(a) Except as provided by paragraph 
(b) of this section, a fixed gaseous fire- 
extinguishing system or another ap-
proved fixed fire-extinguishing system 
must be installed in each paint locker. 

(b) No fixed fire-extinguishing sys-
tem need be installed in a paint locker 
that is— 

(1) Less than 1.7 cubic meters (60 
cubic feet) in volume; 

(2) Accessible only from the weather 
deck; and 
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(3) Not adjacent to a tank for flam-
mable or combustible liquid. 

(c) Each fixed fire-extinguishing sys-
tem installed must comply with part 95 
of this chapter or be approved by the 
Commanding Officer, Marine Safety 
Center. 

§ 132.320 Helicopter-landing decks. 
Each vessel with a helicopter-landing 

deck must meet the fire fighting re-
quirements of part 108 of this chapter. 

§ 132.330 Fire monitors. 
(a) Each fire monitor of the fire main 

system must be fitted with a shut-off 
valve at the monitor and at the con-
nection to the fire main discharge 
manifold required by § 132.120(h) of this 
part. 

(b) Fire monitor piping must comply 
with § 132.110 of this part. 

(c) Each fire monitor must be pro-
tected against over-pressure. 

§ 132.340 Equipment installed al-
though not required. 

A vessel may install equipment for 
detection of and protection against 
fires beyond that required by this sub-
chapter, unless the excess equipment in 
any way endangers the vessel or the 
persons aboard. This equipment must 
be listed and labeled by a nationally 
recognized testing laboratory. 

§ 132.350 Tests and inspections of fire- 
extinguishing equipment. 

(a) Each master of a vessel shall en-
sure that the tests and inspections, of 
fire-extinguishing equipment, de-
scribed by paragraph (b) of this section 
are performed— 

(1) Every 12 months; or 
(2) Not later than the next inspection 

for certification and periodic inspec-
tion, unless the total time from the 
date of the last tests and inspections 
exceeds 15 months. 

(b) The master shall provide satisfac-
tory evidence of the servicing of fire- 
extinguishing equipment, required by 
paragraph (c) of this section, to the 
marine inspector. If any of the equip-
ment or records have not been properly 
maintained, a qualified servicing facil-
ity may be required to perform the re-
quired inspections, maintenance, and 
hydrostatic tests. 

(c) The following tests and inspec-
tions of fire-extinguishing equipment 
must be performed by the owner, oper-
ator, or master, or by a qualified serv-
icing facility, to verify compliance 
with paragraph (a) of this section: 

(1) Each portable fire extinguisher 
must be inspected, maintained, and 
hydrostatically tested as required by 
Chapter 4 of NFPA 10 with the fre-
quency specified by NFPA 10. Carbon- 
dioxide and halon portable fire extin-
guishers must be refilled when the 
weight loss of net content exceeds that 
specified for fixed systems by Table 
132.350. Further, each must be exam-
ined for excessive corrosion and for 
general condition. A tag issued by a 
qualified servicing facility, and at-
tached to each extinguisher, will be ac-
ceptable evidence that the necessary 
maintenance has been conducted. 

(2) Each semiportable fire extin-
guisher and each fixed fire-extin-
guishing system must be— 

(i) Inspected and tested as required 
by Table 132.350 of this subpart; 

(ii) Inspected, tested, and marked as 
required by §§ 147.60 and 147.65 of this 
chapter; 

(iii) Inspected to ensure that piping, 
controls, and valves are in good general 
condition with no excessive corrosion; 
and 

(iv) Inspected and tested to deter-
mine that alarms and ventilation shut-
downs for each fire-extinguishing sys-
tem operate properly. 

TABLE 132.350—TESTS OF SEMIPORTABLE AND FIXED FIRE-EXTINGUISHING SYSTEMS 

Type of system Test 

Carbon dioxide .................................. Weigh cylinders. Recharge cylinder if weight loss exceeds 10 percent of the weight of 
the charge. Test time delays, alarms, and ventilation shutdowns with carbon dioxide, 
nitrogen, or other nonflammable gas as stated in the system manufacturer’s instruction 
manual. Inspect hoses for damage or decay. Ensure that nozzles are unobstructed. 
Cylinders must be tested and marked, and all flexible connections on fixed carbon di-
oxide systems must be tested or renewed, as required by 46 CFR 147.60 and 147.65. 
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