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(h) Rivets and pins. Pins holding the 
handles to the linings shall be of hard 
brass, not less than 0.048 inch in diame-
ter. Middle and end pins shall be of 
hard brass not less than 0.095 inch in 
diameter. The bolster rivet shall be 18 
percent nickel-silver not less than 0.095 
inch in diameter. All rivets and pins 
shall have carefully spun heads. 

(i) Lanyard. A lanyard 6 feet in 
length shall be secured to the shackle. 

(j) Polishing and oiling. After assem-
bly all outside surfaces shall be buffed, 
and the metal parts polished uni-
formly. The working parts shall be 
cleaned and oiled with a good grade of 
joint oil. 

(k) Workmanship. Workmanship shall 
be first class in all respects, and jack-
knives shall be free from defects which 
may affect their serviceability. 

§ 160.043–5 Inspections and tests. 
(a) General. Jackknives are not ordi-

narily subjected to regularly scheduled 
factory inspections, but the Com-
mander of the Coast Guard District in 
which they are manufactured may de-
tail an inspector at any time to places 
where jackknives are manufactured to 
check materials and construction 
methods, and to conduct such tests as 
may be required to satisfy himself that 
jackknives are being manufactured in 
compliance with the requirements of 
this specification and the manufactur-
er’s plans and specifications as ap-
proved by the Commandant. The manu-
facturer shall admit the inspector to 
his plant and shall provide a suitable 
place and the necessary apparatus for 
use of the inspector in conducting tests 
at the place of manufacture. 

(b) Hardness test. Hardness of the 
blade, can opener, and spring metal 
shall be determined in accordance with 
the Rockwell method as described in 
Federal Specification QQ-M-151. Hard-
ness impressions shall be made at loca-
tions representing the cutting edges 
and surfaces subject to wear, and they 
shall fall within the ranges set forth in 
§ 160.043–3(a). 

(c) Bending and drop tests. With all of 
the blade of the knife except the tang 
clamped in vertical jaws so that the 
handle is in a horizontal position, a 
downward load of 15 pounds shall be 
suspended from the lanyard and al-

lowed to hang for a period of 5 minutes. 
The knife shall then be turned over, 
and the test repeated with the can 
opener in the jaws. The knife shall 
then be dropped on its side from a 
height of 8 feet onto a concrete floor. 
Both the blade and the can opener shall 
open and close properly, and the knife 
shall show no other evidence of failure 
at the conclusion of these tests. 

(d) Cutting test. The knife shall be 
used to cut various nonmetallic ob-
jects, including at least 10 shavings 
from a strip of oak or other hardwood, 
and to open various rectangular and 
circular cans, and shall show no notice-
able loss in cutting ability. 

§ 160.043–6 Marking and packing. 
(a) General. Jackknives specified by 

this subpart shall be stamped or other-
wise permanently and legibly marked 
on the tang of the blade with the man-
ufacturer’s name or with a trade mark 
of such known character that the 
source of manufacture may be readily 
determined, and with the manufactur-
er’s type or size designation. 

(b) Instructions for can opener. With 
each jackknife the manufacturer shall 
supply instructions, complete with an 
illustration, indicating the proper 
method for using the can opener. 

(c) Packing. Each jackknife, complete 
with lanyard attached, shall be packed 
in a heat-sealed bag of waterproof vinyl 
resin or polyethylene film not less than 
0.004 inch in thickness. The bag shall 
be marked in a clear and legible man-
ner with the Coast Guard approval 
number, the name and address of the 
manufacturer, and in letters not less 
than 1⁄4 inch in height with the words. 
‘‘JACKKNIFE (WITH CAN OPENER)’’. 
The instructions for use of the can 
opener as required by paragraph (b) of 
this section may also be printed on the 
bag. 

Subpart 160.044—Pumps, Bilge, 
Lifeboat, for Merchant Vessels 

SOURCE: CGFR 50–30, 16 FR 1085, Feb. 6, 
1951, unless otherwise noted. 

§ 160.044–1 Applicable specifications. 
(a) There are no other specifications 

applicable to this subpart. 
(b) [Reserved] 
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