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the jurisdiction of a Coast Guard Dis-
trict Commander, the frequency of 
such testing shall be once every 2 
years. The cost of such testing shall be 
borne by the manufacturer. The nature 
of the product or its production may 
dictate a differing retest frequency. 

(3) The Coast Guard reserves the 
right to make spot-check tests of ap-
proved structural insulation at any 
time on samples selected by a marine 
inspector obtained during installation 
on a vessel. The manufacturer will 
incur no expense for such tests, but the 
results, shall be binding upon the ap-
proval of his product. 

(b) A small scale furnace test (2′ × 2′ 
furnace test 60 cm. × 60 cm.) shall be 
conducted. The time of failure shall 
not vary from the original small scale 
test values by more than 10 percent. In 
addition tests shall be conducted to de-
termine incombustibility (§ 164.009), 
density and thickness. Values of re-
testing for density and thickness shall 
not vary from the original test values 
by more than 10 percent. 

§ 164.007–9 Procedure for approval. 

The following items shall be accom-
plished in sequential order. 

(a) Test request information. If a manu-
facturer desires to have a structural in-
sulation approved, a written request 
shall be submitted to the Commandant 
of the Coast Guard together with the 
following: 

(1) If the material has already been 
approved as an incombustible material 
under subpart 164.009 of this part, the 
approval number of the material shall 
be indicated. If not, the procedure set 
forth in subpart 164.009 of this part 
shall be followed; and such approval 
shall be obtained prior to submittal 
under this specification. 

(2) A description and trade name of 
the structural insulation. 

(3) A statement of the composition of 
the material and the percentage of 
each component. 

(4) A sample of the material at least 
1 foot square in the thickness and den-
sity proposed by the manufacturer to 
be tested. When more than one thick-
ness of a material of the same density 
is to be tested, only a sample of a sin-
gle thickness need be submitted. 

(5) The range of thicknesses and den-
sities in which it is proposed to manu-
facture or use the material together 
with any information or recommenda-
tions that the manufacturer may have 
as to maximum or minimum thickness 
or density. 

(6) The location of the place or places 
where the material will be manufac-
tured. 

(7) Description of attachment to or 
protection of the bulkhead or deck. If 
an adhesive is used, a liberal sample 
shall be supplied. 

(8) A sketch showing typical installa-
tion methods and indicating limita-
tions if any. 

(9) A general statement describing 
manufacturing procedures indicating 
the degree of quality control exercised 
and the degree of inspection performed 
by outside organizations. 

(10) A statement indicating proposed 
methods for field identification of the 
products as being approved. Identifica-
tion shall include the Coast Guard ap-
proval numbers. 

(b) Test suitability. The above infor-
mation will be examined by the Coast 
Guard, and if it is indicated that the 
material is in all respects suitable for 
testing, the manufacturer will be so ad-
vised. Coast Guard comments on the 
manufacturer’s recommended thick-
ness and density of the sample or sam-
ples for the fire resistance test will be 
given at this time, together with the 
estimated cost of the required test. 

(c) Samples to be submitted. If the ma-
terial is indicated as being suitable for 
testing, the manufacturer shall submit 
a 100 cm. × 150 cm. (40″ × 60″) sample, a 
30 cm. × 30 cm. (12″ × 12″) sample and a 
60 cm. × 60cm. (24″ × 24″) sample for 
each thickness and density proposed to 
the Fire Research section of the Na-
tional Bureau of Standards, Wash-
ington, DC 20234, and shall advise the 
Coast Guard of the shipment. A sepa-
rate test will be made for each density 
of the material for which approval is 
desired. 

(d) Pretest information. At this time 
the manufacturer shall submit to the 
Coast Guard the following: 

(1) A statement that the material is 
offered for testing as described pursu-
ant to paragraph (a)(3) of this section 
is completely representative of the 
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product which will be manufactured 
and sold under U.S. Coast Guard ap-
proval if such approval is granted and 
that the shipbuilder will be advised of 
the proper installation methods and 
the limitations of the approval. 

(2) A commitment that he will reim-
burse the National Bureau of Stand-
ards for the cost or review of the tests 
when billed by them. 

(3) If the manufacturer desires to wit-
ness the test, he should so indicate at 
this time. 

(e) Test authorization. The National 
Bureau of Standards will then be au-
thorized to conduct the tests noted in 
§ 164.007–4 and, upon completion of all 
testing, the manufacturer will be billed 
directly by the National Bureau of 
Standards. Four copies of the test re-
port containing the information re-
quired by § 164.007–6 will be submitted 
to the Coast Guard. 

(f) Notification of results. A copy of the 
report will be forwarded to the manu-
facturer and he will be advised if his 
material is approved under this sub-
part. If approved, any stipulations of 
the approval will be specified. This in-
formation will be published in the FED-
ERAL REGISTER, and a certificate of ap-
proval will be issued to the manufac-
turer. 

(g) Other laboratories. (1) If the manu-
facturer desires to have the test con-
ducted at some laboratory other than 
the National Bureau of Standards, this 
information shall be supplied at the 
time of initial contact with the Coast 
Guard. If the proposed laboratory is ac-
ceptable to the Coast Guard, the manu-
facturer will be so advised, and any 
special testing requirements together 
with any estimated cost of expenses in-
curred by the National Bureau of 
Standards for their review will be spec-
ified at this time. The Coast Guard 
shall be notified in advance of the date 
of the test so that a representative 
may be present. 

(2) The laboratory shall submit four 
copies of a detailed test report to the 
Coast Guard together with representa-
tive samples of the material taken be-
fore and after testing. The test report 
and samples will be examined by the 
National Bureau of Standards for com-
pliance with this subpart. The test re-
port shall include the information re-

quired by § 164.007–6 together with any 
other pertinent data. 

Subpart 164.008—Bulkhead Panels 

SOURCE: CGFR 69–72, 34 FR 17500, Oct. 29, 
1969, unless otherwise noted. 

§ 164.008–1 Applicable specification 
and reference material. 

(a) Specification. The following speci-
fication of the issue in effect on the 
date of manufacture of the bulkhead 
panel shall form a part of the regula-
tions of this subpart (see §§ 2.75–17 
through 2.75–19 of subchapter A, Proce-
dures Applicable to the Public, of this 
chapter): 

(1) Coast Guard specification: 

Subpart 164.009 of this part, Incombustible 
Materials for Merchant Vessels. 

(b) Guidance. For guidance you may 
use the following technical reference: 
ASTM E 119–98, Standard Test Methods 
for Fire Tests of Building Construction 
and Materials. You may obtain it from 
the American Society for Testing and 
Materials, 100 Barr Harbor Drive, West 
Conshohocken, PA 19428–2959. 

(c) Copies on file. A copy of the speci-
fication listed in paragraph (a) of this 
section shall be kept on file by the 
manufacturer, together with the cer-
tificate of approval and this specifica-
tion. It is the manufacturer’s responsi-
bility to have the latest issue of the 
specification on hand together with the 
certificate of approval and approved 
plans when manufacturing under this 
specification subpart. 

(1) The Coast Guard specification 
may be obtained from the Commandant 
(CG–ENG), Attn: Office of Design and 
Engineering Systems, U.S. Coast Guard 
Stop 7509, 2703 Martin Luther King Jr. 
Avenue SE., Washington, DC 20593–7509. 

[CGFR 69–72, 34 FR 17500, Oct. 29, 1969, as 
amended by CGD 82–063b, 48 FR 4783, Feb. 3, 
1983; CGD 88–070, 53 FR 34537, Sept. 7, 1988; 
CGD 95–072, 60 FR 50467, Sept. 29, 1995; CGD 
96–041, 61 FR 50734, Sept. 27, 1996; USCG–1999– 
5151, 64 FR 67185, Dec. 1, 1999; USCG–2009–0702, 
74 FR 49238, Sept. 25, 2009; USCG–2013–0671, 78 
FR 60162, Sept. 30, 2013] 

§ 164.008–2 Conditions of approval. 
(a) Bulkhead panel material shall be 

of such quality as to successfully meet 
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