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§ 174.225 Hull penetrations and shell 
connections. 

Each overboard discharge and shell 
connection except an engine exhaust 
must comply with §§ 56.50–95 and 128.230 
of this chapter. 

Subpart H—Special Rules 
Pertaining to Liftboats 

SOURCE: CGD 82–004 and CGD 86–074, 62 FR 
49355, Sept. 19, 1997, unless otherwise noted. 

§ 174.240 Applicability. 
Each liftboat inspected under sub-

chapter L of this chapter must comply 
with this subpart. 

§ 174.245 General. 
Each liftboat must comply with 

§§ 174.210 through 174.225. 

§ 174.250 Unrestricted service. 
Each liftboat not limited to re-

stricted service must comply with sub-
part C of this part in each condition of 
loading and operation. 

§ 174.255 Restricted service. 
This section applies to each liftboat 

unable to comply with § 174.250 and lim-
ited to restricted service as defined by 
§ 125.160 of this chapter. 

(a) Intact stability. (1) Each liftboat 
must be shown by design calculations 
to meet, under each condition of load-
ing and operation afloat, the following 
requirements: 

(i) Those imposed by § 174.045, given a 
‘‘K’’ value of at least 1.4. 

(ii) A range of positive stability of at 
least 10 degrees extending from the 
angle of the first intercept of the 
curves of righting moment and wind 
heeling moment, either to the angle of 
the second intercept of those curves or 
to the angle of heel at which 
downflooding would occur, whichever 
angle is less. 

(iii) A residual righting energy of at 
least 0.003 meter radians (5 foot-de-
grees) between the angle of the first 
intercept of the curves of righting mo-
ment and wind heeling moment, either 
to the angle of the second intercept of 
those curves or to the angle of heel at 
which downflooding would occur, 
whichever angle is less. 

(2) For this section, each wind heel-
ing moment must be calculated as pre-
scribed by § 174.055 of this part using 
winds of 60 knots for normal conditions 
of operation afloat and of 70 knots for 
severe-storm conditions of operation 
afloat. 

(3) For paragraph (a)(1) of this sec-
tion, the initial metacentric height 
must be at least 300 millimeters (1 foot) 
for each leg position encountered while 
afloat including the full range of leg 
positions encountered while jacking. 

(b) Damaged stability. (1) Each liftboat 
must be designed so that, while it is in 
each of its normal operating condi-
tions, its final equilibrium waterline 
will remain below the lowest edge of 
any opening through which additional 
flooding can occur if the liftboat is sub-
jected simultaneously to— 

(i) Damage causing flooding de-
scribed by paragraph (b)(4) of this sec-
tion; and 

(ii) A wind heeling moment cal-
culated in compliance with § 174.055(b) 
using a wind speed of 50 knots. 

(2) Each liftboat must have a means 
of closing off each pipe, ventilation 
system, and trunk in each compart-
ment described by paragraph (b)(4) of 
this section if any part of the pipe, ven-
tilation system, or trunk is within 760 
millimeters (30 inches) of the hull. 

(3) For compliance with paragraph 
(b)(1) of this section, no compartment 
on the liftboat may be ballasted or 
pumped out to compensate for the 
flooding described by paragraph (b)(4) 
of this section. 

(4) For compliance with paragraph 
(b)(1) of this section, each compart-
ment within 760 millimeters (30 inches) 
of the hull, excluding the bottom of the 
liftboat, between two adjacent main 
watertight bulkheads and the upper-
most continuous deck or first super-
structure deck where superstructures 
are fitted must be assumed subject to 
simultaneous flooding. 

(5) In the calculations required by 
paragraph (b)(1) of this section, the 
permeability of a floodable space must 
be as listed by Table 174.205(d). 

(c) On-bottom stability. Each liftboat 
must be shown by design calculations 
to exert a continuous downward force 
on each footing when the vessel is sup-
ported on the bottom with footings and 
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