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such equipment required by the regula-
tions in this subchapter is provided, 
maintained, and replaced as indicated. 

(b) It shall be the duty of the owner, 
master, or person in charge to require 
and have performed at least once in 
every 12 months the tests and inspec-
tions of all hand portable fire extin-
guishers, semiportable fire extin-
guishing systems, and fixed fire extin-
guishing systems on board as described 
in Tables 189.25–20(a)(1) and 189.25– 
20(a)(2) in § 189.25–20(a) of this sub-
chapter. The owner, master, or person 
in charge shall keep records of such 
tests and inspections showing the dates 
when performed, the number and/or 
other identification of each unit tested 
and inspected, and the name(s) of the 
person(s) and/or company conducting 
the tests and inspections. Such records 
shall be made available to the marine 
inspector upon request and shall be 
kept for the period of validity of the 
vessel’s current certificate of inspec-
tion. Where practicable these records 
should be kept in or with the vessel’s 
logbook. The conduct of these tests and 
inspections does not relieve the owner, 
master, or person in charge of his re-
sponsibility to maintain this fire-
fighting equipment in proper condition 
at all times. 

Subpart 196.19—Maneuvering 
Characteristics 

§ 196.19–1 Data required. 

For each ocean and coastwise vessel 
of 1,600 gross tons or over, the fol-
lowing apply: 

(a) The following maneuvering infor-
mation must be prominently displayed 
in the pilothouse on a fact sheet: 

(1) For full and half speed, a turning 
circle diagram to port and starboard 
that shows the time and the distance of 
advance and transfer required to alter 
the course 90 degrees with maximum 
rudder angle and constant power set-
tings. 

(2) The time and distance to stop the 
vessel from full and half speed while 
maintaining approximately the initial 
heading with minimum application of 
rudder. 

(3) For each vessel with a fixed pro-
peller, a table of shaft revolutions per 

minute for a representative range of 
speeds. 

(4) For each vessel with a control-
lable pitch propeller a table of control 
settings for a representative range of 
speeds. 

(5) For each vessel that is fitted with 
an auxiliary device to assist in maneu-
vering, such as a bow thruster, a table 
of vessel speeds at which the auxiliary 
device is effective in maneuvering the 
vessel. 

(b) The maneuvering information 
must be provided in the normal load 
and normal light condition with nor-
mal trim for a particular condition of 
loading assuming the following— 

(1) Calm weather—wind 10 knots or 
less, calm sea; 

(2) No current; 
(3) Deep water conditions—water 

depth twice the vessel’s draft or great-
er; and 

(4) Clean hull. 
(c) At the bottom of the fact sheet, 

the following statement must appear: 

WARNING 

The response of the (name of the vessel) may 
be different from those listed above if any of 
the following conditions, upon which the ma-
neuvering information is based, are varied: 

(1) Calm weather—wind 10 knots or less, 
calm sea; 

(2) No current; 
(3) Water depth twice the vessel’s draft or 

greater. 
(4) Clean hull; and 
(5) Intermediate drafts or unusual trim. 

(d) The information on the fact sheet 
must be: 

(1) Verified six months after the ves-
sel is placed in service; or 

(2) Modified six months after the ves-
sel is placed into service and verified 
within three months thereafter. 

(e) The information that appears on 
the fact sheet may be obtained from: 

(1) Trial trip observations; 
(2) Model tests; 
(3) Analytical calculations; 
(4) Simulations; 
(5) Information established from an-

other vessel of similar hull form, 
power, rudder and propeller; or 

(6) Any combination of the above. 
The accuracy of the information in the 
fact sheet required is that attainable 
by ordinary shipboard navigation 
equipment. 
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(f) The requirements for information 
for fact sheets for specialized craft 
such as semi-submersibles, hydrofoils, 
hovercraft and other vessels of unusual 
design will be specified on a case by 
case basis. 

[CGD 73–78, 40 FR 2689, Jan. 15, 1975, as 
amended by USCG–2014–0688, 79 FR 58289, 
Sept. 29, 2014] 

Subpart 196.20—Whistling 
§ 196.20–1 Unnecessary whistling pro-

hibited. 
(a) The unnecessary sounding of the 

vessel’s whistle is prohibited within 
any harbor limits of the United States. 

Subpart 196.25—Searchlights 
§ 196.25–1 Improper use prohibited. 

(a) No person shall flash or cause to 
be flashed the rays of a searchlight or 
other blinding light onto the bridge or 
into the pilothouse of any vessel under-
way. 

Subpart 196.27—Lookouts 
§ 196.27–1 Master’s and officer’s re-

sponsibility. 
(a) Nothing in this part shall exon-

erate any master or officer in com-
mand from the consequences of any ne-
glect to keep a proper lookout or the 
neglect of any precaution which may 
be required by the ordinary practice of 
seamen or by the special circumstances 
of the case. 

Subpart 196.30—Reports of Acci-
dents, Repairs, and Unsafe 
Equipment 

§ 196.30–1 Repairs to boilers and pres-
sure vessels. 

(a) Before making any repairs to boil-
ers or unfired pressure vessels, the 
Chief Engineer shall submit a report 
covering the nature of the repairs to 
the Officer in Charge, Marine Inspec-
tion, at or nearest to the U.S. port 
where the repairs are to be made. 

§ 196.30–5 Accidents to machinery. 
(a) In the event of an accident to a 

boiler, unfired pressure vessel, or ma-
chinery tending to render the further 

use of the item unsafe until repairs are 
made, or if by ordinary wear such 
items become unsafe, a report shall be 
made by the Chief Engineer imme-
diately to the Officer in Charge, Ma-
rine Inspection, or if at sea, imme-
diately upon arrival at port. 

§ 196.30–10 Notice required before re-
pair. 

(a) No repairs or alterations, except 
in an emergency, shall be made to any 
lifesaving or fire detecting or extin-
guishing equipment without advance 
notice to the Officer in Charge, Marine 
Inspection. When emergency repairs or 
alterations have been made, notice 
shall be given to the Officer in Charge, 
Marine Inspection, as soon as prac-
ticable. 

§ 196.30–20 Breaking of safety valve 
seal. 

(a) If at any time it is necessary to 
break the seal on a safety valve for any 
purpose, the Chief Engineer shall ad-
vise the Officer in Charge, Marine In-
spection, at the next port of call, giv-
ing the reason for breaking the seal 
and requesting that the valve be exam-
ined and adjusted by an inspector. 

Subpart 196.33—Communication 
Between Deckhouses 

§ 196.33–1 When required. 

On all vessels navigating in other 
than protected waters, where the dis-
tance between deckhouses is more than 
46 meters (150 feet) a fixed means of fa-
cilitating communication between 
both ends of the vessel, such as a raised 
fore and aft bridge or side tunnels, 
must be provided. Previously approved 
arrangements may be retained so long 
as they are maintained in good condi-
tion to the satisfaction of the Officer in 
Charge, Marine Inspection. 

[CGD 95–027, 61 FR 26013, May 23, 1996] 

Subpart 196.34—Work Vests 

§ 196.34–1 Application. 

(a) Provisions of this subpart shall 
apply to all vessels. 

VerDate Sep<11>2014 10:34 Dec 17, 2014 Jkt 232204 PO 00000 Frm 00386 Fmt 8010 Sfmt 8010 Y:\SGML\232204.XXX 232204w
re

ie
r-

av
ile

s 
on

 D
S

K
5T

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2020-01-27T23:16:20-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




