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47 CFR Ch. I (10–1–14 Edition) § 15.217 

operating in the core TV bands (chan-
nels 2–51, excluding channel 37) is sub-
ject to the following disclosure require-
ments: (1) Such persons must display 
the consumer disclosure text, as speci-
fied by the Wireless Telecommuni-
cations Bureau and the Consumer and 
Governmental Affairs Bureau, at the 
point of sale or lease of each such low 
power auxiliary station. The text must 
be displayed in a clear, conspicuous, 
and readily legible manner. One way to 
fulfill the requirement in this section 
is to display the consumer disclosure 
text in a prominent manner on the 
product box by using a label (either 
printed onto the box or otherwise af-
fixed to the box), a sticker, or other 
means. Another way to fulfill this re-
quirement is to display the text imme-
diately adjacent to each low power 
auxiliary station offered for sale or 
lease and clearly associated with the 
model to which it pertains. 

(2) If such persons offer such low 
power auxiliary stations via direct 
mail, catalog, or electronic means, 
they shall prominently display the con-
sumer disclosure text in close prox-
imity to the images and descriptions of 
each such low power auxiliary station. 
The text should be in a size large 
enough to be clear, conspicuous, and 
readily legible, consistent with the di-
mensions of the advertisement or de-
scription. 

(3) If such persons have Web sites per-
taining to these low power auxiliary 
stations, the consumer disclosure text 
must be displayed there in a clear, con-
spicuous, and readily legible manner 
(even in the event such persons do not 
sell low power auxiliary stations di-
rectly to the public). 

(b) The consumer disclosure text de-
scribed in paragraph (a)(1) of this sec-
tion is set out in an appendix to this 
section. 

APPENDIX TO § 15.216—CONSUMER ALERT 

Consumer Alert 

Most users do not need a license to operate 
this wireless microphone system. Neverthe-
less, operating this microphone system with-
out a license is subject to certain restric-
tions: The system may not cause harmful in-
terference; it must operate at a low power 
level (not in excess of 50 milliwatts); and it 
has no protection from interference received 
from any other device. Purchasers should 

also be aware that the FCC is currently eval-
uating use of wireless microphone systems, 
and these rules are subject to change. For 
more information, call the FCC at 1–888– 
CALL–FCC (TTY: 1–888–TELL–FCC) or visit 
the FCC’s wireless microphone Web site at 
http://www.fcc.gov/cgb/wirelessmicrophones. 

[75 FR 3638, 3640, Jan. 22, 2010] 

§ 15.217 Operation in the band 160–190 
kHz. 

(a) The total input power to the final 
radio frequency stage (exclusive of fila-
ment or heater power) shall not exceed 
one watt. 

(b) The total length of the trans-
mission line, antenna, and ground lead 
(if used) shall not exceed 15 meters. 

(c) All emissions below 160 kHz or 
above 190 kHz shall be attenuated at 
least 20 dB below the level of the 
unmodulated carrier. Determination of 
compliance with the 20 dB attenuation 
specification may be based on measure-
ments at the intentional radiator’s an-
tenna output terminal unless the in-
tentional radiator uses a permanently 
attached antenna, in which case com-
pliance shall be demonstrated by meas-
uring the radiated emissions. 

§ 15.219 Operation in the band 510– 
1705 kHz. 

(a) The total input power to the final 
radio frequency stage (exclusive of fila-
ment or heater power) shall not exceed 
100 milliwatts. 

(b) The total length of the trans-
mission line, antenna and ground lead 
(if used) shall not exceed 3 meters. 

(c) All emissions below 510 kHz or 
above 1705 kHz shall be attenuated at 
least 20 dB below the level of the 
unmodulated carrier. Determination of 
compliance with the 20 dB attenuation 
specification may be based on measure-
ments at the intentional radiator’s an-
tenna output terminal unless the in-
tentional radiator uses a permanently 
attached antenna, in which case com-
pliance shall be deomonstrated by 
measuring the radiated emissions. 

§ 15.221 Operation in the band 525– 
1705 kHz. 

(a) Carrier current systems and 
transmitters employing a leaky co-
axial cable as the radiating antenna 
may operate in the band 525–1705 kHz 
provided the field strength levels of the 
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