
351 

Federal Communications Commission § 27.19 

defined as 180 consecutive days during 
which a licensee does not operate. 

(c) Filing Requirements. A licensee 
that holds an AWS authorization in the 
1695–1710 MHz, 1755–1780 MHz, 1915–1920 
MHz, 1995–2000 MHz, 2000–2020 MHz, 
2155–2180 MHz, and 2180–2200 MHz bands 
that permanently discontinues service 
as defined in this section must notify 
the Commission of the discontinuance 
within 10 days by filing FCC Form 601 
or 605 requesting license cancellation. 
An authorization will automatically 
terminate, without specific Commis-
sion action, if service is permanently 
discontinued as defined in this section, 
even if a licensee fails to file the re-
quired form requesting license can-
cellation. 

[79 FR 32412, June 4, 2014] 

EFFECTIVE DATE NOTES: 1. At 79 FR 32412, 
June 4, 2014, § 27.17 was revised. Paragraph (c) 
contains information collection and record-
keeping requirements and will not become 
effective until approval has been given by 
the Office of Management and Budget. 

2. At 79 FR 48538, Aug. 15, 2014, § 27.17 was 
amended by revising the section heading and 
paragraphs (a) introductory text, (a)(1), (b), 
and (c), effective Oct. 14, 2014, with the ex-
ception of paragraph (c) which contains new 
or modified information collection require-
ments and will not be effective until ap-
proved by the Office of Management and 
Budget. For the convenience of the user, the 
revised text is set forth as follows: 

§ 27.17 Discontinuance of service in the 600 
MHz band and the 1695–1710 MHz, 1755– 
1780 MHz, 1915–1920 MHz, 1995–2000 
MHz, 2000–2020 MHz, 2155–2180 MHz, and 
2180–2200 MHz bands. 

(a) Termination of authorization. A 600 MHz 
band authorization and an AWS authoriza-
tion in the 1695–1710 MHz, 1755–1780 MHz, 
1915–1920 MHz, 1995–2000 MHz, 2000–2020 MHz, 
2155–2180 MHz, and 2180–2200 MHz bands will 
automatically terminate, without specific 
Commission action, if the licensee perma-
nently discontinues service either during the 
initial license term or during any subsequent 
license term, as follows: 

(1) After the interim buildout deadline as 
specified in § 27.14(r), (s), or (t) as applicable 
(where the licensee meets the Interim Build-
out Requirement), or after the accelerated 
Final Buildout Requirement (where the li-
censee failed to meet the Interim Buildout 
Requirement). 

* * * * * 

(b) For licensees with common carrier or 
non-common carrier regulatory status that 

hold 600 MHz band authorizations or AWS 
authorizations in the 1695–1710 MHz, 1755–1780 
MHz, 1915–1920 MHz, 1995–2000 MHz, 2000–2020 
MHz, 2155–2180 MHz, and 2180–2200 MHz bands, 
permanent discontinuance of service is de-
fined as 180 consecutive days during which a 
licensee does not provide service to at least 
one subscriber that is not affiliated with, 
controlled by, or related to the licensee in 
the individual license area. For licensees 
with private, internal communications regu-
latory status that hold 600 MHz band author-
izations or AWS authorizations in the 1695– 
1710 MHz, 1755–1780 MHz, 1915–1920 MHz, 1995– 
2000 MHz, 2000–2020 MHz, 2155–2180 MHz, and 
2180–2200 MHz bands, permanent discontinu-
ance of service is defined as 180 consecutive 
days during which a licensee does not oper-
ate. 

(c) Filing requirements. A licensee that 
holds a 600 MHz band authorization or an 
AWS authorization in the 1695–1710 MHz, 
1755–1780 MHz, 1915–1920 MHz, 1995–2000 MHz, 
2000–2020 MHz, 2155–2180 MHz, and 2180–2200 
MHz bands, that permanently discontinues 
service as defined in this section must notify 
the Commission of the discontinuance within 
10 days by filing FCC Form 601 or 605 re-
questing license cancellation. An authoriza-
tion will automatically terminate, without 
specific Commission action, if service is per-
manently discontinued as defined in this sec-
tion, even if a licensee fails to file the re-
quired form requesting license cancellation. 

§ 27.19 Requirements for operation of 
base and fixed stations in the 600 
MHz downlink band in close prox-
imity to Radio Astronomy Observ-
atories. 

(a) Licensees must make reasonable 
efforts to protect the radio astronomy 
observatory at Green Bank, WV, Are-
cibo, PR, and those identified in 
§ 15.712(h)(3) of this chapter as part of 
the Very Long Baseline Array (VLBA) 
from interference. 

(b) 600 MHz band base and fixed sta-
tions in the 600 MHz downlink band 
within 25 kilometers of VLBA observ-
atories are subject to coordination 
with the National Science Foundation 
(NSF) prior to commencing operations. 
The appropriate NSF contact point to 
initiate coordination is Electro-
magnetic Spectrum Manager, NSF, 4201 
Wilson Blvd., Suite 1045, Arlington, VA 
22203, fax 703–292–9034, email 
esm@nsf.gov. 

(c) Any licensee that intends to oper-
ate base and fixed stations in the 600 
MHz downlink band in locations near 
the Radio Astronomy Observatory site 
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located in Green Bank, Pocahontas 
County, West Virginia, or near the Are-
cibo Observatory in Puerto Rico, must 
comply with the provisions in § 1.924 of 
this chapter. 

[79 FR 48538, Aug. 15, 2014] 

EFFECTIVE DATE NOTE: At 79 FR 48538, Aug. 
15, 2014, § 27.19 was added, effective Oct. 14, 
2014, with the exception of paragraphs (b) 
and (c) which contain new or modified infor-
mation collection requirements and will not 
be effective until approved by the Office of 
Management and Budget. 

§ 27.20 Digital television transition 
education reports. 

(a) The requirements of this section 
shall apply only with regard to WCS li-
cense authorizations in Block A in the 
698–704 MHz and 728–734 MHz bands, 
Block B in the 704–710 MHz and 734–740 
MHz bands, Block E in the 722–728 MHz 
band, and Block C, C1 or C2 in the 746– 
757 MHz and 776–787 MHz bands. 

(b) By the tenth day of the first cal-
endar quarter after the initial grant of 
a WCS license authorization subject to 
the requirements of this section—and 
on a quarterly basis thereafter as spec-
ified in paragraph (c) of this section— 
the licensee holding such authorization 
must file a report with the Commission 
indicating whether, in the previous 
quarter, it has taken any outreach ef-
forts to educate consumers about the 
transition from analog broadcast tele-
vision service to digital broadcast tele-
vision service (DTV) and, if so, what 
specific efforts were undertaken. Thus, 
for example, if the license authoriza-
tion is granted during the April-June 
quarter of 2008, the licensee must file 
its first report by July 10, 2008. Each 
quarterly report, either paper or elec-
tronic, must be filed with the Commis-
sion in Docket Number 07–148. If the 
quarterly report is a paper filing, the 
cover sheet must clearly state ‘‘Re-
port,’’ whereas if the report is filed 
electronically using the Commission’s 
Electronic Comment File System 
(ECFS), the ‘‘Document Type’’ on the 
cover sheet should indicate ‘‘RE-
PORT.’’ 

(c) The reporting requirements under 
this section cover the remaining period 
of the DTV transition. Accordingly, 
once the licensee files its quarterly re-
port covering the second quarter of 

2009, the requirements of this section 
terminate. 

[73 FR 15448, Mar. 24, 2008, as amended at 74 
FR 8878, Feb. 27, 2009; 79 FR 597, Jan. 6, 2014] 

Subpart C—Technical Standards 

§ 27.50 Power limits and duty cycle. 

(a) The following power limits and re-
lated requirements apply to stations 
transmitting in the 2305–2320 MHz band 
or the 2345–2360 MHz band. 

(1) Base and fixed stations. (i) For base 
and fixed stations transmitting in the 
2305–2315 MHz band or the 2350–2360 
MHz band: 

(A) The average equivalent 
isotropically radiated power (EIRP) 
must not exceed 2,000 watts within any 
5 megahertz of authorized bandwidth 
and must not exceed 400 watts within 
any 1 megahertz of authorized band-
width. 

(B) The peak-to-average power ratio 
(PAPR) of the transmitter output 
power must not exceed 13 dB. The 
PAPR measurements should be made 
using either an instrument with com-
plementary cumulative distribution 
function (CCDF) capabilities to deter-
mine that PAPR will not exceed 13 dB 
for more than 0.1 percent of the time or 
other Commission approved procedure. 
The measurement must be performed 
using a signal corresponding to the 
highest PAPR expected during periods 
of continuous transmission. 

(ii) For base and fixed stations trans-
mitting in the 2315–2320 MHz band or 
the 2345–2350 MHz band, the peak EIRP 
must not exceed 2,000 watts. 

(2) Fixed customer premises equipment 
stations. For fixed customer premises 
equipment (CPE) stations transmitting 
in the 2305–2320 MHz band or in the 
2345–2360 MHz band, the peak EIRP 
must not exceed 20 watts within any 5 
megahertz of authorized bandwidth. 
Fixed CPE stations transmitting in the 
2305–2320 MHz band or in the 2345–2360 
MHz band must employ automatic 
transmit power control when operating 
so the stations operate with the min-
imum power necessary for successful 
communications. The use of outdoor 
antennas for CPE stations or outdoor 
CPE station installations operating 
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