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the LPFM station to report any inter-
ference, and provide contact informa-
tion for the LPFM station. The an-
nouncements shall be made in the pri-
mary language(s) of both the new 
LPFM station and the potentially af-
fected third-adjacent channel sta-
tion(s). Sample announcement lan-
guage follows: 

On (date of license grant), the Federal 
Communications Commission granted 
(LPFM station’s call letters) a license to op-
erate. (LPFM station’s call letters) may 
cause interference to the operations of 
(third-adjacent channel station’s call letters) 
and (other third-adjacent channel stations’ 
call letters). If you are normally a listener of 
(third-adjacent channel station’s call letters) 
or (other third-adjacent channel station’s 
call letters) and are having difficulty receiv-
ing (third-adjacent channel station call let-
ters) or (other third-adjacent channel sta-
tion’s call letters), please contact (LPFM 
station’s call letters) by mail at (mailing ad-
dress) or by telephone at (telephone number) 
to report this interference. 

(ii) During the first thirty days after 
licensing of a new LPFM station that 
is constructed on a third-adjacent 
channel and satisfies the third-adja-
cent channel minimum distance sepa-
rations set forth in Section 73.807, the 
LPFM station must broadcast the an-
nouncements specified in paragraph 
(b)(2)(i) of this section at least twice 
daily. The first daily announcement 
must be made between the hours of 7 
a.m. and 9 a.m., or 4 p.m. and 6 p.m. 
The LPFM station must vary the time 
slot in which it airs this announce-
ment. For stations that do not operate 
at these times, the announcements 
shall be made during the first two 
hours of broadcast operations each day. 
The second daily announcement must 
be made outside of the 7 a.m. to 9 a.m. 
and 4 p.m. to 6 p.m. time slots. The 
LPFM station must vary the times of 
day in which it broadcasts this second 
daily announcement in order to ensure 
that the announcements air during all 
parts of its broadcast day. For stations 
that do not operate at these times, the 
announcements shall be made during 
the first two hours of broadcast oper-
ations each day. For the remainder of 
the one year period, the LPFM station 
must broadcast the announcements at 
least twice per week. The announce-
ments must be broadcast between the 

hours of 7 a.m. and midnight. For sta-
tions that do not operate at these 
times, the announcements shall be 
made during the first two hours of 
broadcast operations each day. 

(iii) Any new LPFM station that is 
constructed on a third-adjacent chan-
nel and satisfies the minimum distance 
separations set forth in § 73.807 must: 

(A) notify the Audio Division, Media 
Bureau, and all affected stations on 
third-adjacent channels of an inter-
ference complaint. The notification 
must be made electronically within 48 
hours after the receipt of an inter-
ference complaint by the LPFM sta-
tion; and 

(B) cooperate in addressing any 
third-adjacent channel interference. 

[78 FR 2104, Jan. 9, 2013] 

§ 73.811 LPFM power and antenna 
height requirements. 

(a) Maximum facilities. LPFM stations 
will be authorized to operate with max-
imum facilities of 100 watts ERP at 30 
meters HAAT. An LPFM station with a 
HAAT that exceeds 30 meters will not 
be permitted to operate with an ERP 
greater than that which would result in 
a 60 dBu contour of 5.6 kilometers. In 
no event will an ERP less than one 
watt be authorized. No facility will be 
authorized in excess of one watt ERP 
at 450 meters HAAT. 

(b) Minimum facilities. LPFM stations 
may not operate with facilities less 
than 50 watts ERP at 30 meters HAAT 
or the equivalent necessary to produce 
a 60 dBu contour that extends at least 
4.7 kilometers. 

[78 FR 2105, Jan. 9, 2013] 

§ 73.812 Rounding of power and an-
tenna heights. 

(a) Effective radiated power (ERP) 
will be rounded to the nearest watt on 
LPFM authorizations. 

(b) Antenna radiation center, an-
tenna height above average terrain 
(HAAT), and antenna supporting struc-
ture height will all be rounded to the 
nearest meter on LPFM authoriza-
tions. 
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