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Federal Communications Commission § 101.125 

(e) Periscope antennas used at an 
electric power facility plant area will 
be excluded from the requirements of 
paragraph (c) of this section on a case- 
by-case basis where technical consider-
ations or safety preclude the use of 
other types of antenna systems. 

(f) In the 10,700–11,700 MHz band, a 
fixed station may employ transmitting 
and receiving antennas meeting per-
formance standard B in any area. If a 
Fixed Service or Fixed Satellite Serv-
ice licensee or applicant makes a show-
ing that it is likely to receive inter-
ference from such fixed station and 
that such interference would not exist 
if the fixed station used an antenna 
meeting performance standard A, the 
fixed station licensee must modify its 
use. Specifically, the fixed station li-
censee must either substitute an an-
tenna meeting performance standard A 
or operate its system with an EIRP re-
duced so as not to radiate, in the direc-
tion of the other licensee, an EIRP in 
excess of that which would be radiated 
by a station using a Category A an-
tenna and operating with the max-
imum EIRP allowed by the rules. A li-
censee or prior applicant using an an-
tenna that does not meet performance 
Standard A may object to a prior co-
ordination notice based on interference 
only if such interference would be pre-
dicted to exist if the licensee or prior 
applicant used an antenna meeting per-
formance standard A. 

(g) In the event harmful interference 
is caused to the operation of other sta-
tions, the Commission may, after no-
tice and opportunity for hearing, order 
changes to be made in the height, ori-
entation, gain and radiation pattern of 
the antenna system. 

[61 FR 26677, May 28, 1996, as amended at 62 
FR 4924, Feb. 3, 1997; 62 FR 24582, May 6, 1997; 
63 FR 6105, Feb. 6, 1998; 65 FR 38329, June 20, 
2000; 65 FR 59358, Oct. 5, 2000; 67 FR 43038, 
June 26, 2002; 68 FR 4957, Jan. 31, 2003; 69 FR 
3267, Jan. 23, 2004; 70 FR 29997, May 25, 2005; 
72 FR 55677, Oct. 1, 2007; 73 FR 55775, Sept. 26, 
2008; 76 FR 59572, Sept. 27, 2011; 77 FR 54432, 
Sept. 5, 2012; 77 FR 73957, Dec. 12, 2012] 

§ 101.117 Antenna polarization. 
Except as set forth herein, stations 

operating in the radio services included 
in this part are not limited as to the 
type of polarization of the radiated sig-
nal that may be employed. However, in 

the event interference in excess of per-
missible levels is caused to the oper-
ation of other stations as a result of 
employing other than linear polariza-
tion, the Commission may order a li-
censee to change its system polariza-
tion to mitigate the interference. No 
change in polarization may be made 
without prior authorization from the 
Commission. Unless otherwise allowed, 
only linear polarization (horizontal and 
vertical) shall be used. For LMDS sys-
tems, unless otherwise authorized, sys-
tem operators are permitted to use any 
polarization within its service area, 
but only vertical and/or horizontal po-
larization for antennas located within 
20 kilometers of the outermost edge of 
their service area. 

[68 FR 4957, Jan. 31, 2003] 

§ 101.119 Simultaneous use of common 
antenna structures. 

The simultaneous use of common an-
tenna structures by more than one 
radio station, or by one of more domes-
tic public radio stations and one or 
more stations of any other class or 
service, may be authorized: provided, 
however, that each licensee or user of 
any such structure is responsible for 
maintaining the structure, and for 
painting and illuminating the struc-
ture when obstruction marking is re-
quired by the Commission. (See 
§ 101.21(a).) 

§ 101.125 Temporary fixed antenna 
height restrictions. 

The overall antenna structure 
heights employed by mobile stations in 
the Local Television Transmission 
Service and by stations authorized to 
operate at temporary fixed locations 
may not exceed the height criteria set 
forth in § 17.7 of this chapter, unless in 
each instance, authorization for use of 
a specific maximum antenna height 
(above ground and above mean sea 
level) for each location has been ob-
tained from the Commission prior to 
erection of the antenna. Requests for 
such authorization must show the in-
clusive dates of the proposed operation. 
(Complete information as to rules con-
cerning the construction, marking and 
lighting of antenna structures is con-
tained in part 17 of this chapter.) 
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