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treatment, and institutions and organi-
zations regularly engaged in providing 
medical services through clinics, public 
health facilities, and similar establish-
ments, including government entities 
and agencies such as Veterans Admin-
istration hospitals 

[77 FR 55732, Sept. 11, 2012] 

§ 95.1205 Station identification. 
A station is not required to transmit 

a station identification announcement. 

§ 95.1207 Station inspection. 
Any non-implanted MedRadio trans-

mitter must be made available for in-
spection upon request by an authorized 
FCC representative. Persons operating 
implanted or body-worn MedRadio 
transmitters shall cooperate reason-
ably with duly authorized FCC rep-
resentatives in the resolution of inter-
ference. 

§ 95.1209 Permissible communications. 
(a) Except for the purposes of testing 

and for demonstrations to health care 
professionals, MedRadio programmer/ 
control transmitters may transmit 
only non-voice data containing oper-
ational, diagnostic and therapeutic in-
formation associated with a medical 
implant device or medical body-worn 
device that has been implanted or 
placed on the person by or under the 
direction of a duly authorized health 
care professional. 

(b) Except as provided in § 95.627(b) no 
MedRadio implant or body-worn trans-
mitter shall transmit except in re-
sponse to a transmission from a 
MedRadio programmer/control trans-
mitter or in response to a non-radio 
frequency actuation signal generated 
by a device external to the body with 
respect to which the MedRadio implant 
or body-worn transmitter is used. 

(c) MedRadio programmer/control 
transmitters may be interconnected 
with other telecommunications sys-
tems including the public switched 
telephone network. 

(d) For the purpose of facilitating 
MedRadio system operation during a 
MedRadio communications session, as 
defined in § 95.627, MedRadio transmit-
ters in the 401–406 MHz band may trans-
mit in accordance with the provisions 

of § 95.627(a) for no more than 5 seconds 
without the communications of data; 
MedRadio transmitters may transmit 
in accordance with the provisions of 
§ 95.627(b)(2) and (b)(3) for no more than 
3.6 seconds in total within a one hour 
time period; and MedRadio transmit-
ters may transmit in accordance with 
the provisions of § 95.627(b)(4) for no 
more than 360 milliseconds in total 
within a one hour time period. 

(e) MedRadio programmer/control 
transmitters may not be used to relay 
information in the 401–406 MHz band to 
a receiver that is not included with a 
medical implant or medical body-worn 
device. Wireless retransmission of in-
formation intended to be transmitted 
by a MedRadio programmer/control 
transmitter or information received 
from a medical implant or medical 
body-worn transmitter shall be per-
formed using other radio services that 
operate in spectrum outside of the 401– 
406 MHz band. 

(f) MedRadio programmer/control 
transmitters and medical implant 
transmitters may not be used to relay 
information in the 413–419 MHz, 426–432 
MHz, 438–444 MHz, and 451–457 MHz 
bands to a receiver that is not part of 
the same Medical Micropower Net-
work. Wireless retransmission of infor-
mation to a receiver that is not part of 
the same Medical Micropower Network 
must be performed using other radio 
services that operate in spectrum out-
side of the 413–419 MHz, 426–432 MHz, 
438–444 MHz, and 451–457 MHz bands. 
Not withstanding the above restric-
tions, a MedRadio programmer/control 
transmitter of an MMN may commu-
nicate with the MedRadio programmer/ 
control transmitter of another MMN to 
coordinate transmissions so as to avoid 
interference between the two MMNs. 

(g) Medical body-worn transmitters 
may only relay information in the 
2360–2400 MHz band to a MedRadio pro-
grammer/control transmitter that is 
part of the same Medical Body Area 
Network (MBAN). A MedRadio pro-
grammer/control transmitter may not 
be used to relay information in the 
2360–2400 MHz band to another 
MedRadio programmer/controller 
transmitter. Wireless retransmission of 
information to a receiver that is not 
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part of the same MBAN shall be per-
formed using other radio services that 
operate in spectrum outside of the 
2360–2400 MHz band. 

(h) MedRadio programmer/control 
transmitters operating in the 413–419 
MHz, 426–432 MHz, 438–444 MHz, and 451– 
457 MHz bands shall not transmit with 
a duty cycle greater than 3 percent. 

[74 FR 22709, May 14, 2009, as amended at 75 
FR 52477, Aug. 26, 2010; 77 FR 4269, Jan. 27, 
2012; 77 FR 55733, Sept. 11, 2012] 

§ 95.1211 Channel use policy. 
(a) The channels authorized for 

MedRadio operation by this part of the 
FCC Rules are available on a shared 
basis only and will not be assigned for 
the exclusive use of any entity. 

(b) To reduce interference and make 
the most effective use of the authorized 
facilities, MedRadio transmitters must 
share the spectrum in accordance with 
§§ 95.627 or 95.628. 

(c) MedRadio operation is subject to 
the condition that no harmful inter-
ference is caused to stations operating 
in the 400.150–406.000 MHz band in the 
Meteorological Aids, Meteorological 
Satellite, or Earth Exploration Sat-
ellite Services, or to other authorized 
stations operating in the 413–419 MHz, 
426–432 MHz, 438–444 MHz, 451–457, and 
2360–2400 MHz bands. MedRadio sta-
tions must accept any interference 
from stations operating in the 400.150– 
406.000 MHz band in the Meteorological 
Aids, Meteorological Satellite, or 
Earth Exploration Satellite Services, 
and from other authorized stations op-
erating in the 413–419 MHz, 426–432 MHz, 
438–444 MHz, 451–457, and 2360–2400 MHz 
bands. 

[74 FR 22709, May 14, 2009, as amended at 77 
FR 4270, Jan. 27, 2012; 77 FR 55733, Sept. 11, 
2012] 

§ 95.1213 Antennas. 
Except for the 2390–2400 MHz band, no 

antenna for a MedRadio transmitter 
shall be configured for permanent out-
door use. In addition, any MedRadio 
antenna used outdoors shall not be af-
fixed to any structure for which the 
height to the tip of the antenna will 
exceed three (3) meters (9.8 feet) above 
ground. 

[77 FR 55733, Sept. 11, 2012 

§ 95.1215 Disclosure policies. 
(a) Manufacturers of MedRadio trans-

mitters operating in the 401–406 MHz 
band must include with each transmit-
ting device the following statement: 

‘‘This transmitter is authorized by rule 
under the Medical Device 
Radiocommunication Service (in part 95 of 
the FCC Rules) and must not cause harmful 
interference to stations operating in the 
400.150–406.000 MHz band in the Meteorolog-
ical Aids (i.e., transmitters and receivers 
used to communicate weather data), the Me-
teorological Satellite, or the Earth Explo-
ration Satellite Services and must accept in-
terference that may be caused by such sta-
tions, including interference that may cause 
undesired operation. This transmitter shall 
be used only in accordance with the FCC 
Rules governing the Medical Device 
Radiocommunication Service. Analog and 
digital voice communications are prohibited. 
Although this transmitter has been approved 
by the Federal Communications Commis-
sion, there is no guarantee that it will not 
receive interference or that any particular 
transmission from this transmitter will be 
free from interference.’’ 

(b) Manufacturers of MedRadio trans-
mitters operating in the 413–419 MHz, 
426–432 MHz, 438–444 MHz, and 451–457 
MHz bands must include with each 
transmitting device the following 
statement: 

‘‘This transmitter is authorized by rule 
under the MedRadio Service (47 CFR part 95). 
This transmitter must not cause harmful in-
terference to stations authorized to operate 
on a primary basis in the 413–419 MHz, 426–432 
MHz, 438–444 MHz, and 451–457 MHz bands, 
and must accept interference that may be 
caused by such stations, including inter-
ference that may cause undesired operation. 
This transmitter shall be used only in ac-
cordance with the FCC Rules governing the 
MedRadio Service. Analog and digital voice 
communications are prohibited. Although 
this transmitter has been approved by the 
Federal Communications Commission, there 
is no guarantee that it will not receive inter-
ference or that any particular transmission 
from this transmitter will be free from inter-
ference.’’ 

(c) Manufacturers of MedRadio trans-
mitters operating in the 2360–2400 MHz 
band must include with each transmit-
ting device the following statement: 

‘‘This transmitter is authorized by rule 
under the MedRadio Service (47 CFR part 95). 
This transmitter must not cause harmful in-
terference to stations authorized to operate 
on a primary basis in the 2360–2400 MHz band, 

VerDate Sep<11>2014 17:56 Jan 26, 2015 Jkt 232211 PO 00000 Frm 00579 Fmt 8010 Sfmt 8010 C:\USERS\KPAYNE\DESKTOP\232211.XXX 31


		Superintendent of Documents
	2020-01-27T21:20:27-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




