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PERIOD OF PERFORMANCE (APR 2010) 

(a) The base period of performance of this 
contract is from llll through llll. If 
an option is exercised, the period of perform-
ance shall be extended through the end of 
that option period. 

(b) The option periods that may be exer-
cised are as follows: 

Period Start date End date 

Option I ...................................... ....................
Option II ..................................... ....................
Option III .................................... ....................
Option IV ................................... .................... ....................

(c) The notice requirements for unilateral 
exercise of option periods are set out in FAR 
52.217–9. 

(End of clause) 

[75 FR 10570, Mar. 8, 2010; 75 FR 14496, Mar. 26, 
2010] 

1352.270–71 Pre-bid/pre-proposal con-
ference and site visit. 

As prescribed in 48 CFR 1370.102, in-
sert the following provision: 

PRE-BID/PRE-PROPOSAL CONFERENCE AND SITE 
VISIT (APR 2010) 

(a) The Government is planning a pre-pro-
posal conference, during which potential 
contractors may obtain a better under-
standing of the work required. 

(b) Offerors are encouraged to submit all 
questions in writing at least [ll] days prior 
to the conference. Questions will be consid-
ered at any time prior to, or during, the con-
ference; however, offerors will be asked to 
confirm verbal questions in writing. Subse-
quent to the conference, an amendment to 
the solicitation containing an abstract of the 
questions and the Government’s answers, 
and a list of attendees, will be made publicly 
available. 

(c) In order to facilitate conference prep-
arations, contact the person identified in 
[Block l] on Standard Form [l] of this so-
licitation to make arrangements for security 
processing for entry of attendees into the 
Government facility. 

(d) In no event shall failure to attend the 
pre-proposal conference constitute grounds 
supporting a protest or contract claim. 

(e) Offerors are cautioned that, notwith-
standing any remarks, clarifications, or re-
sponses provided at the conference, all terms 
and conditions of the solicitation remain un-
changed unless they are changed by written 
amendment. It is the responsibility of each 
offeror, prior to submitting a proposal, to 
seek clarification of any perceived ambi-
guity in the solicitation or created by an 
amendment of the solicitation. 

(f) The pre-proposal conference will be 
held: 

Date: llllllllllllllllllll

Time: llllllllllllllllllll

Location: llllllllllllllllll

[Instructions: If the conference also in-
cludes a site or equipment inspection visit, 
insert the following paragraph]: 

(g) During the conference, an opportunity 
to visit the site of the work, and, if applica-
ble, inspect equipment on which mainte-
nance or repairs are to be performed will be 
offered to attendees. 

(h) Offerors are expected to satisfy them-
selves regarding all conditions that may af-
fect the work required or the cost of con-
tract performance. In no event shall failure 
to inspect the site and/or equipment con-
stitute grounds for any protest or contract 
claim. 

(End of clause) 

[75 FR 10570, Mar. 8, 2010; 75 FR 14496, Mar. 26, 
2010] 

1352.271–70 Inspection and manner of 
doing work. 

As prescribed in 48 CFR 1371.101, in-
sert the following clause: 

INSPECTION AND MANNER OF DOING WORK 
(APR 2010) 

(a) All work and material shall be subject 
to the approval of the Contracting Officer or 
duly authorized representative. Work shall 
be performed in accordance with the plans 
and specifications of this contract as modi-
fied by any contract modification. 

(b) Unless otherwise specifically provided 
for in the contract, all operational practices 
of the contractor and all workmanship and 
material, equipment and articles used in the 
performance of work shall be in accordance 
with American Bureau of Shipping ‘‘Rules 
for Building and Classing Steel Vessels’’, 
U.S. Coast Guard Marine Engineering Regu-
lations and Material Specifications (46 CFR 
Subchapter F), U.S. Coast Guard Electrical 
Engineering Regulations (46 CFR Subchapter 
J), and U.S. Public Health Service ‘‘Hand-
book on Sanitation of Vessel Construction’’, 
in effect at the time of the contract award; 
and the best commercial maritime practices, 
except where military specifications are 
specified, in which case such standards of 
material and workmanship shall be followed. 

(c) All material and workmanship shall be 
subject to inspection and test at all times 
during the contractor’s performance of the 
work to determine their quality and suit-
ability for the purpose intended and compli-
ance with the contract. In case any material 
or workmanship furnished by the contractor 
is found to be defective prior to redelivery of 
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the vessel, or not in accordance with the re-
quirements of the contract, the Government 
shall have the right prior to redelivery of the 
vessel to reject such material or workman-
ship, and to require its correction or replace-
ment by the contractor at the contractor’s 
cost and expense. This Government right is 
in addition to its rights under any Guarantee 
clause in this contract. If the contractor 
fails to proceed promptly with the replace-
ment or correction of such material or work-
manship, as required by the Contracting Of-
ficer, the Government may, by contract or 
otherwise, replace or correct such material 
or workmanship and charge to the con-
tractor the excess cost to the Government. 
The contractor shall provide and maintain 
an inspection system acceptable to the Gov-
ernment covering the work specified in the 
contract. Records of all inspection work by 
the contractor shall be kept complete and 
available to the Government during the per-
formance of the contract and for a period of 
two (2) years after delivery of the vessel to 
the Government. 

(d) No welding, including tack welding and 
brazing, shall be permitted in connection 
with repairs, completions, alterations, or ad-
dition to hulls, machinery or components of 
vessels unless the welder is, at the time, 
qualified to the standards established by the 
U.S. Coast Guard, the American Bureau of 
Shipping, or the Department of the Navy. 
The welder’s qualifications shall be appro-
priate for the particular service application, 
filler material type, position of welding, and 
welding process involved in the work being 
undertaken. A welder may be required to re- 
qualify if the Contracting Officer believes 
there is a reasonable doubt concerning the 
welder’s ability. Welders’ qualifications for 
this purpose shall be governed by the U.S. 
Coast Guard Marine Engineering Regula-
tions and Material Specifications (46 CFR 
Subchapter F). When a welding process other 
than manual shielded arc is proposed or re-
quired, the contractor or fabricator shall 
submit procedure qualification tests for ap-
proval prior to production welding. Proce-
dure qualification tests shall be conducted in 
accordance with the United States Coast 
Guard Marine Engineering Regulations and 
Material Specifications (46 CFR Subchapter 
F). 

(e) The contractor shall exercise reason-
able care to protect the vessel from fire, and 
the contractor shall maintain a reasonable 
system of inspection over the activities of 
welders, burners, riveters, painters, plumbers 
and similar workers, particularly where such 
activities are undertaken in the vicinity of 
the vessel’s fuel oil tanks, magazines or 
storerooms containing flammable material. 
A reasonable number of hose lines shall be 
maintained by the contractor ready for im-
mediate use on the vessel at all times while 
the vessel is berthed alongside the contrac-

tor’s pier or in dry dock or on a marine rail-
way. All tanks or bilge areas under alter-
ation or repair shall be cleaned, washed, and 
steamed out or otherwise made safe by the 
contractor if and to the extent necessary as 
required by good marine practice or by cur-
rent Occupational Safety and Health Admin-
istration regulations. The Contracting Offi-
cer’s Representative (COR) shall be furnished 
with a ‘‘gas free’’ or ‘‘safe for hot work’’ or 
‘‘safe for workers’’ certificate before any hot 
work or entry is done. Unless otherwise pro-
vided in this contract, the contractor shall 
at all times maintain a reasonable fire watch 
about the vessel, including a fire watch on 
the vessel while work is being performed 
thereon. 

(f) The contractor shall place proper safe-
guards and/or effect such safety precautions 
as necessary, including suitable and suffi-
cient lighting, for the prevention of acci-
dents or injury to persons or property during 
the prosecution of work under this contract 
and/or from time of receipt of the vessel 
until acceptance by the Government of the 
work performed. 

(g) Except as otherwise provided in this 
contract, when the vessel is in the custody of 
the contractor or in dry dock or on a marine 
railway and the temperature becomes as low 
as 35 degrees Fahrenheit, the contractor 
shall keep all pipelines, fixtures, traps, 
tanks, and other receptacles on the vessel 
drained to avoid damage from freezing, or if 
this is not practicable, the vessel shall be 
kept heated to prevent such damage. The 
vessel’s stern tube and propeller hubs shall 
be protected from frost damage by applied 
heat through the use of a salamander or 
other proper means, as approved by the COR. 

(h) Whenever practicable, the work shall be 
performed in a manner which does not inter-
fere with the berthing and messing of per-
sonnel attached to the vessel. The contractor 
shall ensure that assigned personnel have ac-
cess to the vessel at all times. It is under-
stood that such personnel will not interfere 
with the work or the contractor’s workers. 

(i) The Government does not guarantee the 
correctness of the dimensions, sizes, and 
shapes shown in any sketches, drawings, 
plans or specifications prepared or furnished 
by the Government. Prior to submitting an 
offer, it is the responsibility of the bidder/of-
feror to verify the dimensions, sizes, and 
shapes in materials provided by the Govern-
ment. Where practical, the Government will 
make the vessel available for inspection 
prior to bid opening or the date for receipt of 
proposals. If the contractor, as a result of in-
spection or otherwise, discovers any error in 
the sketches, drawings, plans or specifica-
tions, it shall immediately inform the Con-
tracting Officer of the error and proceed in 
accord with instructions received from the 
Contracting Officer. The Government is not 
liable for any claims or charges resulting 
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from additional work performed by the con-
tractor as a result of a patent ambiguity in 
the sketches, drawings, plans or specifica-
tions that was not brought to the attention 
of the Contracting Officer. The contractor 
shall be responsible for the correctness of the 
shape, sizes and dimensions of parts fur-
nished by the contractor under the contract. 

(j) The contractor shall at all times keep 
the site of the work on the vessel free from 
accumulation of waste material or rubbish 
caused by contractor employees or the work, 
and at the completion of the work shall re-
move all rubbish from and about the site of 
the work and shall leave the work and its 
immediate vicinity ‘‘broom-clean’’ unless 
more exactly specified in this contract. 

(k) While in drydock or on a marine rail-
way, the contractor shall be responsible for 
the closing, before the end of working hours, 
of all valves and openings upon which work 
is being done by its workers when such clos-
ing is practicable. The contractor shall es-
tablish a list and keep the COR cognizant of 
the closure status of all valves and openings 
upon which the contractor’s workers have 
been working. 

(l) Without additional expense to the Gov-
ernment, the contractor shall employ spe-
cialty subcontractors where required by the 
specifications or when necessary for satisfac-
tory performance of the work. 

(m)(1) Unless otherwise stated in the con-
tract, the contractor shall notify the COR at 
least 72 hours in advance: 

(i) Prior to starting inspections or tests; 
and 

(ii) When supplies will be ready for Govern-
ment inspection. 

(2) Such notification shall be provided ei-
ther verbally or in writing at the discretion 
of the COR. 

(End of clause) 

[75 FR 10570, Mar. 8, 2010; 75 FR 14496, Mar. 26, 
2010] 

1352.271–71 Method of payment and 
invoicing instructions for ship re-
pair. 

As prescribed in 48 CFR 1371.102, in-
sert the following clause: 

METHOD OF PAYMENT AND INVOICING 
INSTRUCTIONS FOR SHIP REPAIR (APR 2010) 

(a) The Government will make payment 
under this contract based on a percentage of 
completion. The contractor may invoice for 
the percentage completed for each work item 
as work progresses. The amount invoiced 
shall be calculated based on prices stated in 
the Schedule, as follows: A work item may 
not be invoiced until the percentage com-
plete reaches 25 percent. Future invoices for 
that work item have no limitation as to the 

percentage of completion required before 
invoicing, but in no event may invoices be 
submitted more frequently than every 2 
weeks, or for amounts less than $10,000, un-
less it is the final payment. The minimum 
percentage of completion (25%) to be reached 
prior to billing each work item may be 
waived by the Contracting Officer for large 
dollar work items on a case-by-case basis. 

(b) Invoices submitted by the contractor 
which are deemed not proper, in accordance 
with FAR 52.232–25, will be returned. Invoices 
shall include: 

(1) Name and Address of the contractor; 
(2) DUNS Number; 
(3) Invoice Date; 
(4) Contract Number/Modification Number; 
(5) CLIN/Work Item Number, to include: 

Description, Quantity, Unit of Measure, Unit 
Price and Extended Price; 

(6) Shipping and Payment Terms; and, 
(7) Contractor Point of Contact, including: 

Name, Title, Phone Number, and Mailing Ad-
dress; 

(8) The percentage of completion for each 
CLIN/work item identified; 

(9) Name of the Contracting Officer ; 
(10) Ship name; 
(11) The overall percentage and dollar 

amount previously billed, currently billed 
and unbilled. 

(c) When invoicing for changed work, the 
contractor shall identify it as a contract 
change and shall identify the modification 
authorizing the change, and the CLIN/Work 
Item associated with the change. 

(d) All items of work invoiced under this 
contract will be verified and confirmed by 
the Contracting Officer’s Representative as 
accurate and complete and approved by the 
designated billing office before payment will 
be made. 

(e) Mail the original invoice to: 
[insert] 

(f) The contractor’s final invoice submitted 
under the contract must be marked as fol-
lows: ‘‘THIS INVOICE CONSTITUTES THE 
FINAL INVOICE—UPON PAYMENT OF 
THIS INVOICE NO OTHER MONIES ARE 
DUE UNDER CONTRACT NUMBER 
llllllll.’’ (To be assigned at contract 
award) 

(End of clause) 

[75 FR 10570, Mar. 8, 2010; 75 FR 14496, Mar. 26, 
2010] 

1352.271–72 Additional Item Require-
ments (AIR)—growth work 

As prescribed in 48 CFR 1371.103, in-
sert the following clause: 
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