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apply. Filling limits must be in accordance 
with portable tank special provision TP3. 
Solids meeting the definition of an elevated 
temperature material must be transported in 
accordance with the applicable requirements 
of this subchapter. 

TP36 For material assigned this portable 
tank special provision, portable tanks used 
to transport such material may be equipped 
with fusible elements in the vapor space of 
the portable tank. 

TP37 IM portable tanks are only author-
ized for the shipment of hydrogen peroxide 
solutions in water containing 72% or less hy-
drogen peroxide by weight. Pressure relief 
devices shall be designed to prevent the 
entry of foreign matter, the leakage of liquid 
and the development of any dangerous excess 
pressure. In addition, the portable tank must 
be designed so that internal surfaces may be 
effectively cleaned and passivated. Each 
tank must be equipped with pressure relief 
devices conforming to the following require-
ments: 

Concentration of hydrogen per peroxide solution Total 1 

52% or less .............................................................. 11 
Over 52%, but not greater than 60% ...................... 22 
Over 60%, but not greater than 72% ...................... 32 

1 Total venting capacity in standard cubic feet hour 
(S.C.F.H.) per pound of hydrogen peroxide solution. 

TP38 Each portable tank must be insu-
lated with an insulating material so that the 
overall thermal conductance at 15.5 °C (60 °F) 
is no more than 1.5333 kilojoules per hour per 
square meter per degree Celsius (0.075 Btu 
per hour per square foot per degree Fahr-
enheit) temperature differential. Insulating 
materials may not promote corrosion to 
steel when wet. 

TP39 The portable tank instruction T4 
prescribed may continue to be applied until 
December 31, 2018. 

TP40 The portable tank must not be 
transported when connected with spray ap-
plication equipment. 

TP41 The portable tank instruction T9 
may continue to be applied until December 
31, 2018. 

TP44 Each portable tank must be made of 
stainless steel, except that steel other than 
stainless steel may be used in accordance 
with the provisions of § 173.24b(b) of this sub-
chapter. Thickness of stainless steel for tank 
shell and heads must be the greater of 7.62 
mm (0.300 inch) or the thickness required for 
a portable tank with a design pressure at 
least equal to 1.5 times the vapor pressure of 
the hazardous material at 46 °C (115 °F). 

TP45 Each portable tank must be made of 
stainless steel, except that steel other than 
stainless steel may be used in accordance 
with the provisions of 173.24b(b) of this sub-
chapter. Thickness of stainless steel for port-
able tank shells and heads must be the great-
er of 6.35 mm (0.250 inch) or the thickness re-

quired for a portable tank with a design pres-
sure at least equal to 1.3 times the vapor 
pressure of the hazardous material at 46 °C 
(115 °F). 

TP46 Portable tanks in sodium metal 
service are not required to be 
hydrostatically retested. 

(9) ‘‘W’’ codes. These provisions apply 
only to transportation by water: 

Code/Special Provisions 

W1 This substance in a non friable prill or 
granule form is not subject to the require-
ments of this subchapter when tested in 
accordance with the UN Manual of Test 
and Criteria (IBR, see § 171.7 of this sub-
chapter) and is found to not meet the defi-
nition or criteria for inclusion in Division 
5.1. 

W7 Vessel stowage category for uranyl ni-
trate hexahydrate solution is ‘‘D’’ as de-
fined in § 172.101(k)(4). 

W8 Vessel stowage category for pyrophoric 
thorium metal or pyrophoric uranium 
metal is ‘‘D’’ as defined in § 172.101(k)(4). 

W9 When offered for transportation by 
water, the following Specification pack-
agings are not authorized unless approved 
by the Associate Administrator: woven 
plastic bags, plastic film bags, textile bags, 
paper bags, IBCs and bulk packagings. 

W10 When offered for transportation by ves-
sel, the use of Large Packagings (see § 171.8 
of this subchapter) is prohibited. 

W41 When offered for transportation by 
water, this material must be packaged in 
bales and be securely and tightly bound 
with rope, wire or similar means. 

[Amdt. 172–123, 55 FR 52582, Dec. 21, 1990] 

EDITORIAL NOTE: For FEDERAL REGISTER ci-
tations affecting § 172.102, see the List of CFR 
Sections Affected, which appears in the 
Finding Aids section of the printed volume 
and at www.fdsys.gov. 

Subpart C—Shipping Papers 

§ 172.200 Applicability. 

(a) Description of hazardous materials 
required. Except as otherwise provided 
in this subpart, each person who offers 
a hazardous material for transpor-
tation shall describe the hazardous ma-
terial on the shipping paper in the 
manner required by this subpart. 

(b) This subpart does not apply to 
any material, other than a hazardous 
substance, hazardous waste or marine 
pollutant, that is— 

(1) Identified by the letter ‘‘A’’ in col-
umn 1 of the § 172.101 table, except 
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when the material is offered or in-
tended for transportation by air; or 

(2) Identified by the letter ‘‘W’’ in 
column 1 of the § 172.101 table, except 
when the material is offered or in-
tended for transportation by water; or 

(3) A limited quantity package unless 
the material is offered for transpor-
tation by aircraft or vessel and, until 
December 31, 2020, a package of ORM–D 
material authorized by this subchapter 
on October 1, 2010, when offered for 
transportation by highway, rail or ves-
sel. 

(4) Category B infectious substances 
prepared in accordance with § 173.199. 

[Amdt. 172–29A, 41 FR 40677, Sept. 20, 1976, as 
amended by Amdt. 172–58, 45 FR 34697, May 
22, 1980; Amdt. 172–74, 47 FR 43065, Sept. 30, 
1982; Amdt. 172–112, 53 FR 17160, May 13, 1988; 
Amdt. 172–127, 57 FR 52938, Nov. 5, 1992; 71 FR 
32258, June 2, 2006; 76 FR 3365, Jan. 19, 2011; 78 
FR 1112, Jan. 7, 2013] 

§ 172.201 Preparation and retention of 
shipping papers. 

(a) Contents. When a description of 
hazardous material is required to be in-
cluded on a shipping paper, that de-
scription must conform to the fol-
lowing requirements: 

(1) When a hazardous material and a 
material not subject to the require-
ments of this subchapter are described 
on the same shipping paper, the haz-
ardous material description entries re-
quired by § 172.202 and those additional 
entries that may be required by 
§ 172.203: 

(i) Must be entered first, or 
(ii) Must be entered in a color that 

clearly contrasts with any description 
on the shipping paper of a material not 
subject to the requirements of this sub-
chapter, except that a description on a 
reproduction of a shipping paper may 
be highlighted, rather than printed, in 
a contrasting color (the provisions of 
this paragraph apply only to the basic 
description required by § 172.202(a)(1), 
(2), (3), and (4)), or 

(iii) Must be identified by the entry 
of an ‘‘X’’ placed before the basic ship-
ping description required by § 172.202 in 
a column captioned ‘‘HM.’’ (The ‘‘X’’ 
may be replaced by ‘‘RQ,’’ if appro-
priate.) 

(2) The required shipping description 
on a shipping paper and all copies of 

the shipping paper used for transpor-
tation purposes must be legible and 
printed (manually or mechanically) in 
English. 

(3) Unless it is specifically authorized 
or required in this subchapter, the re-
quired shipping description may not 
contain any code or abbreviation. 

(4) A shipping paper may contain ad-
ditional information concerning the 
material provided the information is 
not inconsistent with the required de-
scription. Unless otherwise permitted 
or required by this subpart, additional 
information must be placed after the 
basic description required by 
§ 172.202(a). 

(5) Electronic shipping papers. For 
transportation by rail, a rail carrier 
may accept shipping paper information 
either telephonically (i.e., voice com-
munications and facsimiles) or elec-
tronically (EDI) from an offeror of a 
hazardous materials shipment in ac-
cordance with the provisions in para-
graphs (a)(5)(i)–(a)(5)(iv) of this section. 
See § 171.8 for the EDI definition. 

(i) When the information applicable 
to the consignment is provided under 
this requirement the information must 
be available to the offeror and carrier 
at all times during transport, and the 
carrier must have and maintain a 
printed copy of this information until 
delivery of the hazardous materials on 
the shipping paper is complete. When a 
paper document is produced, the data 
must be presented as required by this 
subpart. 

(ii) The offeror must forward the 
shipping paper (record) for a loaded 
movement to the carrier prior to ship-
ment unless the carrier prepares the 
shipping paper on behalf of the offeror. 
The offeror is only relieved of the duty 
to forward the shipping paper once the 
offeror has received a copy of the ship-
ping paper from the carrier; 

(iii) A carrier that generates a res-
idue shipping paper using information 
from the previous loaded movement of 
a hazardous materials packaging must 
ensure the description of the hazardous 
material that accompanies the ship-
ment complies with the offeror’s re-
quest; and 

(iv) Verification. The carrier and the 
offeror must have a procedure by which 
the offeror can verify accuracy of the 
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