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or flatcar or in a stock car. However, 
they may not be transported in a hop-
per bottom car. 

[Amdt. 174–26, 41 FR 16092, Apr. 15, 1976, as 
amended by Amdt. 174–31, 43 FR 31143, July 
20, 1978; Amdt. 174–68, 55 FR 52683, Dec. 21, 
1990] 

§ 174.304 Class 3 (flammable liquid) 
materials in tank cars. 

A tank car containing a Class 3 
(flammable liquid) material, other 
than liquid road asphalt or tar, may 
not be transported by rail unless it is 
originally consigned or subsequently 
reconsigned to a party having a private 
track on which it is to be delivered and 
unloaded (see § 171.8 of this subchapter) 
or to a party using railroad siding fa-
cilities which are equipped for piping 
the liquid from the tank car to perma-
nent storage tanks of sufficient capac-
ity to receive the entire contents of the 
car. 

[Amdt. 174–26, 41 FR 16092, Apr. 15, 1976, as 
amended by Amdt. 174–32, 43 FR 48644, Oct. 
19, 1978; Amdt. 174–68, 55 FR 52683, Dec. 21, 
1990] 

Subparts H–I [Reserved] 

Subpart J—Detailed Requirements 
for Division 6.1 (Poisonous) 
Materials 

§ 174.600 Special handling require-
ments for materials extremely poi-
sonous by inhalation. 

A tank car containing a material ex-
tremely poisonous by inhalation which 
is a Division 2.3 material in Hazard 
Zone A or a Division 6.1 material in 
Hazard Zone A, as defined in 
§ 173.133(a)(2) of this subchapter, may 
not be transported by rail unless it is 
originally consigned or subsequently 
reconsigned to a party having a private 
track on which it is to be delivered and 
unloaded (see § 171.8 of this subchapter) 
or to a party using railroad siding fa-
cilities which are equipped for piping 
the liquid or gas from the tank car to 
permanent storage tanks or sufficient 
capacity to receive the entire contents 
of the car. See the requirements in 
§ 174.290 for materials extremely poi-
sonous by inhalation which are shipped 

by, for, or to the Department of De-
fense. 

[Amdt. 174–68, 55 FR 52684, Dec. 21, 1990] 

§ 174.615 Cleaning cars. 
(a) [Reserved] 
(b) After Division 6.1 (poisonous) ma-

terials are unloaded from a rail car, 
that car must be thoroughly cleaned 
unless the car is used exclusively in the 
carriage of Division 6.1 (poisonous) ma-
terials. 

[Amdt. 174–26, 41 FR 16092, Apr. 15, 1976, as 
amended by Amdt. 174–68, 55 FR 52684, Dec. 
21, 1990; Amdt. 174–82, 61 FR 18933, Apr. 29, 
1996] 

§ 174.680 Division 6.1 (poisonous) ma-
terials with foodstuffs. 

(a) Except as provided in paragraph 
(b) of this section, a carrier may not 
transport any package bearing a POI-
SON or POISON INHALATION HAZ-
ARD label in the same car with any 
material marked as, or known to be, a 
foodstuff, feed or any other edible ma-
terial intended for consumption by hu-
mans or animals. 

(b) A carrier must separate any pack-
age bearing a POISON label displaying 
the text ‘‘PG III,’’ or bearing a ‘‘PG 
III’’ mark adjacent to the POISON 
label, from materials marked as or 
known to be foodstuffs, feed or any 
other edible materials intended for 
consumption by humans or animals, as 
required in § 174.81(e)(3) for classes 
identified with the letter ‘‘O’’ in the 
Segregation Table for Hazardous Mate-
rials. 

[64 FR 10781, Mar. 5, 1999] 

Subpart K—Detailed Requirements 
for Class 7 (Radioactive) Materials 
§ 174.700 Special handling require-

ments for Class 7 (radioactive) ma-
terials. 

(a) Each rail shipment of low specific 
activity materials or surface contami-
nated objects as defined in § 173.403 of 
this subchapter must be loaded so as to 
avoid spillage and scattering of loose 
material. Loading restrictions are pre-
scribed in § 173.427 of this subchapter. 

(b) The number of packages of Class 7 
(radioactive) materials that may be 
transported by rail car or stored at any 
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single location is limited to a total 
transport index and a total criticality 
safety index (as defined in § 173.403 of 
this subchapter) of not more than 50 
each. This provision does not apply to 
exclusive use shipments as described in 
§§ 173.403, 173.427, 173.441, and 173.457 of 
this subchapter. 

(c) Each package of Class 7 (radio-
active) material bearing RADIO-
ACTIVE YELLOW-II or RADIOACTIVE 
YELLOW-III labels may not be placed 
closer than 0.9 m (3 feet) to an area (or 
dividing partition between areas) 
which may be continuously occupied 
by any passenger, rail employee, or 
shipment of one or more animals, nor 
closer than 4.5 m (15 feet) to any pack-
age containing undeveloped film (if so 
marked). If more than one package of 
Class 7 (radioactive) materials is 
present, the distance must be com-
puted from the table below on the basis 
of the total transport index number 
(determined by adding together the 
transport index numbers on the labels 
of the individual packages) of packages 
in the rail car or storage area: 

Total transport 
index 

Minimum separa-
tion distance to 

nearest undevel-
oped film 

Minimum dis-
tance to area of 
persons or min-
imum distance 

from dividing par-
tition of a com-

bination car Meters Feet 

Meters Feet 

None ...................... 0 0 0 0 
0.1 to 10.0 ............. 4 .5 15 0 .9 3 
10.1 to 20.0 ........... 6 .7 22 1 .2 4 
20.1 to 30.0 ........... 7 .7 29 1 .5 5 
30.1 to 40.0 ........... 10 33 1 .8 6 
40.1 to 50.0 ........... 10 .9 36 2 .1 7 

NOTE: The distance in this table must be measured from 
the nearest point on the nearest packages of Class 7 (radio-
active) materials. 

(d) Each shipment of fissile material 
packages must conform to require-
ments of §§ 173.457 and 173.459. 

(e) [Reserved] 
(f) A person shall not remain unnec-

essarily in, on or near a transport vehi-
cle containing Class 7 (radioactive) ma-
terials. 

(g) In the case of packages shipped 
under the exclusive use provisions of 
§ 173.441(b) of this subchapter for pack-
ages with external radiation levels in 
excess of 2 mSv per hour (200 mrem per 
hour) at the package surface— 

(1) The transport vehicle must meet 
the requirements for a closed transport 
vehicle (§ 173.403 of this subchapter); 

(2) Each package must be secured so 
that its position within the transport 
vehicle remains fixed under conditions 
normally incident to transportation; 
and 

(3) The radiation level may not ex-
ceed 0.02 mSv per hour (2 mrem per 
hour) in any normally occupied posi-
tion in the transport vehicle or adja-
cent rail car. 

[Amdt. 174–80, 60 FR 50331, Sept. 28, 1995, as 
amended by Amdt. 174–80, 61 FR 20753, May 8, 
1996; 66 FR 45383, Aug. 28, 2001; 69 FR 3693, 
Jan. 26, 2004; 79 FR 40618, July 11, 2014] 

§ 174.715 Cleanliness of transport vehi-
cles after use. 

(a) Each transport vehicle used for 
transporting Class 7 (radioactive) ma-
terials under exclusive use conditions 
(as defined in § 173.403 of this sub-
chapter) in accordance with 
§ 173.427(b)(4), § 173.427(c), or § 173.443(b), 
must be surveyed with appropriate ra-
diation detection instruments after 
each use. A transport vehicle may not 
be returned to Class 7 (radioactive) ma-
terials exclusive use transport service, 
and then only for a subsequent exclu-
sive use shipment utilizing the provi-
sions of any of the paragraphs 
§ 173.427(b)(4), § 173.427(c), or § 173.443(b), 
until the radiation dose rate at any ac-
cessible surface is 0.005 mSv per hour 
(0.5 mrem per hour) or less, and there is 
no significant non-fixed contamina-
tion, as specified in § 173.443(a) of this 
subchapter. 

(b) This section does not apply to any 
transport vehicle used solely for trans-
porting Class 7 (radioactive) materials 
if a survey of the interior surface 
shows that the radiation dose rate does 
not exceed 0.1 mSv per hour (10 mrem 
per hour) at the interior surface or 0.02 
mSv per hour (2 mrem per hour) at 1 m 
(3.3 feet) from any interior surface. The 
transport vehicle must be stenciled 
with the words ‘‘FOR RADIOACTIVE 
MATERIALS USE ONLY’’ in lettering 
at least 7.6 cm (3 inches) high in a con-
spicuous place on both sides of the ex-
terior of the transport vehicle, and it 
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