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devices containing lithium cells or bat-
teries that meet the requirements of 
§ 175.10(a)(18) carried aboard a pas-
senger-carrying aircraft by the oper-
ator for use or sale on that specific air-
craft. A liquefied gas lighter design 
must be examined and successfully 
tested by a person or agency author-
ized by the Associate Administrator. 

(4) A tire assembly with a serviceable 
tire, provided the tire is not inflated to 
a gauge pressure exceeding the max-
imum rated pressure for that tire, and 
the tire (including valve assemblies) is 
protected from damage during trans-
port. A tire or tire assembly which is 
unserviceable or damaged is forbidden 
from air transport; however, a damaged 
tire is not subject to the requirements 
of this subchapter if it contains no ma-
terial meeting the definition of a haz-
ardous material (e.g., Division 2.2). 

[71 FR 14604, Mar. 22, 2006, as amended at 72 
FR 55693, Oct. 1, 2007; 76 FR 3381, Jan. 19, 2011; 
78 FR 1092, Jan. 7, 2013; 79 FR 46039, Aug. 6, 
2014] 

§ 175.9 Special aircraft operations. 

(a) This subchapter applies to rotor-
craft external load operations trans-
porting hazardous material on board, 
attached to, or suspended from an air-
craft. Operators must have all applica-
ble requirements prescribed in 14 CFR 
part 133 approved by the FAA Adminis-
trator prior to accepting or trans-
porting hazardous material. In addi-
tion, rotorcraft external load oper-
ations must be approved by the Asso-
ciate Administrator prior to the initi-
ation of such operations. 

(b) Exceptions. This subchapter does 
not apply to the following materials 
used for special aircraft operations 
when applicable FAA operator require-
ments have been met, including train-
ing operator personnel on the proper 
handling and stowage of the hazardous 
materials carried: 

(1) Hazardous materials loaded and 
carried in hoppers or tanks of aircraft 
certificated for use in aerial seeding, 
dusting spraying, fertilizing, crop im-
provement, or pest control, to be dis-
pensed during such an operation. 

(2) Parachute activation devices, 
lighting equipment, oxygen cylinders, 
flotation devices, smoke grenades, 

flares, or similar devices carried during 
a parachute operation. 

(3) Smoke grenades, flares, and pyro-
technic devices affixed to aircraft dur-
ing any flight conducted as part of a 
scheduled air show or exhibition of 
aeronautical skill. The aircraft may 
not carry any persons other than re-
quired flight crewmembers. The affixed 
installation accommodating the smoke 
grenades, flares, or pyrotechnic devices 
on the aircraft must be approved for its 
intended use by the FAA Flight Stand-
ards District Office having responsi-
bility for that aircraft. 

(4) Hazardous materials are carried 
and used during dedicated air ambu-
lance, fire fighting, or search and res-
cue operations. 

(5) A transport incubator unit nec-
essary to protect life or an organ pres-
ervation unit necessary to protect 
human organs, carried in the aircraft 
cabin, provided: 

(i) The compressed gas used to oper-
ate the unit is in an authorized DOT 
specification cylinder and is marked, 
labeled, filled, and maintained as pre-
scribed by this subchapter; 

(ii) Each battery used is of the non-
spillable type; 

(iii) The unit is constructed so that 
valves, fittings, and gauges are pro-
tected from damage; 

(iv) The pilot-in-command is advised 
when the unit is on board, and when it 
is intended for use; 

(v) The unit is accompanied by a per-
son qualified to operate it; 

(vi) The unit is secured in the air-
craft in a manner that does not restrict 
access to or use of any required emer-
gency or regular exit or of the aisle in 
the passenger compartment; and, 

(vii) Smoking within 3 m (10 feet) of 
the unit is prohibited. 

(6) Hazardous materials that are 
loaded and carried on or in cargo only 
aircraft, and that are to be dispensed 
or expended during flight for weather 
control, environmental restoration or 
protection, forest preservation and pro-
tection, fire fighting and prevention, 
flood control, or avalanche control pur-
poses, when the following requirements 
are met: 

(i) Operations may not be conducted 
over densely populated areas, in a con-
gested airway, or near any airport 
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where carrier passenger operations are 
conducted. 

(ii) Each operator must prepare and 
keep current a manual containing 
operational guidelines and handling 
procedures, for the use and guidance of 
flight, maintenance, and ground per-
sonnel concerned in the dispensing or 
expending of hazardous materials. The 
manual must be approved by the FAA 
Principal Operations Inspector as-
signed to the operator. 

(iii) No person other than a required 
flight crewmember, FAA inspector, or 
person necessary for handling or dis-
pensing the hazardous material may be 
carried on the aircraft. 

(iv) The operator of the aircraft must 
have advance permission from the 
owner of any airport to be used for the 
dispensing or expending operation. 

(v) When Division 1.1, 1.2, and 1.3 ma-
terials (except detonators and deto-
nator assemblies) and detonators or 
detonator assemblies are carried for 
avalanche control flights, the explo-
sives must be handled by, and at all 
times be under the control of, a quali-
fied blaster. When required by a State 
or local authority, the blaster must be 
licensed and the State or local author-
ity must be identified in writing to the 
FAA Principal Operations Inspector as-
signed to the operator. 

[76 FR 3381, Jan. 19, 2011] 

§ 175.10 Exceptions for passengers, 
crewmembers, and air operators. 

(a) This subchapter does not apply to 
the following hazardous materials 
when carried by aircraft passengers or 
crewmembers provided the require-
ments of §§ 171.15 and 171.16 (see para-
graph (c) of this section) and the re-
quirements of this section are met: 

(1) (i) Non-radioactive medicinal and 
toilet articles for personal use (includ-
ing aerosols) carried in carry-on and 
checked baggage. Release devices on 
aerosols must be protected by a cap or 
other suitable means to prevent inad-
vertent release; 

(ii) Other aerosols in Div. 2.2 (non-
flammable gas) with no subsidiary risk 
carried in checked baggage only. Re-
lease devices on aerosols must be pro-
tected by a cap or other suitable means 
to prevent inadvertent release; and 

(iii) The aggregate quantity of these 
hazardous materials carried by each 
person may not exceed 2 kg (70 ounces) 
by mass or 2 L (68 fluid ounces) by vol-
ume and the capacity of each container 
may not exceed 0.5 kg (18 ounces) by 
mass or 500 ml (17 fluid ounces) by vol-
ume. 

(2) One packet of safety matches or a 
lighter intended for use by an indi-
vidual when carried on one’s person or 
in carry-on baggage only. Lighter fuel, 
lighter refills, and lighters containing 
unabsorbed liquid fuel (other than liq-
uefied gas) are not permitted on one’s 
person or in carry-on or checked bag-
gage. 

(3) Implanted medical devices in hu-
mans or animals that contain haz-
ardous materials, such as a heart pace-
maker containing Class 7 (radioactive) 
material or lithium batteries; and 
radiopharmaceuticals that have been 
injected or ingested. 

(4) Alcoholic beverages containing: 
(i) Not more than 24% alcohol by vol-

ume; or 
(ii) More than 24% and not more than 

70% alcohol by volume when in un-
opened retail packagings not exceeding 
5 liters (1.3 gallons) carried in carry-on 
or checked baggage, with a total net 
quantity per person of 5 liters (1.3) gal-
lons for such beverages. 

(5) Perfumes and colognes purchased 
through duty-free sales and carried on 
one’s person or in carry-on baggage. 

(6) Hair curlers (curling irons) con-
taining a hydrocarbon gas such as bu-
tane, no more than one per person, in 
carry-on or checked baggage. The safe-
ty cover must be securely fitted over 
the heating element. Gas refills for 
such curlers are not permitted in 
carry-on or checked baggage. 

(7) A small medical or clinical mer-
cury thermometer for personal use, 
when carried in a protective case in 
carry-on or checked baggage. 

(8) Small arms ammunition for per-
sonal use carried by a crewmember or 
passenger in checked baggage only, if 
securely packed in boxes or other pack-
agings specifically designed to carry 
small amounts of ammunition. Ammu-
nition clips and magazines must also 
be securely boxed. This paragraph does 
not apply to persons traveling under 
the provisions of 49 CFR 1544.219. 

VerDate Sep<11>2014 10:05 Oct 27, 2014 Jkt 232220 PO 00000 Frm 00790 Fmt 8010 Sfmt 8010 Q:\49\49V2.TXT 31


		Superintendent of Documents
	2020-01-27T16:44:29-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




