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(b) Threads for openings must be Na-
tional Gas Taper Threads (NGT) tapped 
to gauge, clean cut, even and without 
checks. Taper threads must comply 
with § 178.61(h)(3)(i) and (h)(3)(ii). 
Threads for the clean-out/inspection 
ports of DOT Specification 110A multi- 
unit tank car tanks may be straight 
threads instead of taper threads. The 
straight threads must meet the re-
quirements of § 178.61(h)(3)(i) and 
(h)(3)(iii). Hex plugs may be secured to 
threaded boss ports using stainless 
steel safety wire that must not fail 
during its intended use. 

[29 FR 18995, Dec. 29, 1964. Redesignated at 32 
FR 5606, Apr. 5, 1967. Amended at 77 FR 37986, 
June 25, 2012] 

§ 179.300–14 Attachments not other-
wise specified. 

Siphon pipes and their couplings on 
the inside of the tank head and lugs on 
the outside of the tank head for attach-
ing the valve protective housing must 
be fusion-welded in place prior to 
postweld heat treatment. All other fix-
tures and appurtenances, except as spe-
cifically provided for, are prohibited. 

[Amdt. 179–10, 36 FR 21355, Nov. 6, 1971] 

§ 179.300–15 Pressure relief devices. 

(a) Unless prohibited in part 173 of 
this subchapter, tanks shall be 
equipped with one or more relief de-
vices of approved type, made of metal 
not subject to rapid deterioration by 
the lading and screwed directly into 
tank heads or attached to tank heads 
by other approved methods. The total 
discharge capacity shall be sufficient 
to prevent building up pressure in tank 
in excess of 82.5 percent of the tank 
test pressure. When relief devices of 
the fusible plug type are used, the re-
quired discharge capacity shall be 
available in each head. See AAR Speci-
fications for Tank Cars, appendix A 
(IBR, see § 171.7 of this subchapter), for 
the formula for calculating discharge 
capacity. 

(b) Threads for openings shall be Na-
tional Gas Taper Threads (NGT) tapped 
to gage, clean cut, even and without 
checks. 

(c) Pressure relief devices shall be set 
for start-to-discharge and rupture discs 

shall burst at a pressure not exceeding 
that specified in § 179.301. 

(d) Fusible plugs shall function at a 
temperature not exceeding 175 °F. and 
shall be vapor-tight at a temperature 
of not less than 130 °F. 

[29 FR 18995, Dec. 29, 1964, as amended at 64 
FR 51920, Sept. 27, 1999; 66 FR 45390, Aug. 28, 
2001; 68 FR 75763, Dec. 31, 2003] 

§ 179.300–16 Tests of tanks. 
(a) After postweld heat treatment, 

tanks shall be subjected to hydrostatic 
expansion test in a water jacket, or by 
other approved methods. No tank shall 
have been subjected previously to in-
ternal pressure within 100 pounds of 
the test pressure. Each tank shall be 
tested to the pressure prescribed in 
§ 179.301. Pressure shall be maintained 
for 30 seconds and sufficiently longer to 
insure complete expansion of tank. 
Pressure gage shall permit reading to 
accuracy of one percent. Expansion 
gage shall permit reading of total ex-
pansion to accuracy of one percent. Ex-
pansion shall be recorded in cubic cm. 

(1) No leaks shall appear and perma-
nent volumetric expansion shall not 
exceed 10 percent of total volumetric 
expansion at test pressure. 

(2) [Reserved] 
(b) After all fittings have been in-

stalled, each tank shall be subjected to 
interior air pressure test of at least 100 
psig under conditions favorable to de-
tection of any leakage. No leaks shall 
appear. 

(c) Repairs of leaks detected in man-
ufacture or in foregoing tests shall be 
made by the same process as employed 
in manufacture of tank. Caulking, sol-
dering, or similar repairing is prohib-
ited. 

[29 FR 18995, Dec. 29, 1964. Redesignated at 32 
FR 5606, Apr. 5, 1967, and amended by Amdt. 
179–10, 36 FR 21355, Nov. 6, 1971; 66 FR 45390, 
Aug. 28, 2001] 

§ 179.300–17 Tests of pressure relief de-
vices. 

(a) Each valve shall be tested by air 
or gas before being put into service. 
The valve shall open and be vapor-tight 
at the pressure prescribed in § 179.301. 

(b) Rupture disks of non-reclosing 
pressure relief devices must be tested 
and qualified as prescribed in appendix 
A, Paragraph 5, of the AAR Manual of 
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