
551 

Pipeline and Hazardous Materials Safety Administration, DOT § 195.2 

terminal if the facilities are used ex-
clusively to transfer hazardous liquid 
or carbon dioxide between non-pipeline 
modes of transportation or between a 
non-pipeline mode and a pipeline. 
These facilities do not include any de-
vice and associated piping that are nec-
essary to control pressure in the pipe-
line under § 195.406(b); or 

(10) Transportation of carbon dioxide 
downstream from the applicable fol-
lowing point: 

(i) The inlet of a compressor used in 
the injection of carbon dioxide for oil 
recovery operations, or the point where 
recycled carbon dioxide enters the in-
jection system, whichever is farther 
upstream; or 

(ii) The connection of the first 
branch pipeline in the production field 
where the pipeline transports carbon 
dioxide to an injection well or to a 
header or manifold from which a pipe-
line branches to an injection well. 

(c) Breakout tanks. Breakout tanks 
subject to this Part must comply with 
requirements that apply specifically to 
breakout tanks and, to the extent ap-
plicable, with requirements that apply 
to pipeline systems and pipeline facili-
ties. If a conflict exists between a re-
quirement that applies specifically to 
breakout tanks and a requirement that 
applies to pipeline systems or pipeline 
facilities, the requirement that applies 
specifically to breakout tanks prevails. 
Anhydrous ammonia breakout tanks 
need not comply with §§ 195.132(b), 
195.205(b), 195.242(c) and (d), 195.264(b) 
and (e), 195.307, 195.428(c) and (d), and 
195.432(b) and (c). 

EDITORIAL NOTE: For FEDERAL REGISTER ci-
tations affecting § 195.1, see the List of CFR 
Sections Affected, which appears in the 
Finding Aids section of the printed volume 
and at www.fdsys.gov. 

§ 195.2 Definitions. 

As used in this part— 
Abandoned means permanently re-

moved from service. 
Administrator means the Adminis-

trator, Pipeline and Hazardous Mate-
rials Safety Administration or his or 
her delegate. 

Alarm means an audible or visible 
means of indicating to the controller 
that equipment or processes are out-

side operator-defined, safety-related 
parameters. 

Barrel means a unit of measurement 
equal to 42 U.S. standard gallons. 

Breakout tank means a tank used to 
(a) relieve surges in a hazardous liquid 
pipeline system or (b) receive and store 
hazardous liquid transported by a pipe-
line for reinjection and continued 
transportation by pipeline. 

Carbon dioxide means a fluid con-
sisting of more than 90 percent carbon 
dioxide molecules compressed to a 
supercritical state. 

Component means any part of a pipe-
line which may be subjected to pump 
pressure including, but not limited to, 
pipe, valves, elbows, tees, flanges, and 
closures. 

Computation Pipeline Monitoring 
(CPM) means a software-based moni-
toring tool that alerts the pipeline dis-
patcher of a possible pipeline operating 
anomaly that may be indicative of a 
commodity release. 

Control room means an operations 
center staffed by personnel charged 
with the responsibility for remotely 
monitoring and controlling a pipeline 
facility. 

Controller means a qualified indi-
vidual who remotely monitors and con-
trols the safety-related operations of a 
pipeline facility via a SCADA system 
from a control room, and who has oper-
ational authority and accountability 
for the remote operational functions of 
the pipeline facility. 

Corrosive product means ‘‘corrosive 
material’’ as defined by § 173.136 Class 
8–Definitions of this chapter. 

Exposed underwater pipeline means an 
underwater pipeline where the top of 
the pipe protrudes above the under-
water natural bottom (as determined 
by recognized and generally accepted 
practices) in waters less than 15 feet 
(4.6 meters) deep, as measured from 
mean low water. 

Flammable product means ‘‘flammable 
liquid’’ as defined by § 173.120 Class 3– 
Definitions of this chapter. 

Gathering line means a pipeline 219.1 
mm (85⁄8 in) or less nominal outside di-
ameter that transports petroleum from 
a production facility. 

Gulf of Mexico and its inlets means the 
waters from the mean high water mark 
of the coast of the Gulf of Mexico and 
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its inlets open to the sea (excluding 
rivers, tidal marshes, lakes, and ca-
nals) seaward to include the territorial 
sea and Outer Continental Shelf to a 
depth of 15 feet (4.6 meters), as meas-
ured from the mean low water. 

Hazard to navigation means, for the 
purposes of this part, a pipeline where 
the top of the pipe is less than 12 
inches (305 millimeters) below the un-
derwater natural bottom (as deter-
mined by recognized and generally ac-
cepted practices) in waters less than 15 
feet (4.6 meters) deep, as measured 
from the mean low water. 

Hazardous liquid means petroleum, 
petroleum products, or anhydrous am-
monia. 

Highly volatile liquid or HVL means a 
hazardous liquid which will form a 
vapor cloud when released to the at-
mosphere and which has a vapor pres-
sure exceeding 276 kPa (40 psia) at 37.8 
°C (100 °F). 

In-plant piping system means piping 
that is located on the grounds of a 
plant and used to transfer hazardous 
liquid or carbon dioxide between plant 
facilities or between plant facilities 
and a pipeline or other mode of trans-
portation, not including any device and 
associated piping that are necessary to 
control pressure in the pipeline under 
§ 195.406(b). 

Interstate pipeline means a pipeline or 
that part of a pipeline that is used in 
the transportation of hazardous liquids 
or carbon dioxide in interstate or for-
eign commerce. 

Intrastate pipeline means a pipeline or 
that part of a pipeline to which this 
part applies that is not an interstate 
pipeline. 

Line section means a continuous run 
of pipe between adjacent pressure pump 
stations, between a pressure pump sta-
tion and terminal or breakout tanks, 
between a pressure pump station and a 
block valve, or between adjacent block 
valves. 

Low-stress pipeline means a hazardous 
liquid pipeline that is operated in its 
entirety at a stress level of 20 percent 
or less of the specified minimum yield 
strength of the line pipe. 

Maximum operating pressure (MOP) 
means the maximum pressure at which 
a pipeline or segment of a pipeline may 
be normally operated under this part. 

Nominal wall thickness means the wall 
thickness listed in the pipe specifica-
tions. 

Offshore means beyond the line of or-
dinary low water along that portion of 
the coast of the United States that is 
in direct contact with the open seas 
and beyond the line marking the sea-
ward limit of inland waters. 

Operator means a person who owns or 
operates pipeline facilities. 

Outer Continental Shelf means all sub-
merged lands lying seaward and out-
side the area of lands beneath navi-
gable waters as defined in Section 2 of 
the Submerged Lands Act (43 U.S.C. 
1301) and of which the subsoil and sea-
bed appertain to the United States and 
are subject to its jurisdiction and con-
trol. 

Person means any individual, firm, 
joint venture, partnership, corporation, 
association, State, municipality, coop-
erative association, or joint stock asso-
ciation, and includes any trustee, re-
ceiver, assignee, or personal represent-
ative thereof. 

Petroleum means crude oil, conden-
sate, natural gasoline, natural gas liq-
uids, and liquefied petroleum gas. 

Petroleum product means flammable, 
toxic, or corrosive products obtained 
from distilling and processing of crude 
oil, unfinished oils, natural gas liquids, 
blend stocks and other miscellaneous 
hydrocarbon compounds. 

Pipe or line pipe means a tube, usu-
ally cylindrical, through which a haz-
ardous liquid or carbon dioxide flows 
from one point to another. 

Pipeline or pipeline system means all 
parts of a pipeline facility through 
which a hazardous liquid or carbon di-
oxide moves in transportation, includ-
ing, but not limited to, line pipe, 
valves, and other appurtenances con-
nected to line pipe, pumping units, fab-
ricated assemblies associated with 
pumping units, metering and delivery 
stations and fabricated assemblies 
therein, and breakout tanks. 

Pipeline facility means new and exist-
ing pipe, rights-of-way and any equip-
ment, facility, or building used in the 
transportation of hazardous liquids or 
carbon dioxide. 
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Production facility means piping or 
equipment used in the production, ex-
traction, recovery, lifting, stabiliza-
tion, separation or treating of petro-
leum or carbon dioxide, or associated 
storage or measurement. (To be a pro-
duction facility under this definition, 
piping or equipment must be used in 
the process of extracting petroleum or 
carbon dioxide from the ground or from 
facilities where CO2 is produced, and 
preparing it for transportation by pipe-
line. This includes piping between 
treatment plants which extract carbon 
dioxide, and facilities utilized for the 
injection of carbon dioxide for recovery 
operations.) 

Rural area means outside the limits 
of any incorporated or unincorpated 
city, town, village, or any other des-
ignated residential or commercial area 
such as a subdivision, a business or 
shopping center, or community devel-
opment. 

Specified minimum yield strength 
means the minimum yield strength, ex-
pressed in p.s.i. (kPa) gage, prescribed 
by the specification under which the 
material is purchased from the manu-
facturer. 

Stress level means the level of tangen-
tial or hoop stress, usually expressed as 
a percentage of specified minimum 
yield strength. 

Supervisory Control and Data Acquisi-
tion (SCADA) system means a computer- 
based system or systems used by a con-
troller in a control room that collects 
and displays information about a pipe-
line facility and may have the ability 
to send commands back to the pipeline 
facility. 

Surge pressure means pressure pro-
duced by a change in velocity of the 
moving stream that results from shut-
ting down a pump station or pumping 
unit, closure of a valve, or any other 
blockage of the moving stream. 

Toxic product means ‘‘poisonous ma-
terial’’ as defined by § 173.132 Class 6, 
Division 6.1–Definitions of this chapter. 

Unusually Sensitive Area (USA) means 
a drinking water or ecological resource 
area that is unusually sensitive to en-
vironmental damage from a hazardous 

liquid pipeline release, as identified 
under § 195.6. 

[Amdt. 195–22, 46 FR 38360, July 27, 1981; 47 
FR 32721, July 29, 1982, as amended by Amdt. 
195–33, 50 FR 15898, Apr. 23, 1985; 50 FR 38660, 
Sept. 24, 1985; Amdt. 195–36, 51 FR 15007, Apr. 
22, 1986; Amdt. 195–45, 56 FR 26925, June 12, 
1991; Amdt. 195–47, 56 FR 63771, Dec. 5, 1991; 
Amdt. 195–50, 59 FR 17281, Apr. 12, 1994; Amdt. 
195–52, 59 FR 33395, 33396, June 28, 1994; Amdt. 
195–53, 59 FR 35471, July 12, 1994; Amdt. 195– 
59, 62 FR 61695, Nov. 19, 1997; Amdt. 195–62, 63 
FR 36376, July 6, 1998; Amdt. 195–63, 63 FR 
37506, July 13, 1998; Amdt. 195–69, 65 FR 54444, 
Sept. 8, 2000; Amdt. 195–71, 65 FR 80544, Dec. 
21, 2000; 68 FR 11749, Mar. 12, 2003; Amdt. 195– 
81, 69 FR 32896, June 14, 2004; Amdt. 195–82, 69 
FR 48406, Aug. 10, 2004; 70 FR 11140, Mar. 8, 
2005; Amdt. 195–93, 74 FR 63328, Dec. 3, 2009] 

§ 195.3 Incorporation by reference. 

(a) Any document or portion thereof 
incorporated by reference in this part 
is included in this part as though it 
were printed in full. When only a por-
tion of a document is referenced, then 
this part incorporates only that ref-
erenced portion of the document and 
the remainder is not incorporated. Ap-
plicable editions are listed in para-
graph (c) of this section in parentheses 
following the title of the referenced 
material. Earlier editions listed in pre-
vious editions of this section may be 
used for components manufactured, de-
signed, or installed in accordance with 
those earlier editions at the time they 
were listed. The user must refer to the 
appropriate previous edition of 49 CFR 
for a listing of the earlier editions. 

(b) All incorporated materials are 
available for inspection in the Office of 
Pipelline Safety, Pipeline and Haz-
ardous Materials Safety Administra-
tion, U.S. Department of Transpor-
tation, 1200 New Jersey Avenue, SE., 
Washington, DC, 20590–0001, 202–366– 
4595, or at the National Archives and 
Records Administration (NARA). For 
information on the availability of this 
material at NARA, call 202–741–6030 or 
go to: http://www.archives.gov/ 
federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. These materials 
have been approved for incorporation 
by reference by the Director of the 
Federal Register in accordance with 5 
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