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Pipeline and Hazardous Materials Safety Administration, DOT § 195.50 

the notification. PHMSA will consult 
the Department of Energy, as appro-
priate, to help analyze the potential 
energy impact of loss of the pipeline. 
Based on the analysis, PHMSA may 
grant the operator a special permit to 
allow continued operation of the pipe-
line subject to alternative safety re-
quirements. 

(e) Changes in unusually sensitive 
areas. 

(1) If, after June 3, 2008, for Category 
1 rural low-stress pipelines or October 
1, 2011 for Category 2 rural low-stress 
pipelines, an operator identifies a new 
USA that causes a segment of pipeline 
to meet the criteria in paragraph (b) of 
this Section as a Category 1 or Cat-
egory 2 rural low-stress pipeline, the 
operator must: 

(i) Comply with the IM program re-
quirement in paragraph (c)(1)(iii)(A) or 
(c)(2)(iii)(A) of this Section, as appro-
priate, within 12 months following the 
date the area is identified regardless of 
the prior categorization of the pipeline; 
and 

(ii) Complete the baseline assessment 
required by paragraph (c)(1)(iii)(C) or 
(c)(2)(iii)(C) of this Section, as appro-
priate, according to the schedule in 
§ 195.452(d)(3). 

(2) If a change to the boundaries of a 
USA causes a Category 1 or Category 2 
pipeline segment to no longer be within 
one-half mile of a USA, an operator 
must continue to comply with para-
graph (c)(1)(iii) or paragraph (c)(2)(iii) 
of this section, as applicable, with re-
spect to that segment unless the oper-
ator determines that a release from the 
pipeline could not affect the USA. 

(f) Record Retention. An operator 
must maintain records demonstrating 
compliance with each requirement ap-
plicable to the category of pipeline ac-
cording to the following schedule. 

(1) An operator must maintain the 
segment identification records required 
in paragraph (c)(1)(i), (c)(2)(i) or 
(c)(3)(i) of this Section for the life of 
the pipe. 

(2) Except for the segment identifica-
tion records, an operator must main-
tain the records necessary to dem-
onstrate compliance with each applica-
ble requirement set forth in paragraph 
(c) of this section according to the 

record retention requirements of the 
referenced section or subpart. 

[76 FR 25587, May 5, 2011, as amended at 76 
FR 43605, July 21, 2011] 

Subpart B—Annual, Accident, and 
Safety-Related Condition Re-
porting 

§ 195.48 Scope. 
This Subpart prescribes requirements 

for periodic reporting and for reporting 
of accidents and safety-related condi-
tions. This Subpart applies to all pipe-
lines subject to this Part. An operator 
of a Category 3 rural low-stress pipe-
line meeting the criteria in § 195.12 is 
not required to complete those parts of 
the hazardous liquid annual report 
form PHMSA F 7000–1.1 associated with 
IM or high consequence areas. 

[76 FR 25588, May 5, 2011] 

§ 195.49 Annual report. 
Each operator must annually com-

plete and submit DOT Form PHMSA F 
7000–1.1 for each type of hazardous liq-
uid pipeline facility operated at the 
end of the previous year. An operator 
must submit the annual report by June 
15 each year, except that for the 2010 
reporting year the report must be sub-
mitted by August 15, 2011. A separate 
report is required for crude oil, HVL 
(including anhydrous ammonia), petro-
leum products, carbon dioxide pipe-
lines, and fuel grade ethanol pipelines. 
For each state a pipeline traverses, an 
operator must separately complete 
those sections on the form requiring 
information to be reported for each 
state. 

[75 FR 72907, Nov. 26, 2010] 

§ 195.50 Reporting accidents. 
An accident report is required for 

each failure in a pipeline system sub-
ject to this part in which there is a re-
lease of the hazardous liquid or carbon 
dioxide transported resulting in any of 
the following: 

(a) Explosion or fire not inten-
tionally set by the operator. 

(b) Release of 5 gallons (19 liters) or 
more of hazardous liquid or carbon di-
oxide, except that no report is required 
for a release of less than 5 barrels (0.8 
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cubic meters) resulting from a pipeline 
maintenance activity if the release is: 

(1) Not otherwise reportable under 
this section; 

(2) Not one described in § 195.52(a)(4); 
(3) Confined to company property or 

pipeline right-of-way; and 
(4) Cleaned up promptly; 
(c) Death of any person; 
(d) Personal injury necessitating hos-

pitalization; 
(e) Estimated property damage, in-

cluding cost of clean-up and recovery, 
value of lost product, and damage to 
the property of the operator or others, 
or both, exceeding $50,000. 

[Amdt. 195–22, 46 FR 38360, July 27, 1981, as 
amended by Amdt. 195–39, 53 FR 24950, July 1, 
1988; Amdt. 195–45, 56 FR 26925, June 12, 1991; 
Amdt. 195–52, 59 FR 33396, June 28, 1994; 
Amdt. 195–63, 63 FR 37506, July 13, 1998; 
Amdt. 195–75, 67 FR 836, Jan. 8, 2002] 

§ 195.52 Immediate notice of certain 
accidents. 

(a) Notice requirements. At the ear-
liest practicable moment following dis-
covery of a release of the hazardous liq-
uid or carbon dioxide transported re-
sulting in an event described in § 195.50, 
the operator of the system must give 
notice, in accordance with paragraph 
(b) of this section, of any failure that: 

(1) Caused a death or a personal in-
jury requiring hospitalization; 

(2) Resulted in either a fire or explo-
sion not intentionally set by the oper-
ator; 

(3) Caused estimated property dam-
age, including cost of cleanup and re-
covery, value of lost product, and dam-
age to the property of the operator or 
others, or both, exceeding $50,000; 

(4) Resulted in pollution of any 
stream, river, lake, reservoir, or other 
similar body of water that violated ap-
plicable water quality standards, 
caused a discoloration of the surface of 
the water or adjoining shoreline, or de-
posited a sludge or emulsion beneath 
the surface of the water or upon adjoin-
ing shorelines; or 

(5) In the judgment of the operator 
was significant even though it did not 
meet the criteria of any other para-
graph of this section. 

(b) Information required. Each notice 
required by paragraph (a) of this sec-
tion must be made to the National Re-

sponse Center either by telephone to 
800–424–8802 (in Washington, DC, 202– 
267–2675) or electronically at http:// 
www.nrc.uscg.mil and must include the 
following information: 

(1) Name, address and identification 
number of the operator. 

(2) Name and telephone number of 
the reporter. 

(3) The location of the failure. 
(4) The time of the failure. 
(5) The fatalities and personal inju-

ries, if any. 
(6) Initial estimate of amount of 

product released in accordance with 
paragraph (c) of this section. 

(7) All other significant facts known 
by the operator that are relevant to 
the cause of the failure or extent of the 
damages. 

(c) Calculation. A pipeline operator 
must have a written procedure to cal-
culate and provide a reasonable initial 
estimate of the amount of released 
product. 

(d) New information. An operator 
must provide an additional telephonic 
report to the NRC if significant new in-
formation becomes available during 
the emergency response phase of a re-
ported event at the earliest practicable 
moment after such additional informa-
tion becomes known. 

[75 FR 72907, Nov. 26, 2010] 

§ 195.54 Accident reports. 
(a) Each operator that experiences an 

accident that is required to be reported 
under § 195.50 must, as soon as prac-
ticable, but not later than 30 days after 
discovery of the accident, file an acci-
dent report on DOT Form 7000–1. 

(b) Whenever an operator receives 
any changes in the information re-
ported or additions to the original re-
port on DOT Form 7000–1, it shall file a 
supplemental report within 30 days. 

[Amdt. 195–39, 53 FR 24950, July 1, 1988, as 
amended by Amdt. 195–95, 75 FR 72907, Nov. 
26, 2010] 

§ 195.55 Reporting safety-related con-
ditions. 

(a) Except as provided in paragraph 
(b) of this section, each operator shall 
report in accordance with § 195.56 the 
existence of any of the following safe-
ty-related conditions involving pipe-
lines in service: 

VerDate Sep<11>2014 11:31 Jan 21, 2015 Jkt 232221 PO 00000 Frm 00574 Fmt 8010 Sfmt 8010 Y:\SGML\232221.XXX 232221w
re

ie
r-

av
ile

s 
on

 D
S

K
4T

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2020-01-27T16:40:15-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




