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Section Violation Willful viola-
tion 

236.1033 Communications and security requirements: 
Failure to provide cryptographic message integrity and authentication ................................. 5,000 7,500 
Improper use of revoked cryptographic key ........................................................................... 5,000 15,000 
Failure to protect cryptographic keys from unauthorized disclosure, modification, or substi-

tution .................................................................................................................................... 5,000 15,000 
Failure to establish prioritized service restoration and mitigation plan for communication 

services ............................................................................................................................... 5,000 7,500 
236.1035 Field testing requirements: 

Field testing without authorization or approval ....................................................................... 10,000 20,000 
236.1037 Records retention: 

Failure to maintain records and databases as required ......................................................... 7,500 15,000 
Failure to report inconsistency ................................................................................................ 10,000 20,000 
Failure to take prompt countermeasures ................................................................................ 10,000 20,000 
Failure to provide final report .................................................................................................. 2,500 5,000 

236.1039 Operations and Maintenance Manual: 
Failure to implement and maintain Operations and Maintenance Manual as required ......... 3,000 6,000 

236.1043 Task analysis and basic requirements: 
Failure to develop and maintain an acceptable training program .......................................... 10,000 20,000 
Failure to train persons as required ....................................................................................... 2,500 5,000 
Failure to conduct evaluation of training program as required .............................................. 2,500 5,000 
Failure to maintain records as required .................................................................................. 1,500 3,000 

236.1045 Training specific to office control personnel: 
Failure to conduct training unique to office control personnel ............................................... 2,500 5,000 

236.1047 Training specific to locomotive engineers and other operating personnel: 
Failure to conduct training unique to locomotive engineers and other operating personnel 2,500 5,000 

236.1049 Training specific to roadway workers: 
Failure to conduct training unique to roadway workers ......................................................... 2,500 5,000 

1 A penalty may be assessed against an individual only for a willful violation. The Administrator reserves the right to assess a 
penalty of up to $105,000 for any violation where circumstances warrant. See 49 CFR part 209, appendix A. 

[53 FR 52936, Dec. 29, 1988, as amended at 63 FR 11624, Mar. 10, 1998; 69 FR 30595, May 28, 2004; 
70 FR 11104, Mar. 7, 2005; 73 FR 79704, Dec. 30, 2008; 75 FR 2715, Jan. 15, 2010; 77 FR 24422, Apr. 
24, 2012] 

APPENDIX B TO PART 236—RISK 
ASSESSMENT CRITERIA 

The safety-critical performance of each 
product for which risk assessment is re-
quired under this part must be assessed in 
accordance with the following minimum cri-
teria or other criteria if demonstrated to the 
Associate Administrator for Safety to be 
equally suitable: 

(a) How are risk metrics to be expressed? The 
risk metric for the proposed product must 
describe with a high degree of confidence the 
accumulated risk of a train control system 
that operates over the designated life-cycle 
of the product. Each risk metric for the pro-
posed product must be expressed with an 
upper bound, as estimated with a sensitivity 
analysis, and the risk value selected must be 
demonstrated to have a high degree of con-
fidence. 

(b) How does the risk assessment handle inter-
action risks for interconnected subsystems/com-
ponents? The risk assessment of each safety- 
critical system (product) must account not 
only for the risks associated with each sub-
system or component, but also for the risks 
associated with interactions (interfaces) be-
tween such subsystems. 

(c) What is the main principle in computing 
risk for the previous and current conditions? 
The risk for the previous condition must be 

computed using the same metrics as for the 
new system being proposed. A full risk as-
sessment must consider the entire railroad 
environment where the product is being ap-
plied, and show all aspects of the previous 
condition that are affected by the installa-
tion of the product, considering all faults, 
operating errors, exposure scenarios, and 
consequences that are related as described in 
this part. For the full risk assessment, the 
total societal cost of the potential numbers 
of accidents assessed for both previous and 
new system conditions must be computed for 
comparison. An abbreviated risk assessment 
must, as a minimum, clearly compute the 
MTTHE for all of the hazardous events iden-
tified for both previous and current condi-
tions. The comparison between MTTHE for 
both conditions is to determine whether the 
product implementation meets the safety 
criteria as required by subpart H or subpart 
I of this part as applicable. 

(d) What major system characteristics must be 
included when relevant to risk assessment? 
Each risk calculation must consider the 
total signaling and train control system and 
method of operation, as subjected to a list of 
hazards to be mitigated by the signaling and 
train control system. The methodology re-
quirements must include the following major 
characteristics, when they are relevant to 
the product being considered: 
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(1) Track plan infrastructure, switches, 
rail crossings at grade and highway-rail 
grade crossings as applicable; 

(2) Train movement density for freight, 
work, and passenger trains where applicable 
and computed over a time span of not less 
than 12 months; 

(3) Train movement operational rules, as 
enforced by the dispatcher, roadway worker/ 
Employee in Charge, and train crew behav-
iors; 

(4) Wayside subsystems and components; 
(5) Onboard subsystems and components; 
(6) Consist contents such as hazardous ma-

terial, oversize loads; and 
(7) Operating speeds if the provisions of 

part 236 cite additional requirements for cer-
tain type of train control systems to be used 
at such speeds for freight and passenger 
trains. 

(e) What other relevant parameters must be 
determined for the subsystems and components? 
In order to derive the frequency of hazardous 
events (or MTTHE) applicable for a product, 
subsystem or component included in the risk 
assessment, the railroad may use various 
techniques, such as reliability and avail-
ability calculations for subsystems and com-
ponents, Fault Tree Analysis (FTA) of the 
subsystems, and results of the application of 
safety design principles as noted in Appendix 
C to this part. The MTTHE is to be derived 
for both fail-safe and non-fail-safe sub-
systems or components. The lower bounds of 
the MTTF or MTBF determined from the 
system sensitivity analysis, which account 
for all necessary and well justified assump-
tions, may be used to represent the estimate 
of MTTHE for the associated non-fail-safe 
subsystem or component in the risk assess-
ment. 

(f) How are processor-based subsystems/com-
ponents assessed? (1) An MTTHE value must 
be calculated for each processor-based sub-
system or component, or both, indicating the 
safety-critical behavior of the integrated 
hardware/software subsystem or component, 
or both. The human factor impact must be 
included in the assessment, whenever appli-
cable, to provide the integrated MTTHE 
value. The MTTHE calculation must con-
sider the rates of failures caused by perma-
nent, transient, and intermittent faults ac-
counting for the fault coverage of the inte-
grated hardware/software subsystem or com-
ponent, phased-interval maintenance, and 
restoration of the detected failures. 

(2) Software fault/failure analysis must be 
based on the assessment of the design and 
implementation of all safety-related soft-
ware including the application code, its oper-
ating/executive program, COTS software, and 
associated device drivers, as well as histor-
ical performance data, analytical methods 
and experimental safety-critical perform-
ance testing performed on the subsystem or 
component. The software assessment process 

must demonstrate through repeatable pre-
dictive results that all software defects have 
been identified and corrected by process with 
a high degree of confidence. 

(g) How are non-processor-based subsystems/ 
components assessed? (1) The safety-critical 
behavior of all non-processor-based compo-
nents, which are part of a processor-based 
system or subsystem, must be quantified 
with an MTTHE metric. The MTTHE assess-
ment methodology must consider failures 
caused by permanent, transient, and inter-
mittent faults, phase-interval maintenance 
and restoration of operation after failures 
and the effect of fault coverage of each non- 
processor-based subsystem or component. 

(2) MTTHE compliance verification and 
validation must be based on the assessment 
of the design for adequacy by a documented 
verification and validation process, histor-
ical performance data, analytical methods 
and experimental safety-critical perform-
ance testing performed on the subsystem or 
component. The non-processor-based quan-
tification compliance must be demonstrated 
to have a high degree of confidence. 

(h) What assumptions must be documented for 
risk assessment? (1) The railroad shall docu-
ment any assumptions regarding the deriva-
tion of risk metrics used. For example, for 
the full risk assessment, all assumptions 
made about each value of the parameters 
used in the calculation of total cost of acci-
dents should be documented. For abbreviated 
risk assessment, all assumptions made for 
MTHHE derivation using existing reliability 
and availability data on the current system 
components should be documented. The rail-
road shall document these assumptions in 
such a form as to permit later comparisons 
with in-service experience. 

(2) The railroad shall document any as-
sumptions regarding human performance. 
The documentation shall be in such a form 
as to facilitate later comparisons with in- 
service experience. 

(3) The railroad shall document any as-
sumptions regarding software defects. These 
assumptions shall be in a form that permit 
the railroad to project the likelihood of de-
tecting an in-service software defect. These 
assumptions shall be documented in such a 
form as to permit later comparisons with in- 
service experience. 

(4) The railroad shall document all of the 
identified safety-critical fault paths to a 
mishap as predicted by the safety analysis 
methodology. The documentation shall be in 
such a form as to facilitate later compari-
sons with in-service faults. 

[75 FR 2717, Jan. 15, 2010] 
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