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Federal Railroad Administration, DOT § 222.23 

Subpart B—Use of Locomotive 
Horns 

§ 222.21 When must a locomotive horn 
be used? 

(a) Except as provided in this part, 
the locomotive horn on the lead loco-
motive of a train, lite locomotive con-
sist, individual locomotive or lead cab 
car shall be sounded when such loco-
motive or lead cab car is approaching a 
public highway-rail grade crossing. 
Sounding of the locomotive horn with 
two long blasts, one short blast and one 
long blast shall be initiated at a loca-
tion so as to be in accordance with 
paragraph (b) of this section and shall 
be repeated or prolonged until the loco-
motive occupies the crossing. This pat-
tern may be varied as necessary where 
crossings are spaced closely together. 

(b)(1) Railroads to which this part ap-
plies shall comply with all the require-
ments contained in this paragraph (b) 
beginning on December 15, 2006. On and 
after June 24, 2005, but prior to Decem-
ber 15, 2006, a railroad shall, at its op-
tion, comply with this section or shall 
sound the locomotive horn in the man-
ner required by State law, or in the ab-
sence of State law, in the manner re-
quired by railroad operating rules in ef-
fect immediately prior to June 24, 2005. 

(2) Except as provided in paragraphs 
(b)(3) and (d) of this section, or when 
the locomotive horn is defective and 
the locomotive is being moved for re-
pair consistent with section 229.9 of 
this chapter, the locomotive horn shall 
begin to be sounded at least 15 seconds, 
but no more than 20 seconds, before the 
locomotive enters the crossing. It shall 
not constitute a violation of this sec-
tion if, acting in good faith, a loco-
motive engineer begins sounding the 
locomotive horn not more than 25 sec-
onds before the locomotive enters the 
crossing, if the locomotive engineer is 
unable to precisely estimate the time 
of arrival of the train at the crossing 
for whatever reason. 

(3) Trains, locomotive consists and 
individual locomotives traveling at 
speeds in excess of 60 mph shall not 
begin sounding the horn more than 
one-quarter mile (1,320 feet) in advance 
of the nearest public highway-rail 
grade crossing, even if the advance 
warning provided by the locomotive 

horn will be less than 15 seconds in du-
ration. 

(c) As stated in § 222.3(c) of this part, 
this section does not apply to any Chi-
cago Region highway-rail grade cross-
ing at which railroads were excused 
from sounding the locomotive horn by 
the Illinois Commerce Commission, 
and where railroads did not sound the 
horn, as of December 18, 2003. 

(d) Trains, locomotive consists and 
individual locomotives that have 
stopped in close proximity to a public 
highway-rail grade crossing may ap-
proach the crossing and sound the loco-
motive horn for less than 15 seconds be-
fore the locomotive enters the high-
way-rail grade crossing, if the loco-
motive engineer is able to determine 
that the public highway-rail grade 
crossing is not obstructed and either: 

(1) The public highway-rail grade 
crossing is equipped with automatic 
flashing lights and gates and the gates 
are fully lowered; or 

(2) There are no conflicting highway 
movements approaching the public 
highway-rail grade crossing. 

(e) Where State law requires the 
sounding of a locomotive audible warn-
ing device other than the locomotive 
horn at public highway-rail grade 
crossings, that locomotive audible 
warning device shall be sounded in ac-
cordance with paragraphs (b) and (d) of 
this section. 

§ 222.23 How does this regulation af-
fect sounding of a horn during an 
emergency or other situations? 

(a)(1) Notwithstanding any other pro-
vision of this part, a locomotive engi-
neer may sound the locomotive horn to 
provide a warning to animals, vehicle 
operators, pedestrians, trespassers or 
crews on other trains in an emergency 
situation if, in the locomotive engi-
neer’s sole judgment, such action is ap-
propriate in order to prevent imminent 
injury, death, or property damage. 

(2) Notwithstanding any other provi-
sion of this part, including provisions 
addressing the establishment of a quiet 
zone, limits on the length of time in 
which a horn may be sounded, or in-
stallation of wayside horns within 
quiet zones, this part does not preclude 
the sounding of locomotive horns in 

VerDate Sep<11>2014 10:25 Jan 26, 2015 Jkt 232222 PO 00000 Frm 00347 Fmt 8010 Sfmt 8010 Q:\49\49V4.TXT 31


		Superintendent of Documents
	2020-01-27T16:11:49-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




