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equipped with power brakes shall be 
consecutively placed in the same train. 

(3) Multi-unit articulated equipment 
shall not be placed in a train if the 
equipment has more than two consecu-
tive individual control valves cut-out 
or if the brakes controlled by the 
valves are inoperative. 

(f) Guidelines for determining locations 
where necessary repairs can be performed. 
The following guidelines will be consid-
ered by FRA when determining wheth-
er a location is a location where re-
pairs to a car’s brake system or compo-
nents can be performed and whether a 
location is the nearest location where 
the needed repairs can be effectuated. 

(1) The following general factors and 
guidelines will be considered when 
making determinations as to whether a 
location is a location where brake re-
pairs can be performed: 

(i) The accessibility of the location 
to persons responsible for making re-
pairs; 

(ii) The presence of hazardous condi-
tions that affect the ability to safely 
make repairs of the type needed at the 
location; 

(iii) The nature of the repair nec-
essary to bring the car into compli-
ance; 

(iv) The need for railroads to have in 
place an effective means to ensure the 
safe and timely repair of equipment; 

(v) The relevant weather conditions 
at the location that affect accessibility 
or create hazardous conditions; 

(vi) A location need not have the 
ability to effectuate every type of 
brake system repair in order to be con-
sidered a location where some brake re-
pairs can be performed; 

(vii) A location need not be staffed 
continuously in order to be considered 
a location where brake repairs can be 
performed; 

(viii) The ability of a railroad to per-
form repair track brake tests or single 
car tests at a location shall not be con-
sidered; and 

(ix) The congestion of work at a loca-
tion shall not be considered 

(2) The general factors and guidelines 
outlined in paragraph (f)(1) of this sec-
tion should be applied to the following 
locations: 

(i) A location where a mobile repair 
truck is used on a regular basis; 

(ii) A location where a mobile repair 
truck originates or is permanently sta-
tioned; 

(iii) A location at which a railroad 
performs mechanical repairs other 
than brake system repairs; and 

(iv) A location that has an operative 
repair track or repair shop; 

(3) In determining whether a location 
is the nearest location where the nec-
essary brake repairs can be made, the 
distance to the location is a key factor 
but should not be considered the deter-
mining factor. The distance to a loca-
tion must be considered in conjunction 
with the factors and guidance outlined 
in paragraphs (f)(1) and (f)(2) of this 
section. In addition, the following safe-
ty factors must be considered in order 
to optimize safety: 

(i) The safety of the employees re-
sponsible for getting the equipment to 
or from a particular location; and 

(ii) The potential safety hazards in-
volved with moving the equipment in 
the direction of travel necessary to get 
the equipment to a particular location. 

(g) Designation of repair locations. 
Based on the guidance detailed in para-
graph (f) of this section and consistent 
with other requirements contained in 
this part, a railroad may submit a de-
tailed petition, pursuant to the special 
approval procedures contained in 
§ 232.17, containing a plan designating 
locations where brake system repairs 
will be performed. Approval of such 
plans shall be made accordance with 
the procedures contained in § 232.17, 
and shall be subject to any modifica-
tions determined by FRA to be nec-
essary to ensure consistency with the 
requirements and guidance contained 
in this part. 

[66 FR 4193, Jan. 17, 2001, as amended at 67 
FR 17580, Apr. 10, 2002] 

§ 232.17 Special approval procedure. 
(a) General. The following procedures 

govern consideration and action upon 
requests for special approval of a plan 
under § 232.15(g); an alternative stand-
ard under § 232.305, § 232.603, or a single 
car test procedure under § 232.611; and 
pre-revenue service acceptance testing 
plans under subpart F of this part. 

(b) Petitions for special approval of an 
alternative standard or test procedure. 
Each petition for special approval of a 
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plan under § 232.15(g); an alternative 
standard under § 232.305 or § 232.603; or a 
single car test procedure under § 232.611 
shall contain: 

(1) The name, title, address, and tele-
phone number of the primary person to 
be contacted with regard to review of 
the petition; 

(2) The plan, alternative standard, or 
test procedure proposed, in detail, to be 
submitted for or to meet the particular 
requirement of this part; 

(3) Appropriate data or analysis, or 
both, for FRA to consider in deter-
mining whether the plan, alternative 
standard, or test procedure, will be 
consistent with the guidance under 
§ 232.15(f), if applicable, and will provide 
at least an equivalent level of safety or 
otherwise meet the requirements con-
tained in this part; and 

(4) A statement affirming that the 
railroad has served a copy of the peti-
tion on designated representatives of 
its employees, together with a list of 
the names and addresses of the persons 
served. 

(c) Petitions for special approval of pre- 
revenue service acceptance testing plan. 
Each petition for special approval of a 
pre-revenue service acceptance testing 
plan shall contain: 

(1) The name, title, address, and tele-
phone number of the primary person to 
be contacted with regard to review of 
the petition; and 

(2) The elements prescribed in 
§ 232.505. 

(d) Service. (1) Each petition for spe-
cial approval under paragraph (b) or (c) 
of this section shall be submitted to 
the Associate Administrator for Safe-
ty, Federal Railroad Administration, 
1200 New Jersey Avenue, SE., Wash-
ington, DC 20590. 

(2) Service of each petition for spe-
cial approval of a plan or an alter-
native standard submitted under para-
graph (b) of this section shall be made 
on the following: 

(i) Designated representatives of the 
employees of the railroad submitting a 
plan pursuant to § 232.15(g) or des-
ignated representatives of the employ-
ees responsible for the equipment’s op-
eration, inspection, testing, and main-
tenance under this part; 

(ii) Any organizations or bodies that 
either issued the standard incorporated 

in the section(s) of the rule to which 
the special approval pertains or issued 
the alternative standard that is pro-
posed in the petition; and 

(iii) Any other person who has filed 
with FRA a current statement of inter-
est in reviewing special approvals 
under the particular requirement of 
this part at least 30 days but not more 
than 5 years prior to the filing of the 
petition. If filed, a statement of inter-
est shall be filed with FRA’s Associate 
Administrator for Safety and shall ref-
erence the specific section(s) of this 
part in which the person has an inter-
est. 

(e) Federal Register notice. FRA will 
publish a notice in the FEDERAL REG-
ISTER concerning each petition under 
paragraph (b) of this section. 

(f) Comment. Not later than 30 days 
from the date of publication of the no-
tice in the FEDERAL REGISTER con-
cerning a petition under paragraph (b) 
of this section, any person may com-
ment on the petition. 

(1) A comment shall set forth specifi-
cally the basis upon which it is made, 
and contain a concise statement of the 
interest of the commenter in the pro-
ceeding. 

(2) The comment shall be submitted 
to the Associate Administrator for 
Safety, Federal Railroad Administra-
tion, 1200 New Jersey Avenue, SE., 
Washington, DC 20590. 

(3) The commenter shall certify that 
a copy of the comment was served on 
each petitioner. 

(g) Disposition of petitions. (1) If FRA 
finds that the petition complies with 
the requirements of this section and 
that the proposed plan under § 232.15(g), 
the alternative standard, or the pre- 
revenue service plan is acceptable and 
justified, the petition will be granted, 
normally within 90 days of its receipt. 
If the petition is neither granted nor 
denied within 90 days, the petition re-
mains pending for decision. FRA may 
attach special conditions to the ap-
proval of any petition. Following the 
approval of a petition, FRA may re-
open consideration of the petition for 
cause. 

(2) If FRA finds that the petition 
does not comply with the requirements 
of this section and that the proposed 
plan under § 232.15(g), the alternative 
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standard, or the pre-revenue service 
plan is not acceptable or justified, the 
petition will be denied, normally with-
in 90 days of its receipt. 

(3) When FRA grants or denies a peti-
tion, or reopens consideration of the 
petition, written notice is sent to the 
petitioner and other interested parties. 

[66 FR 4193, Jan. 17, 2001, as amended at 67 
FR 17580, Apr. 10, 2002; 73 FR 61552, Oct. 16, 
2008; 74 FR 25174, May 27, 2009] 

§ 232.19 Availability of records. 
Except as otherwise provided, the 

records and plans required by this part 
shall be made available to representa-
tives of FRA and States participating 
under part 212 of this chapter for in-
spection and copying upon request. 

§ 232.21 Information Collection. 
(a) The information collection re-

quirements of this part were reviewed 
by the Office of Management and Budg-
et pursuant to the Paperwork Reduc-
tion Act of 1995 (44 U.S.C. 3501 et seq.) 
and are assigned OMB control number 
2130–0008. 

(b) The information collection re-
quirements are found in the following 
sections: §§ 229.27, 231.31, 232.1, 232.3, 
232.7, 232.11, 232.15, 232.17, 232.103, 
232.105, 232.107, 232.109, 232.111, 232.203, 
232.205, 232.207, 232.209, 232.211, 232.213, 
232.303, 232.307, 232.309, 232.403, 232.405, 
232.407, 232.409, 232.503, 232.505. 

Subpart B—General Requirements 

§ 232.101 Scope. 
This subpart contains general oper-

ating, performance, and design require-
ments for each railroad that operates 
freight or other non-passenger trains 
and for specific equipment used in 
those operations. 

§ 232.103 General requirements for all 
train brake systems. 

(a) The primary brake system of a 
train shall be capable of stopping the 
train with a service application from 
its maximum operating speed within 
the signal spacing existing on the 
track over which the train is oper-
ating. 

(b) If the integrity of the train line of 
a train brake system is broken, the 

train shall be stopped. If a train line 
uses other than solely pneumatic tech-
nology, the integrity of the train line 
shall be monitored by the brake con-
trol system. 

(c) A train brake system shall re-
spond as intended to signals from the 
train line. 

(d) One hundred percent of the brakes 
on a train shall be effective and opera-
tive brakes prior to use or departure 
from any location where a Class I 
brake test is required to be performed 
on the train pursuant to § 232.205. 

(e) A train shall not move if less than 
85 percent of the cars in that train 
have operative and effective brakes. 

(f) Each car in a train shall have its 
air brakes in effective operating condi-
tion unless the car is being moved for 
repairs in accordance with §§ 232.15 and 
232.609. The air brakes on a car are not 
in effective operating condition if its 
brakes are cut-out or otherwise inoper-
ative or if the piston travel exceeds: 

(1) 101⁄2 inches for cars equipped with 
nominal 12-inch stroke brake cylinders; 
or 

(2) The piston travel limits indicated 
on the stencil, sticker, or badge plate 
for the brake cylinder with which the 
car is equipped. 

(g) Except for cars equipped with 
nominal 12-inch stroke (81⁄2 and 10-inch 
diameters) brake cylinders, all cars 
shall have a legible decal, stencil, or 
sticker affixed to the car or shall be 
equipped with a badge plate displaying 
the permissible brake cylinder piston 
travel range for the car at Class I 
brake tests and the length at which the 
piston travel renders the brake ineffec-
tive, if different from Class I brake test 
limits. The decal, stencil, sticker, or 
badge plate shall be located so that it 
may be easily read and understood by a 
person positioned safely beside the car. 

(h) All equipment ordered on or after 
August 1, 2002, or placed in service for 
the first time on or after April 1, 2004, 
shall have train brake systems de-
signed so that an inspector can observe 
from a safe position either the piston 
travel, an accurate indicator which 
shows piston travel, or any other 
means by which the brake system is 
actuated. The design shall not require 
the inspector to place himself or her-
self on, under, or between components 
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