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(6) A description of any special in-
strumentation to be used during the 
tests. 

(7) A description of the information 
or data to be obtained. 

(8) A description of how the informa-
tion or data obtained is to be analyzed 
or used. 

(9) A description of any criteria to be 
used as safety limits during the test-
ing. 

(10) A description of the criteria to be 
used to measure or determine the suc-
cess or failure of the tests. If accept-
ance is to be based on extrapolation of 
less than full level testing results, the 
analysis to be done to justify the valid-
ity of the extrapolation shall be de-
scribed. 

(11) A description of any special safe-
ty precautions to be observed during 
the testing. 

(12) A written set of standard oper-
ating procedures to be used to ensure 
that the testing is done safely. 

(13) Quality control procedures to en-
sure that the inspection, testing, and 
maintenance procedures are followed. 

(14) Criteria to be used for the rev-
enue service operation of the equip-
ment. 

(15) A description of all testing of the 
equipment that has previously been 
performed, if any. 

(f) Exception. For brake system tech-
nologies that have previously been 
used in revenue service in the United 
States, the railroad shall test the 
equipment on its system, prior to plac-
ing it in revenue service, to ensure the 
compatibility of the equipment with 
the operating system (track, signals, 
etc.) of the railroad. A description of 
such testing shall be retained by the 
railroad and made available to FRA for 
inspection and copying upon request. 

Subpart G—Electronically Con-
trolled Pneumatic (ECP) Brak-
ing Systems 

SOURCE: 73 FR 61553, Oct. 16, 2008, unless 
otherwise noted. 

§ 232.601 Scope. 
This subpart contains specific re-

quirements applicable to freight trains 
and freight cars equipped with ECP 
brake systems. This subpart also con-

tains specific exceptions from various 
requirements contained in this part for 
freight trains and freight cars equipped 
with ECP brake systems. 

§ 232.602 Applicability. 

This subpart applies to all railroads 
that operate a freight car or freight 
train governed by this part and 
equipped with an ECP brake system. 
Unless specifically excepted or modi-
fied in this section, all of the other re-
quirements contained in this part are 
applicable to a freight car or freight 
train equipped with an ECP brake sys-
tem. 

§ 232.603 Design, interoperability, and 
configuration management require-
ments. 

(a) General. A freight car or freight 
train equipped with an ECP brake sys-
tem shall, at a minimum, meet the As-
sociation of American Railroads (AAR) 
standards contained in the AAR Man-
ual of Standards and Recommended 
Practices related to ECP brake sys-
tems listed below; an alternate stand-
ard approved by FRA pursuant to 
§ 232.17; or a modified standard ap-
proved in accordance with the provi-
sions contained in paragraph (f) of this 
section. The incorporation by reference 
of the AAR standards identified in this 
section was approved by the Director of 
the Federal Register in accordance 
with 5 U.S.C. 552(a) and 1 CFR part 51. 
Copies of the incorporated documents 
may be obtained from the Association 
of American Railroads, 50 F Street, 
NW., Washington, DC 20001, 202–639– 
2100, www.aar.org. You may inspect a 
copy at the Federal Railroad Adminis-
tration, 1200 New Jersey Avenue, SE., 
Washington, DC, 202–493–6300 or at the 
National Archives and Records Admin-
istration (NARA). For information on 
the availability of this material at 
NARA, call 202–741–6030, or go to: http:// 
www.archives.gov/federallregister/ 
codeloflfederallregulations/ 
ibrllocations.html. The applicable 
standards, which are incorporated into 
this regulation by reference, include 
the following: 

(1) AAR S–4200, ‘‘Electronically Con-
trolled Pneumatic (ECP) Cable-Based 
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