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part, if the railroad has actual knowl-
edge of the facts giving rise to the vio-
lation, or a reasonable person acting in 
the circumstances and exercising rea-
sonable care would have that knowl-
edge; or 

(ii) That has not been inspected and 
tested as required by a provision of this 
part, other than the safety appliance 
and power brake provisions of this 
part, if the railroad has actual knowl-
edge of the facts giving rise to the vio-
lation, or a reasonable person acting in 
the circumstances and exercising rea-
sonable care would have that knowl-
edge; or 

(3) Violate any other provision of this 
part. 

(b) For purposes of this part, pas-
senger equipment will be considered in 
use prior to departure but after it has 
received, or should have received, the 
inspection required under this part for 
movement and is deemed ready for pas-
senger service. 

(c) Although the duties imposed by 
this part are generally stated in terms 
of the duty of a railroad, any person as 
defined in § 238.5, including a con-
tractor for a railroad, who performs 
any function covered by this part must 
perform that function in accordance 
with this part. 

§ 238.11 Penalties. 

(a) Any person, as defined in § 238.5, 
who violates any requirement of this 
part or causes the violation of any such 
requirement is subject to a civil pen-
alty of at least $650 and not more than 
$25,000 per violation, except that: Pen-
alties may be assessed against individ-
uals only for willful violations, and, 
where a grossly negligent violation or 
a pattern of repeated violations has 
created an imminent hazard of death or 
injury to persons, or has caused death 
or injury, a penalty not to exceed 
$105,000 per violation may be assessed. 
Each day a violation continues shall 
constitute a separate offense. See ap-
pendix A to this part for a statement of 
agency civil penalty policy. 

(b) Any person who knowingly and 
willfully falsifies a record or report re-
quired by this part may be subject to 

criminal penalties under 49 U.S.C. 
21311. 

[64 FR 25660, May 12, 1999, as amended at 69 
FR 30595, May 28, 2004; 72 FR 51198, Sept. 6, 
2007; 73 FR 79704, Dec. 30, 2008; 77 FR 24422, 
Apr. 24, 2012] 

§ 238.13 Preemptive effect. 

(a) Under 49 U.S.C. 20106, issuance of 
these regulations preempts any State 
law, regulation, or order covering the 
same subject matter, except an addi-
tional or more stringent law, regula-
tion, or order that is necessary to 
eliminate or reduce an essentially local 
safety or security hazard; is not incom-
patible with a law, regulation, or order 
of the United States Government; and 
does not unreasonably burden inter-
state commerce. 

(b) This part establishes Federal 
standards of care for railroad passenger 
equipment. This part does not preempt 
an action under State law seeking 
damages for personal injury, death, or 
property damage alleging that a party 
has failed to comply with the Federal 
standard of care established by this 
part, including a plan or program re-
quired by this part. Provisions of a 
plan or program that exceed the re-
quirements of this part are not in-
cluded in the Federal standard of care. 

(c) Under 49 U.S.C. 20701–20703 (for-
merly the Locomotive (Boiler) Inspec-
tion Act), the field of locomotive safe-
ty is preempted, extending to the de-
sign, the construction, and the mate-
rial of every part of the locomotive and 
tender and all appurtenances thereof. 
To the extent that the regulations in 
this part establish requirements affect-
ing locomotive safety, the scope of pre-
emption is provided by 49 U.S.C. 20701– 
20703. 

[75 FR 1227, Jan. 8, 2010] 

§ 238.15 Movement of passenger equip-
ment with power brake defects. 

Beginning on January 1, 2002, the fol-
lowing provisions of this section apply 
to railroads operating Tier I passenger 
equipment covered by this part. A rail-
road may request earlier application of 
these requirements upon written noti-
fication to FRA’s Associate Adminis-
trator for Safety as provided in 
§ 238.1(c) of this part. 
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(a) General. This section contains the 
requirements for moving passenger 
equipment with a power brake defect 
without liability for a civil penalty 
under this part. Railroads remain lia-
ble for the movement of passenger 
equipment under 49 U.S.C. 20303(c). For 
purposes of this section, § 238.17, and 
§ 238.503, a ‘‘power brake defect’’ is a 
condition of a power brake component, 
or other primary brake component, 
that does not conform with this part. 
(Passenger cars and other passenger 
equipment classified as locomotives 
under part 229 of this chapter are also 
covered by the movement restrictions 
contained in § 229.9 of this chapter for 
those defective conditions covered by 
part 229 of this chapter.) 

(b) Limitations on movement of pas-
senger equipment containing a power 
brake defect at the time a Class I or IA 
brake test is performed. Except as pro-
vided in paragraph (c) of this section 
(which addresses brakes that become 
defective en route after a Class I or IA 
brake test was performed), a commuter 
or passenger train that has in its con-
sist passenger equipment containing a 
power brake defect at the time that a 
Class I or IA brake test (or, for Tier II 
trains, the equivalent) is performed 
may only be moved, without civil pen-
alty liability under this part— 

(1) If all of the following conditions 
are met: 

(i) The train is moved for purposes of 
repair, without passengers; 

(ii) The applicable operating restric-
tions in paragraphs (d) and (e) of this 
section are observed; and 

(iii) The passenger equipment is 
tagged, or information is recorded, as 
prescribed in paragraph (c)(2) of this 
section; or 

(2) If the train is moved for purposes 
of scrapping or sale of the passenger 
equipment that has the power brake 
defect and all of the following condi-
tions are met: 

(i) The train is moved without pas-
sengers; 

(ii) The movement is at a speed of 15 
mph or less; and 

(iii) The movement conforms with 
the railroad’s air brake or power brake 
instructions. 

(c) Limitations on movement of pas-
senger equipment in passenger service 

that becomes defective en route after a 
Class I or IA brake test. Passenger equip-
ment hauled or used in service in a 
commuter or passenger train that de-
velops inoperative or ineffective power 
brakes or any other power brake defect 
while en route to another location 
after receiving a Class I or IA brake 
test (or, for Tier II trains, the equiva-
lent) may be hauled or used by a rail-
road for repair, without civil penalty 
liability under this part, if the applica-
ble operating restrictions set forth in 
paragraphs (d) and (e) of this section 
are complied with and all of the fol-
lowing requisites are satisfied: 

(1) En route defect. At the time of the 
train’s Class I or IA brake test, the 
passenger equipment in the train was 
properly equipped with power brakes 
that comply with this part. The power 
brakes on the passenger equipment be-
come defective while it is en route to 
another location. 

(2) Record. A tag or card is placed on 
both sides of the defective passenger 
equipment, or an automated tracking 
system is provided, with the following 
information about the defective pas-
senger equipment: 

(i) The reporting mark and car or lo-
comotive number; 

(ii) The name of the inspecting rail-
road; 

(iii) The name of the inspector; 
(iv) The inspection location and date; 
(v) The nature of each defect; 
(vi) The destination of the equipment 

where it will be repaired; and 
(vii) The signature, if possible, and 

job title of the person reporting the de-
fective condition. 

(3) Automated tracking system. Auto-
mated tracking systems used to meet 
the tagging requirements contained in 
paragraph (c)(2) of this section may be 
reviewed and monitored by FRA at any 
time to ensure the integrity of the sys-
tem. FRA’s Associate Administrator 
for Safety may prohibit or revoke a 
railroad’s ability to utilize an auto-
mated tracking system in lieu of tag-
ging if FRA finds that the automated 
tracking system is not properly secure, 
is inaccessible to FRA or a railroad’s 
employees, or fails to adequately track 
or monitor the movement of defective 
equipment. Such a determination will 
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be made in writing and will state the 
basis for such action. 

(4) Conditional requirement. In addi-
tion, if an en route failure causes 
power brakes to be cut out or renders 
the brake inoperative on passenger 
equipment, the railroad shall: 

(i) Determine the percentage of oper-
ative power brakes in the train based 
on the number of brakes known to be 
cut out or otherwise inoperative, using 
the formula specified in paragraph 
(d)(1) of this section; 

(ii) Notify the person responsible for 
the movement of trains of the percent 
of operative brakes and movement re-
strictions on the train imposed by 
paragraph (d) of this section; 

(iii) Notify the mechanical depart-
ment of the failure; and 

(iv) Confirm the percentage of opera-
tive brakes by a walking inspection at 
the next location where the railroad 
reasonably judges that it is safe to do 
so. 

(d) Operating restrictions based on per-
cent operative power brakes in train—(1) 
Computation of percent operative power 
brakes. (i) Except as specified in para-
graphs (d)(1)(ii) and (iii) of this section, 
the percentage of operative power 
brakes in a train shall be determined 
by dividing the number of axles in the 
train with operative power brakes by 
the total number of axles in the train. 

(ii) For trains equipped with only 
tread brake units (TBUs), the percent-
age of operative power brakes shall be 
determined by dividing the number of 
operative TBUs by the total number of 
TBUs in the train. 

(iii) Each cut-out axle on a loco-
motive that weighs more than 200,000 
pounds shall be counted as two cut-out 
axles for the purposes of calculating 
the percentage of operative brakes. Un-
less otherwise specified by the railroad, 
the friction braking effort over all 
other axles shall be considered uni-
form. 

(iv) The following brake conditions 
not in compliance with this part do not 
render power brakes inoperative for 
purposes of this calculation: 

(A) Failure or cutting out of sec-
ondary brake systems; 

(B) Inoperative or otherwise defec-
tive handbrakes or parking brakes; 

(C) Piston travel that is in excess of 
the Class I brake test limits required in 
§ 238.313 but that does not exceed the 
maximum prescribed limits for consid-
ering the brakes to be effective; and 

(D) Power brakes overdue for inspec-
tion, testing, maintenance, or sten-
ciling under this part. 

(2) All passenger trains developing 50–74 
percent operative power brakes. A pas-
senger train that develops inoperative 
power brake equipment resulting in at 
least 50 percent but less than 75 per-
cent operative power brakes may be 
used only as follows: 

(i) The train may be moved in pas-
senger service only to the next forward 
passenger station; 

(ii) The speed of the train shall be re-
stricted to 20 mph or less; and 

(iii) After all passengers are dis-
charged, the defective equipment shall 
be moved to the nearest location where 
the necessary repairs can be made. 

(3) Commuter, short-distance intercity, 
and short-distance Tier II passenger 
trains developing 75–99 percent operative 
power brakes. (i) 75–84 percent operative 
brakes. Commuter, short-distance 
intercity, and short-distance Tier II 
passenger trains which develop inoper-
ative power brake equipment resulting 
in at least 75 percent but less than 85 
percent operative brakes may be used 
only as follows: 

(A) The train may be moved in pas-
senger service only to the next forward 
location where the necessary repairs 
can be made; however, if the next for-
ward location where the necessary re-
pairs can be made does not have the fa-
cilities to handle the safe unloading of 
passengers, the train may be moved 
past the repair location in service only 
to the next forward passenger station 
in order to facilitate the unloading of 
passengers; and 

(B) The speed of the train shall be re-
stricted to 50 percent of the train’s 
maximum allowable speed or 40 mph, 
whichever is less; and 

(C) After all passengers are dis-
charged, the defective equipment shall 
be moved to the nearest location where 
the necessary repairs can be made. 

(ii) 85–99 percent operative brakes. 
Commuter, short-distance intercity, 
and short-distance Tier II passenger 
trains which develop inoperative power 

VerDate Sep<11>2014 10:25 Jan 26, 2015 Jkt 232222 PO 00000 Frm 00887 Fmt 8010 Sfmt 8010 Q:\49\49V4.TXT 31



878 

49 CFR Ch. II (10–1–14 Edition) § 238.15 

brake equipment resulting in at least 
85 percent but less than 100 percent op-
erative brakes may only be used as fol-
lows: 

(A) The train may be moved in pas-
senger service only to the next forward 
location where the necessary repairs 
can be made; however, if the next for-
ward location where the necessary re-
pairs can be made does not have the fa-
cilities to handle the safe unloading of 
passengers, the train may be moved 
past the repair location in service only 
to the next forward passenger station 
in order to facilitate the unloading of 
passengers; and 

(B) After all passengers are dis-
charged, the defective equipment shall 
be moved to the nearest location where 
the necessary repairs can be made. 

(4) Long-distance intercity and long-dis-
tance Tier II passenger trains developing 
75–99 operative power brakes. (i) 75–84 
percent operative brakes. Long-distance 
intercity and long-distance Tier II pas-
senger trains which develop inoper-
ative power brake equipment resulting 
in at least 75 percent but less than 85 
percent operative brakes may be used 
only if all of the following restrictions 
are observed: 

(A) The train may be moved in pas-
senger service only to the next forward 
repair location identified for repair of 
that equipment by the railroad oper-
ating the equipment in the list re-
quired by § 238.19(d); however, if the 
next forward repair location does not 
have the facilities to handle the safe 
unloading of passengers, the train may 
be moved past the designated repair lo-
cation in service only to the next for-
ward passenger station in order to fa-
cilitate the unloading of passengers; 
and 

(B) The speed of the train shall be re-
stricted to 50 percent of the train’s 
maximum allowable speed or 40 mph, 
whichever is less; and 

(C) After all passengers are dis-
charged, the defective equipment shall 
be moved to the nearest location where 
the necessary repairs can be made. 

(ii) 85–99 percent operative brakes. 
Long-distance intercity and long-dis-
tance Tier II passenger trains which 
develop inoperative power brake equip-
ment resulting in at least 85 percent 
but less than 100 percent operative 

brakes may be used only if all of the 
following restrictions are observed: 

(A) The train may be moved in pas-
senger service only to the next forward 
repair location identified for repair of 
that equipment by the railroad oper-
ating the equipment in the list re-
quired by § 238.19(d); however, if the 
next forward repair location does not 
have the facilities to handle the safe 
unloading of passengers, the train may 
be moved past the designated repair lo-
cation in service only to the next for-
ward passenger station in order to fa-
cilitate the unloading of passengers; 
and 

(B) After all passengers are dis-
charged, the defective equipment shall 
be moved to the nearest location where 
the necessary repairs can be made. 

(e) Operating restrictions on passenger 
trains with inoperative power brakes on 
the front or rear unit. If the power 
brakes on the front or rear unit in any 
passenger train are completely inoper-
ative the following shall apply: 

(1) If the handbrake is located inside 
the interior of the car: 

(i) A qualified person shall be sta-
tioned at the handbrake on the unit; 

(ii) The car shall be locked-out and 
empty except for the railroad employee 
manning the handbrake; and 

(iii) Appropriate speed restrictions 
shall be placed on the train by a quali-
fied person; 

(2) If the handbrake is located out-
side the interior of the car or is inac-
cessible to a qualified person: 

(i) The car shall be locked-out and 
empty; 

(ii) The speed of the train shall be re-
stricted to 20 mph or less; and 

(iii) The car shall be removed from 
the train or repositioned in the train at 
the first location where it is possible to 
do so. 

(f) Special Notice for Repair. Nothing 
in this section authorizes the move-
ment of passenger equipment subject 
to a Special Notice for Repair under 
part 216 of this chapter unless the 
movement is made in accordance with 
the restrictions contained in the Spe-
cial Notice. 

[64 FR 25660, May 12, 1999, as amended at 65 
FR 41306, July 3, 2000; 67 FR 19990, Apr. 23, 
2002] 
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