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shall initiate a penalty brake applica-
tion. 

(d) The following procedures apply if 
the alerter or deadman control fails en 
route and causes the locomotive to be 
in non-compliance with paragraph (a): 

(1)(i) A second person qualified on the 
signal system and trained to apply the 
emergency brake shall be stationed in 
the locomotive cab; or 

(ii) The engineer shall be in constant 
communication with a second crew-
member until the train reaches the 
next terminal. 

(2)(i) A tag shall be prominently dis-
played in the locomotive cab to indi-
cate that the alerter or deadman con-
trol is defective, until such device is 
repaired; and 

(ii) When the train reaches its next 
terminal or the locomotive undergoes 
its next calendar day inspection, 
whichever occurs first, the alerter or 
deadman control shall be repaired or 
the locomotive shall be removed as the 
controlling locomotive in the train. 

[64 FR 25660, May 12, 1999, as amended at 67 
FR 19991, Apr. 23, 2002] 

PART 238, SUBPART C, FIGURE 1 

[75 FR 1230, Jan. 8, 2010] 

Subpart D—Inspection, Testing, 
and Maintenance Require-
ments for Tier I Passenger 
Equipment 

§ 238.301 Scope. 

(a) This subpart contains require-
ments pertaining to the inspection, 

testing, and maintenance of passenger 
equipment operating at speeds not ex-
ceeding 125 miles per hour. The require-
ments in this subpart address the in-
spection, testing, and maintenance of 
the brake system as well as other me-
chanical and electrical components 
covered by this part. 
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