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49 CFR Ch. II (10–1–14 Edition) § 238.413 

§ 238.413 End structures of trailer 
cars. 

(a) Except as provided in paragraph 
(b) of this section, the end structure of 
a trailer car shall be designed to in-
clude the following elements, or their 
structural equivalent. (A conceptual 
implementation of this end structure is 
provided in Figure 3 to this subpart.) 

(1) Corner posts. Two full-height cor-
ner posts, each capable of withstanding 
the following: 

(i) A horizontal, longitudinal shear 
load of 150,000 pounds at its joint with 
the underframe without exceeding the 
ultimate strength of the joint; 

(ii) A horizontal, longitudinal or lat-
eral force of 30,000 pounds applied at a 
point 18 inches up from the underframe 
attachment without exceeding the 
yield or the critical buckling stress; 
and 

(iii) A horizontal, longitudinal or lat-
eral shear load of 20,000 pounds at its 
joint with the roof without exceeding 
the ultimate strength of the joint. 

(2) Collision posts. Two full-height col-
lision posts each capable of with-
standing the following: 

(i) A horizontal, longitudinal shear 
load of 300,000 pounds at its joint with 
the underframe without exceeding the 
ultimate strength of the joint; and 

(ii) A horizontal, longitudinal shear 
load of 60,000 pounds at its joint with 
the roof without exceeding the ulti-
mate strength of the joint. 

(b) If the trailer car is designed with 
an end vestibule, the end structure in-
board of the vestibule shall have two 
full-height corner posts, or their struc-
tural equivalent, each capable of with-
standing the following (A conceptual 
implementation of this end structure is 
provided in Figure 4 to this subpart): 

(1) A horizontal, longitudinal shear 
load of 200,000 pounds at its joint with 
the underframe without exceeding the 
ultimate strength of the joint; 

(2) A horizontal, lateral force of 30,000 
pounds applied at a point 18 inches up 
from the underframe attachment with-
out exceeding the yield or the critical 
buckling stress; 

(3) A horizontal, longitudinal force of 
50,000 pounds applied at a point 18 
inches up from the underframe attach-
ment without exceeding the yield or 
the critical buckling stress; and 

(4) A horizontal, longitudinal or lat-
eral shear load of 20,000 pounds at its 
joint with the roof without exceeding 
the ultimate strength of the joint. 

§ 238.415 Rollover strength. 
(a) Each passenger car and power car 

shall be designed to rest on its side and 
be uniformly supported at the top 
(‘‘roof rail’’) and the bottom chords 
(‘‘side sill’’) of the side frame. The al-
lowable stress in the structural mem-
bers of the occupied volumes for this 
condition shall be one-half yield or 
one-half the critical buckling stress, 
whichever is less. Minor localized de-
formations to the outer side skin of the 
passenger car or power car is allowed 
provided such deformations in no way 
intrude upon the occupied volume of 
each car. 

(b) Each passenger car and power car 
shall also be designed to rest on its 
roof so that any damage in occupied 
areas is limited to roof sheathing and 
framing. The allowable stress in the 
structural members of the occupied 
volumes for this condition shall be one- 
half yield or one-half the critical buck-
ling stress, whichever is less. Deforma-
tion to the roof sheathing and framing 
is allowed to the extent necessary to 
permit the vehicle to be supported di-
rectly on the top chords of the side 
frames and end frames. 

§ 238.417 Side loads. 
(a) Each passenger car body structure 

shall be designed to resist an inward 
transverse load of 80,000 pounds of force 
applied to the side sill and 10,000 
pounds of force applied to the belt rail 
(horizontal members at the bottom of 
the window opening in the side frame). 

(b) These loads shall be considered to 
be applied separately over the full 
vertical dimension of the specified 
member for any distance of 8 feet in 
the direction of the length of the car. 

(c) The allowable stress shall be the 
lesser of the yield stress, except as oth-
erwise allowed by this paragraph, or 
the critical buckling stress. In calcu-
lating the stress to show compliance 
with this requirement, local yielding of 
the side skin adjacent to the side sill 
and belt rail, and local yielding of the 
side sill bend radii at the crossbearer 
and floor-beam connections is allowed. 
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