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deprive the railroad of the movement-for-re-
pair provision and make the railroad and any 
responsible individuals liable for penalty 
under the particular regulatory section(s) 
contained in part 231 of this chapter or 
§ 238.429 concerning the substantive defective 
condition. 

The penalties listed for failure to perform 
the exterior and interior mechanical inspec-
tions and tests required under § 238.303 and 
§ 238.305 may be assessed for each unit of pas-
senger equipment contained in a train that 
is not properly inspected. Whereas, the pen-
alties listed for failure to perform the brake 
inspections and tests under § 238.313 through 
§ 238.319 may be assessed for each train that 
is not properly inspected. 

2 The penalty schedule uses section num-
bers from 49 CFR part 238. If more than one 
item is listed as a type of violation of a given 
section, each item is also designated by a 
‘‘penalty code,’’ which is used to facilitate 
assessment of civil penalties, and which may 
or may not correspond to any subsection des-
ignation(s). For convenience, penalty cita-
tions will cite the CFR section and the pen-
alty code, if any. FRA reserves the right, 
should litigation become necessary, to sub-
stitute in its complaint the CFR citation in 
place of the combined CFR and penalty code 
citation, should they differ. 

§ 238.428 Overheat sensors. 
Overheat sensors for each wheelset 

journal bearing shall be provided. The 
sensors may be placed either onboard 
the equipment or at reasonable inter-
vals along the railroad’s right-of-way. 

[78 FR 16126, Mar. 13, 2013] 

§ 238.429 Safety appliances. 
(a) Couplers. (1) The leading and the 

trailing ends of a semi-permanently 
coupled trainset shall each be equipped 
with an automatic coupler that couples 
on impact and uncouples by either ac-
tivation of a traditional uncoupling 
lever or some other type of uncoupling 
mechanism that does not require a per-
son to go between the equipment units. 

(2) The automatic coupler and uncou-
pling device on the leading and trailing 
ends of a semi-permanently coupled 
trainset may be stored within a remov-
able shrouded housing. 

(3) If the units in a train are not 
semi-permanently coupled, both ends 
of each unit shall be equipped with an 
automatic coupler that couples on im-
pact and uncouples by either activa-
tion of a traditional uncoupling lever 
or some other type of uncoupling 

mechanism that does not require a per-
son to go between the equipment units. 

(b) Hand brakes. Except as provided in 
paragraph (f) of this section, Tier II 
trains shall be equipped with a parking 
or hand brake that can be applied and 
released manually and that is capable 
of holding the train on a 3-percent 
grade. 

(c) Safety appliance mechanical 
strength and fasteners. (1) All handrails, 
handholds, and sill steps shall be made 
of 1-inch diameter steel pipe, 5⁄8-inch 
thickness steel, or a material of equal 
or greater mechanical strength. 

(2) All safety appliances shall be se-
curely fastened to the car body struc-
ture with mechanical fasteners that 
have mechanical strength greater than 
or equal to that of a 1⁄2-inch diameter 
SAE grade steel bolt mechanical fas-
tener. 

(i) Safety appliance mechanical fas-
teners shall have mechanical strength 
and fatigue resistance equal to or 
greater than a 1⁄2-inch diameter SAE 
steel bolt. 

(ii) Mechanical fasteners shall be in-
stalled with a positive means to pre-
vent unauthorized removal. Self-lock-
ing threaded fasteners do not meet this 
requirement. 

(iii) Mechanical fasteners shall be in-
stalled to facilitate inspection. 

(d) Handrails and handholds. Except 
as provided in paragraph (f) of this sec-
tion: 

(1) Handrails shall be provided for 
passengers on both sides of all steps 
used to board or depart the train. 

(2) Exits on a power vehicle shall be 
equipped with handrails and handholds 
so that crewmembers can get on and 
off the vehicle safely. 

(3) Throughout their entire length, 
handrails and handholds shall be a 
color that contrasts with the color of 
the vehicle body to which they are fas-
tened. 

(4) The maximum distance above the 
top of the rail to the bottom of vertical 
handrails and handholds shall be 51 
inches, and the minimum distance 
shall be 21 inches. 

(5) Vertical handrails and handholds 
shall be installed to continue to a point 
at least equal to the height of the top 
edge of the control cab door. 
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(6) The minimum hand clearance dis-
tance between a vertical handrail or 
handhold and the vehicle body shall be 
21⁄2 inches for the entire length. 

(7) All vertical handrails and 
handholds shall be securely fastened to 
the vehicle body. 

(8) If the length of the handrail ex-
ceeds 60 inches, it shall be securely fas-
tened to the power vehicle body with 
two fasteners at each end. 

(e) Sill steps. Except as provided in 
paragraph (f) of this section, each 
power vehicle shall be equipped with a 
sill step below each exterior door as 
follows: 

(1) The sill step shall have a min-
imum cross-sectional area of 1⁄2 by 3 
inches; 

(2) The sill step shall be made of steel 
or a material of equal or greater 
strength and fatigue resistance; 

(3) The minimum tread length of the 
sill step shall be 10 inches; 

(4) The minimum clear depth of the 
sill step shall be 8 inches; 

(5) The outside edge of the tread of 
the sill step shall be flush with the side 
of the car body structure; 

(6) Sill steps shall not have a vertical 
rise between treads exceeding 18 
inches; 

(7) The lowest sill step tread shall be 
not more than 24, preferably not more 
than 22, inches above the top of the 
track rail; 

(8) Sill steps shall be a color that 
contrasts with the color of the power 
vehicle body to which they are fas-
tened; 

(9) Sill steps shall be securely fas-
tened; 

(10) At least 50 percent of the tread 
surface area of each sill step shall be 
open space; and 

(11) The portion of the tread surface 
area of each sill step which is not open 
space and is normally contacted by the 
foot shall be treated with an anti-skid 
material. 

(f) Exceptions. (1) If the units of the 
equipment are semi-permanently cou-
pled, with uncoupling done only at 
maintenance facilities, the equipment 
units that are not required by para-
graph (a) of this section to be equipped 
with automatic couplers need not be 
equipped with sill steps or end or side 
handholds that would normally be used 

to safely perform coupling and uncou-
pling operations. 

(2) If the units of the equipment are 
not semi-permanently coupled, the 
units shall be equipped with hand 
brakes, sill steps, end handholds, and 
side handholds that meet the require-
ments contained in § 231.14 of this chap-
ter. 

(3) If two trainsets are coupled to 
form a single train that is not semi- 
permanently coupled (i.e., that is cou-
pled by an automatic coupler), the 
automatically coupled ends shall be 
equipped with an end handhold that is 
located and installed so that an indi-
vidual can safely couple and uncouple 
the trainsets. The end handhold shall 
be not more than 16 inches from each 
side of the car and shall extend the re-
maining length of the end of the car. (If 
the equipment is designed with a ta-
pered nose, the side of the car shall be 
determined based on the outer dimen-
sion of the tapered nose where the end 
handhold is attached.) The end hand-
hold shall also meet the mechanical 
strength and design requirements con-
tained in paragraphs (c), (d)(3), and 
(d)(6) of this section. If the trainsets 
are semi-permanently coupled, this 
safety appliance is not required. 

(g) Optional safety appliances. Safety 
appliances installed at the option of 
the railroad shall be firmly attached 
with mechanical fasteners and shall 
meet the design and installation re-
quirements provided in this section. 

[64 FR 25660, May 12, 1999, as amended at 67 
FR 19992, Apr. 23, 2002] 

§ 238.431 Brake system. 

(a) A passenger train’s brake system 
shall be capable of stopping the train 
from its maximum operating speed 
within the signal spacing existing on 
the track over which the train is oper-
ating under worst-case adhesion condi-
tions. 

(b) The brake system shall be de-
signed to allow an inspector to deter-
mine that the brake system is func-
tioning properly without having to 
place himself or herself in a dangerous 
position on, under, or between the 
equipment. 
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