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drive shaft assemblies, front suspension as-
semblies, rear suspension assemblies, air 
compressor and pneumatic systems, gener-
ator/alternator and electrical systems, steer-
ing system assemblies, front and rear air 
brake assemblies, air conditioning com-
pressor assemblies, air conditioning evapo-
rator/condenser assemblies, heating systems. 
passenger seats, driver’s seat assemblies, 
window assemblies, entrance and exit door 
assemblies, door control systems, destina-
tion sign assemblies, interior lighting assem-
blies, front and rear end cap assemblies, 
front and rear bumper assemblies, specialty 
steel (structural steel tubing, etc.) alu-
minum extrusions, aluminum, steel or fiber-
glass exterior panels, and interior trim, 
flooring, and floor coverings. 

APPENDIX C TO § 661.11—TYPICAL COMPONENTS 
OF RAIL ROLLING STOCK 

The following is a list of items that typi-
cally would be considered components of rail 
rolling stock. This list is not all inclusive. 

Car shells, engines, main transformer, pan-
tographs, traction motors, propulsion gear 
boxes, interior linings, acceleration and 
braking resistors, propulsion controls, low 
voltage auxiliary power supplies, air condi-
tioning equipment, air brake compressors, 
brake controls, foundation brake equipment, 
articulation assemblies, train control sys-
tems, window assemblies, communication 
equipment, lighting, seating, doors, door ac-
tuators and controls, wheelchair lifts and 
ramps to make the vehicle accessible to per-
sons with disabilities, couplers and draft 
gear, trucks, journal bearings, axles, diag-
nostic equipment, and third rail pick-up 
equipment. 

APPENDIX D TO § 661.11—MINIMUM 
REQUIREMENTS FOR FINAL ASSEMBLY 

(a) Rail Cars: In the case of the manufac-
ture of a new rail car, final assembly would 
typically include, as a minimum, the fol-
lowing operations: installation and inter-
connection of propulsion control equipment, 
propulsion cooling equipment, brake equip-
ment, energy sources for auxiliaries and con-
trols, heating and air conditioning, commu-
nications equipment, motors, wheels and 
axles, suspensions and frames; the inspection 
and verification of all installation and inter-
connection work; and the in-plant testing of 
the stationary product to verify all func-
tions. 

(b) Buses: In the case of a new bus, final as-
sembly would typically include, at a min-
imum, the installation and interconnection 
of the engine, transmission, axles, including 
the cooling and braking systems; the instal-
lation and interconnection of the heating 
and air conditioning equipment; the installa-
tion of pneumatic and electrical systems, 
door systems, passenger seats, passenger 

grab rails, destination signs, wheelchair 
lifts; and road testing, final inspection, re-
pairs and preparation of the vehicles for de-
livery. 

(c) If a manufacturer’s final assembly proc-
esses do not include all the activities that 
are typically considered the minimum re-
quirements, it can request a Federal Transit 
Administration (FTA) determination of com-
pliance. FTA will review these requests on a 
case-by-case basis to determine compliance 
with Buy America. 

[61 FR 6302, Feb. 16, 1996, as amended at 62 
FR 40954, July 31, 1997; 72 FR 53697, Sept. 20, 
2007; 72 FR 55103, Sept. 28, 2007; 74 FR 30239, 
June 25, 2009] 

§ 661.12 Certification requirement for 
procurement of buses, other rolling 
stock and associated equipment. 

If buses or other rolling stock (in-
cluding train control, communication, 
and traction power equipment) are 
being procured, the appropriate certifi-
cate as set forth below shall be com-
pleted and submitted by each bidder in 
accordance with the requirement con-
tained in § 661.13(b) of this part. 

Certificate of Compliance with Buy 
America Rolling Stock Requirements 

The bidder or offeror hereby certifies 
that it will comply with the require-
ments of 49 U.S.C. 5323(j), and the ap-
plicable regulations of 49 CFR 661.11. 

Date lllllllllllllllllllll

Signature llllllllllllllllll

Company llllllllllllllllll

Name llllllllllllllllllll

Title lllllllllllllllllllll

Certificate of Non-Compliance with Buy 
America Rolling Stock Requirements 

The bidder or offeror hereby certifies 
that it cannot comply with the require-
ments of 49 U.S.C. 5323(j), but may 
qualify for an exception to the require-
ment consistent with 49 U.S.C. 
5323(j)(2)(C), and the applicable regula-
tions in 49 CFR 661.7. 

Date lllllllllllllllllllll

Signature llllllllllllllllll

Company llllllllllllllllll

Name llllllllllllllllllll

Title lllllllllllllllllllll

[71 FR 14117, Mar. 21, 2006, as amended at 72 
FR 53698, Sept. 20, 2007; 74 FR 30239, June 25, 
2009] 
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