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(iii) The Truck Registration Number 
and Nationality if shipment is to be ex-
ported by ground transportation; or 

(iv) The Railway Transport Number if 
shipment is to be exported by rail. 

(4) The dealer/exporter’s name, ad-
dress, and AMLR permit number; 

(5) For frozen Dissostichus species, 
verification of the use of real-time C- 
VMS port-to-port except for 
Dissostichus species harvested during 
fishing trips that began prior to Sep-
tember 24, 2007; and 

(6) The dealer’s signature. 
(B) Obtain validation by a respon-

sible official(s) designated by NMFS 
and receive an electronically-generated 
Dissostichus export document. 

(ii) Dealers must include the original 
validated Dissostichus export document 
with the export shipment. 

(iii) Any dealer who exports 
Dissostichus species must retain a copy 
of the export document at his/her place 
of business for a period of 2 years from 
the date on the DCD. 

[65 FR 30016, May 10, 2000, as amended at 68 
FR 23228, May 1, 2003; 72 FR 48509, Aug. 23, 
2007; 75 FR 18112, Apr. 9, 2010] 

§ 300.108 Vessel and gear identifica-
tion. 

(a) Vessel identification. (1) The oper-
ator of each harvesting vessel assigned 
an IRCS must display that call sign 
amidships on both the port and star-
board sides of the deckhouse or hull, so 
that it is visible from an enforcement 
or inspection vessel, and on an appro-
priate weather deck so that it is visible 
from the air. 

(2) The operator of each harvesting 
vessel not assigned an IRCS, such as a 
small trawler associated with a 
mothership or one of a pair of trawlers, 
must display the IRCS of the associ-
ated vessel, followed by a numerical 
suffix specific for the non-assigned ves-
sel. 

(3) The vessel identification must be 
in a color in contrast to the back-
ground and must be permanently af-
fixed to the harvesting vessel in block 
roman alphabet letters and arabic nu-
merals at least 1 m in height for har-
vesting vessels over 20 m in length, and 
at least 0.5 m in height for all other 
harvesting vessels. 

(b) Navigational lights and shapes. 
Each harvesting vessel must display 
the lights and shapes prescribed by the 
International Regulations for Pre-
venting Collisions at Sea, 1972 (TIAS 
8587, and 1981 amendment TIAS 10672), 
for the activity in which the har-
vesting vessel is engaged (as described 
at 33 CFR part 81). 

(c) Gear identification. (1) The oper-
ator of each harvesting vessel must en-
sure that all deployed fishing gear that 
is not physically and continuously at-
tached to a harvesting vessel is clearly 
marked at the surface with a buoy dis-
playing the vessel identification of the 
harvesting vessel (see paragraph (a) of 
this section) to which the gear belongs, 
a light visible for 2 miles at night in 
good visibility, and a radio buoy. Trawl 
codends passed from one vessel to an-
other are considered continuously at-
tached gear and do not have to be 
marked. 

(2) The operator of each harvesting 
vessel must ensure that deployed 
longlines, strings of traps or pots, and 
gillnets are marked at the surface at 
each terminal end with a buoy dis-
playing the vessel identification of the 
harvesting vessel to which the gear be-
longs (see paragraph (a) of this sec-
tion), a light visible for 2 miles at 
night in good visibility, and a radio 
buoy. 

(3) Unmarked or incorrectly identi-
fied fishing gear may be considered 
abandoned and may be disposed of in 
accordance with applicable Federal 
regulations by any authorized officer 
or CCAMLR inspector. 

(d) Maintenance. The operator of each 
harvesting vessel must: 

(1) Keep the vessel and gear identi-
fication clearly legible and in good re-
pair. 

(2) Ensure that nothing on the har-
vesting vessel obstructs the view of the 
markings from an enforcement or in-
spection vessel or aircraft. 

(3) Ensure that the proper naviga-
tional lights and shapes are displayed 
for the harvesting vessel’s activity and 
are properly functioning. 

§ 300.109 Gear disposal. 

(a) The operator of a harvesting ves-
sel may not dump overboard, jettison 
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