§ 29.75b

7 CFR Ch. I (1–1–14 Edition)
constitute and be construed as a
change or alteration in the certificate
issued or authorized under the Act.

§ 29.75b Display of baled flue-cured tobacco on auction warehouse floors
in designated markets.
Each lot of baled flue-cured tobacco
displayed for sale on auction warehouse floors shall have a minimum of
30 inches from side to side between
rows with the open side of the bale facing the aisles. Distance between lots of
baled tobacco within the row shall be
no less than 18 inches between immediately adjacent lots.

§ 29.79 Disposition of ticket.
One copy of the mandatory inspection ticket shall be attached to, or
placed on, the tobacco certificated as a
further identification of the lot and all
copies of such ticket shall become null
and void when such identifying copy is
removed from the lot. When and as requested by the Director, one copy of
such ticket, showing (a) the certification of type and grade; (b) the weight
and other identification; and (c) the details of the sale at auction, shall be delivered by the warehouseman to the Division or the head inspector of the market.

[65 FR 46086, July 27, 2000]

§ 29.75c Display of tobacco at receiving
stations.
Each lot of tobacco delivered for sale
at receiving stations and transferred to
a conveyor system for unloading shall
maintain a distance between adjacent
lots of not less than 18 inches during
the inspection process. The platform
area used for examination with a conveyor system shall be a minimum of 4
× 4 feet. Any lots of tobacco displayed
in a manner other than a conveyor system shall maintain a minimum clearance of 18 inches on all sides. If the tobacco is inspected or graded by the recipient, it shall be made available for
mandatory inspection at the same time
and location within the receiving station.

§ 29.80 Announcing grades.
The grade of each lot of tobacco as
certified by an official inspector on a
designated market shall be clearly announced by the warehouseman or his
representative at the time the lot is offered in the auction: Provided, That the
Director may waive the requirement of
announcing grades in the auction if he
finds it impractical for the warehouseman to render this service.
§ 29.81 Interference with inspectors.
(a) Auction. (1) No person, including
the owner, producer, warehouseman,
purchaser, agent, or employee thereof
shall attempt, in any manner, to influence an inspector with respect to the
grade designation of tobacco, or impede, in any manner, an inspector
while the inspector is in the process of
grading tobacco on the warehouse auction floor, or ask any question or discuss any matter pertaining to the grading of tobacco while the inspector is
grading any tobacco on the warehouse
auction floor. While inspectors are engaged in grading the day’s sale, all requests for information concerning the
grade designation on or requests to review the grade of any lot of tobacco
shall be made only to the head grader
or to the market supervisor grader.
(2) In the event that the head grader
or market supervisor grader determines that a person has violated any
provision of this section, inspection
ticket(s) if already issued on the lot(s)

[67 FR 36081, May 23, 2002]

§ 29.76 Mandatory inspection ticket.
A mandatory inspection ticket shall
consist of a Tobacco Inspection Certificate made and issued in combination
with an auction warehouse ticket in a
form approved by the Director.
§ 29.77 Warehousemen to provide tickets.
A mandatory inspection ticket, in
the form required by § 29.76 shall be
provided by each auction warehouseman on a designated market to cover
each lot of tobacco offered for sale at
auction by him on such market.
§ 29.78 Changes or alterations.
No change or alteration shall be
made, in the weight or other identification of the lot, on a mandatory inspection ticket after the certification of
type and grade by an official inspector,
and any such change or alteration shall
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