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Occupational Safety and Health Admin., Labor § 1926.1400 

before attempting an actual rescue, 
and at least once every 12 months, by 
means of simulated rescue operations 
in which they remove dummies, mani-
kins, or actual persons from the actual 
permit spaces or from representative 
permit spaces, except practice rescue is 
not required where the affected em-
ployees properly performed a rescue 
operation during the last 12 months in 
the same permit space the authorized 
entrant will enter, or in a similar per-
mit space. Representative permit 
spaces must, with respect to opening 
size, configuration, and accessibility, 
simulate the types of permit spaces 
from which rescue is to be performed. 

(c) Non-entry rescue is required un-
less the retrieval equipment would in-
crease the overall risk of entry or 
would not contribute to the rescue of 
the entrant. The employer must des-
ignate an entry rescue service when-
ever non-entry rescue is not selected. 
Whenever non-entry rescue is selected, 
the entry employer must ensure that 
retrieval systems or methods are used 
whenever an authorized entrant enters 
a permit space, and must confirm, 
prior to entry, that emergency assist-
ance would be available in the event 
that non-entry rescue fails. Retrieval 
systems must meet the following re-
quirements: 

(1) Each authorized entrant must use 
a chest or full body harness, with a re-
trieval line attached at the center of 
the entrant’s back near shoulder level, 
above the entrant’s head, or at another 
point which the employer can establish 
presents a profile small enough for the 
successful removal of the entrant. 
Wristlets or anklets may be used in 
lieu of the chest or full body harness if 
the employer can demonstrate that the 
use of a chest or full body harness is in-
feasible or creates a greater hazard and 
that the use of wristlets or anklets is 
the safest and most effective alter-
native. 

(2) The other end of the retrieval line 
must be attached to a mechanical de-
vice or fixed point outside the permit 
space in such a manner that rescue can 
begin as soon as the rescuer becomes 
aware that rescue is necessary. A me-
chanical device must be available to 
retrieve personnel from vertical type 

permit spaces more than 5 feet (1.52 
meters) deep. 

(3) Equipment that is unsuitable for 
retrieval must not be used, including, 
but not limited to, retrieval lines that 
have a reasonable probability of be-
coming entangled with the retrieval 
lines used by other authorized en-
trants, or retrieval lines that will not 
work due to the internal configuration 
of the permit space. 

(d) If an injured entrant is exposed to 
a substance for which a Safety Data 
Sheet (SDS) or other similar written 
information is required to be kept at 
the worksite, that SDS or written in-
formation must be made available to 
the medical facility treating the ex-
posed entrant. 

§ 1926.1212 Employee participation. 
(a) Employers must consult with af-

fected employees and their authorized 
representatives on the development 
and implementation of all aspects of 
the permit space program required by 
§ 1926.1203. 

(b) Employers must make available 
to each affected employee and his/her 
authorized representatives all informa-
tion required to be developed by this 
standard. 

§ 1926.1213 Provision of documents to 
Secretary. 

For each document required to be re-
tained in this standard, the retaining 
employer must make the document 
available on request to the Secretary 
of Labor or the Secretary’s designee. 

Subpart BB [Reserved] 

Subpart CC—Cranes and Derricks 
in Construction 

AUTHORITY: 40 U.S.C. 3701 et seq.; 29 U.S.C. 
653, 655, 657; Secretary of Labor’s Order No. 
5–2007 (72 FR 31159) or 1–2012 (77 FR 3912), as 
applicable; and 29 CFR Part 1911. 

SOURCE: 75 FR 48135, Aug. 9, 2010, unless 
otherwise noted. 

§ 1926.1400 Scope. 
(a) This standard applies to power-op-

erated equipment, when used in con-
struction, that can hoist, lower and 
horizontally move a suspended load. 
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